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SPECTRUM 4029 Airport Road, Suj i
AVIATION port Road, Suite 300 Lexington, KY 40510 859-255-1902
Airframe Log Book -
Date: November 21, 2008 ;
Reg No: NIZ3ON Adrcraft: Cessna 340A Seri
, 1230 | : al No: 340A1802
‘ AF Total Tll‘ﬂB'f .2810.0 Hobbs: 2810.6 Heater Hobbs: 204.2
| LH Eng.TotaI T{:lzc: 1285.8 Eng SMOH: 31.6 Prop Total Time: 1287.¢
‘ RH Eng Total Time: 4005.2 Eng SMOH: 42.9 Prop Total Time: 1287.0

1. Icertify that this aircraft has been inspected in accordance with an Ann ual inspection and found to be in airworthy

condition. Inspection performed in accordance with FAR 43 appendix D, usi i
. ‘ " . , using the C
r Manual inspection guide as a reference o B fho esona 34DA Maintenance

o 2. co/w FAR 91,287 by inspection and ops check of ELT. Expiration date July 09

; fw AD 200 installati A on both eng

'i .olw : 0-¢1-16 by installation of overhauled exhaust system on both engines from slip joints aft. All ¥
{ exhausi pI}[JG? ovcr}:aslecsi. All'new hardware, clamps, v-clamps and gaskets. Engine mounts and all airframe ‘
components in . : ) i i

| clamﬁ’)s)_ spected. System leak checked, Clw par b, ¢, d, e;and g. (par £ not applicable, no muli-segment v

; ~ 4, cfw AD 2004-21-05 by inspection and pressure test of aircraft heater and y i

: Next due at heater hobbs; 304.2 or 11/2010. ranpressure swith. Ops checkeed good

: 5. o/w AD 2004-25.16 R1 by visual inspection of heater fuel re : :
| ' pulator valve, Next due hobbs;
i 6.  Cleaned, inspected and greased al! wheel bearings. e fobher 29100
‘ 7
8

(%3

Repaired ice light wiring, Ops check good.
Resegled right brake caliper. Bled brakes.
9. Repaired left prop heater boot wiring by installation of amp connector, 3

10. Removed left prop and instalied new crankshaft seal and prop o-ri .
I1. Tightened man gear torque link bolts, prop o-ring seal. Instalted and torqued.

12. Treated all deice boots with PBS system.
13. Installed new scat tubing for right engine vac pump cooling.

The aircraft, airframe, engine, propeller, or appliance identified was repaired and/or inspected in accordance with the

current regulations of the Federal Aviation Administratign-and is ap oved farfeturn to service for the Work performed
. o : ‘
Date: /! /-2 /-5 Signed /M»‘%/ T
/ T 1A 3020594 /
| /

N *

M \? 4029 Airport Road, Suite 300 Lexington, KY 40510 855-255-1902
asd/@ny T . :

Avinlinn T
Airframe Log Book
Date: November 3, 2009 : Work Order; M-09-0447
Reg No: N1230N Aireraft: Cessna 340A Serial No: 340A1802
AF Total Time: 2911.0 Hobbs: 2911.0 Heater hobbs: 211.8
LH Eng Tot Time: 13868 Eng SMOH: 132.6 Prop Total Time: 1388
RH Eng Tot Time: 4106.2 Eng SMOH: 143.9 Prop Total Time: 1388

I, Icertify that this aircraft has been inspected in accordance with an Annual / 100 hour inspection and
found to be in airworthy condition. Inspection performed in accordance with FAR 43 appendix D,
' using the Cessna 340 Maintenance Manual insp guide as a reference.
2. c/w FAR 91.207 by inspection and ops check of ELT. Battery next due: Dec/2011.
“C/W AD 2000-01-16 By visual inspection of L/H and R/H engine exhaust system IAW par (b). Next
inspection due at 2961 hobbs time.
C/W AD 2004-25-16 R1 by visual inspection of heater fuel regulator valve. Next inspection due: 3011
hobbs time.
Cleaned and inspected Left engine oil temp connector, ops checked ok.
Checked Right engine fuel flow IAW SID 97-3E, checked ok at this time.
Re-connected aft environmental duct. A/C vent checked ok,
Removed leaking parking brake valve. Installed new parking brake valve P/N C165007-0201. Bled
~ brake system, leak checked and ops checked ok.
9, Removed worn to limits main tires. Installed new tires P/N 077-345-0, L/H S/N 7309W00445 and R/H
S/N 9072W00051, Leak checked good.
L 10. Adjusted cabin door steps, checked ok.
11. Installed new drain weather seals, and seal around aft ouiflow valve. Pressurization checked ok.
12. Repaired L/H engine magneto pressurized hose, checked ok.

13. Re-sealed L/H and R/HI brake ca[ipej's. Bled brake svstem. Leak checked_and ons checked ale.
i ' L 1
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Page N\c;.

14. Installed new ELT battery. Ops checked ok.
15, Aircraft ground ran and operationally checks good. No leaks found.

The aircraft, airframe, engine, propeller, or appliance identified was repaired and/or inspected in accordance with the .
cutrent regulations of the Federal Aviation Administration and is approved for retutn to service for the work performed.

: Date: ///3/9‘? Signed W%_&w

Rudy Segura APTA 3110987

1HERERY CERTIFY THAT THE ALTIMETER, ENCODER,

AND STATIC SYSTEM TESTS REQUIRED BY FAR 91411 \

HAVE BEEN PERFORMED AND MEET SPECIFICATIONS. :
PILOT ALYIMETER TESTED TO 25000FEET e T
PILOT PED TESTED TO 250000 FEET ' )
COPILOT ALTIMETER TESTED TO 250000FEET e —
PILOT MODE C ENCODER TESTED TO 250000FEET
COPILOT MODE C ENCODER TESTED TO 25000FEET

SYSTEM TEST DATE 11-03-2009

[ HEREBY CERTIFIY THAT THE ATC TRAN SPONDER TEST
REQUIRED BY FAR 91413 WAS PERFORMED THIS DATE AND
FOUND TO COMPLY WITH FAR 43, APPENDIX F. —

HIT
it

MAKE: KING, MODEL: KT-764A, SERIAL NO.: 91597
MAKE: GARMIN, MODEL: GTX-330, SERIAL NO: 34 100506

SYSTEM TEST DATE 11-03-2009

1 —
-  estenevilli g Fe # 2SYIETD
! RE s ooy
T Lt
: FAA CRS # UTYRO15L
| LEXINGTON, KY 40510
|
i
o
MUSTANG 4029 Airport Road, Suite 300  Lexington, KY 40510 859-255-1902

AVIATION ,
‘ Airframe Log Book
Date: 02-02-10
Reg No: 1230N Cessna 3404 Serial No: 340A1802

1. Tnstalled SW v2.0 on existing ASPEN EFDI 000 display. SW was installed [AW with ASPEN
Installation manual, P/N 900-00003-001, Added revised FAA approved AFMS and ICA to
existing aircraft records.

Removed existing STEC 55X computer, P/N 01192-11-14TE4 S/N 0813-13475 and replaced with
rental STEC 55X computer, P/N 01192-11-14TF4 S/N 0930-14161. Ops checked good.

r

The aircraft, airframe, engine, propeller, or appliance identified was repaired and/or inspected in accordance with the
current regulations of the Federal Aviation Administration and is approved_for return to service for the work performed.

Date: - Z- D Signed /Z’jﬁ‘f / Py g

/" AP ,%E@S‘:ié/// d ,______a

SUB-TOTALS this page

TOTALS—Carry forward 1o next page




Page No. ————

TOTAL TOTAL TACH OR
TIME TIME RECORDING
DATE M e et . DESCRIPTION OF WORK PERFORMED—
SEAVICE CVERHAUL TIME IGNATURE & CERTIFICATE NO., OF PERSON PERFORMING WORK

TOTALS brought forward from previous page

Aoy RCED
TR AR
ACEFENIYITTEY =

125 Sky Harbor Way, Griftin, Georgia ‘
(770) 233-4600 ) !

Date; 4/12/2010 ‘ i
|

Make; Cessna tMode! 340A Base Color: Matterhorn White/ Alumigrip
Registration NI2ION/NE2KA S/N:340A1802 Trim colovs: 10622 Shadow Gray Met/Acry Glo
10714 Ming Blue Met/ Acry Glo —]

Instatled New Registration number N242KA
_ Aircrafl was painted and all flight controls were balanced.
Allwork was accomplished /A/W current FAR’s and the
Cessna 340 Series Service Manual { Dated Aprii 2006.)

e

‘ WE. Clements A&P, 1A 2640547

S & S AVIATION CO. MODEL; CESSNA 340A | DATE: 02-24-2010 |

CHEROKEE COUNTY AIRPORT A/CREG: NI230N TACH:  2936.6 e
. 1800 AIRPORT DRIVE A/C S/N:  340A1802 TOTAL: o
BALL GROUND, GA. 30107 ENG S/N: HEATER: —

REPLACED ALL THREE GEAR DRIVE PRESSURE BOOTS P/N 9910011-1. RESEALED BELLY BEACON. REPLACEDLEFT ~ —
AND RIGHT WING ROOT PRESSURE DUCT P/N CM321 1-10B-38, REPLACED FEATER DEFROST DUCT P/N CM3211-
B350, RESEALED WIRE BUNDLES IN LEFT AND RIGHT WING ROOTS, CLEANED OUTFLOW AND SAFRTY VALVES.  -—
PRESSURE LUBED LEET AND RIGHT ALTERNATE AIR CABLES, REPLACED O-RING ON RIGHT PRESSURE DUMP
VALVE. REPLACED LEFT AND RIGHT VACUUM REGULATOR FILTERS P/N B3-5-1, RESEALED PILOTS WINDSHIELD

NEPLACED LEFT AND RIGHT MAIN GEAR DOOR HINGE PINS. TIGHTENED ALL LANDING GEAR BOX BOLTS.
REPLACED RIGHT DOWN LOCK PIN P/N 5041018, REPLACED RIGHT LOWER STRUT BEARING P/N 08412121 AND

POLY PACK P/N A2749, SERVICED STRUT UA/W CESSNA 414 SERVICE MANUAL. PERFORMED LANDING GEAR T
RIGGING PROCEDURE UVA/W CESSNA 414 SERVICE MANUAL, MADE SEVERAL SMALL ADJUSTMENTS TO LANDING

GEAR. REPLACED FORWARD INBOARD LORD MOUNT ON RIGHT ENGINE P/N J9613-58. REPLACED MISSING RIVETS |
O LBNT TAILPIPE ATTACH BRACKET, TIGHTENED SEVERAL LOOSE BOLTS ON LEFT OUTBOARD BELLCRANKS
SHIMMED RUDDER AND ELEVATOR HINGE BOLTS. MADE MINOR REPAIRS TQ LEFT AND RIGHT TOP COWLINGS.
REPLACED SEVERAL MISSING RIVETS ON RIGHT ENGINE SCOOP. REPLACED LEFT BRAKE DISC P/N 164-00806.
AEPLACED LEFT OUTBOARD BRAKE PADS P/N 066-03300. REPEACED LIGHT BULB IN NOSE GEAR INDICATOR PN
Sr327. REPLACED TWO LIGHT DIMMER SLIDES PN CM3535-1. REPLACED CABIN HEATER FUEL REGULATOR PIN
(520803 TO COMPLY WITH AD2004-25-16. REPLACED UPPER CABIN DOOR EXTENDER P/N 521136911, REPLACED
CME HALF OF LOWER CABIN DOOR HINGE. REPLACED LEFT OIL PRESSURE LINE AT WING ROOT SHIMMED BOTH
EXHAUST ELBOW SUPPORT BRACKETS ON LEFT ENGINE. SERVICED OXYGEN SYSTEM, REPLACED RIGHT FUEL
SELECTOR VALVE WITHZVERHAULER UNITR/N XV 2096 S/N 1293, AIRCRAFT RETURNED TO SERVICE.

'

SIGNED: CERT# 3191860 A&P 1A

e 4y

SUB-TOTALS this page

TOTALS—Carry forward to next page




Page No.
TOTAL TACH OR
Tﬁﬁ\é TIME RECORDING : DESCRIPTION OF WORK PERFORMED-—
DATE iN SE*NgEUL MT'?I‘EEF‘ SIGNATURE & GERTIFICATE NO. OF PERSON PERFORMING WORK
SERVICE OVER

TOTALS brought forward from previous page

‘ Niusﬁngg A\‘(’f

dhatian e 4029 Ajrport Road, Suite 300  Lexington, KY 408510 859-255-1902

Airframe Log Book
- Pate; 07-07-10
" Reg No: 242KA Cessna 340A  Serial No; 340A1802 ’
L I

Removed existing ASPEN RSM P/N A005-111-00 /N 1789 and replaced with ASPEN RSM
P/N A-05-111-00 S/N 3904. Performed AHRS calibration as per ASPEN instail manual 900-
T 00003-001 Rev H.

2. Weight and Balance negligible.

The airciafl, airframe, engine, propeller, or appliance identified was repaired and/or inspected in accordance with the

current regulations of the Federal Aviation Administration andj ed for retum to service for the work perfqrmcd.
L Date: 7" Yl Signed : ‘

/‘M’ﬁ'Thomas W o ‘ :

S & S AVIATION CO. MODEL: CESSNA 340A DATE: 12-21-2010
CHEROKEE COUNTY AIRPORT A/C REG: N242KA TACH:  3003.1
1800 AIRPORT DRIVE A/C S/N:  340A1802 TOTAL: 3003 .‘1
BALL GROUND, GA. 30107 HEATER: 0213.2

OPENID AL NSTECTION PANELS, LUBRICATED NUSTAME COMTON I 0, s ChpLs Tonsions
AND CONTROL HINGES. PACKED WHEEL - A A s
SERVICED OXYGEN. REPLACED ALL FUEL CAP O-RINGS. REPLACED CENTRAL VACUUMO e crsants
LACED B3-5.1 VACUUM RELIEF FILTERS, PERFORMED LANDING GEAR RIGGING PR DURE /AW CESSH
(41 ) |CE MANUAL. REPLACED RIGHT OUTBOARD BRAKE PADS P/N 066-03300. INSTAL
: lgRSTEIgXL DE-ICE BOOT. TIGHTENED LEFY AND 1}186/11\]{”1; os(f’zﬁsr i%ﬁfg%ﬁ HCALREDA\I}/]?II){EAI%}E)PFL&CSE% BE\;?&‘NE][;I?}?IEAI%B
; ER WITH NEW UNIT P/N K9910295-1 : , X
i)lf}ciggcs){ %ENK AND LINES. REINSTALLED AND SERVICED ALCOHOL SYSTEM VA/W CES SNADSEESI&%EI\S%% ‘
REPLACED WINDSHIELD DE.ICE PUMP WITH NEW UNIT P/N 6508092-1. REPLACED O-RINGS ANTATIC 1CED LOWEE
CABIN DOOR SNUBBER. Mwm%
REPLACED RIGHT FUEL SELECTOR VALVE WITH OVERHAULED UNIT PN XV 2096 S/N o3, UNIT WhS
OVERICULED BY THE AVIATION GROUP, INC CRS# VGOR728L UNDER W/O 34122. REPLACED LE AND RIGHT
PROP DE.ICE BRUSKES WITH NEW P/N RAB40189. REPLACED RIGHT FUEL PRESSURE REGULATOR E; ACKET b/
5650012.1. REPLACED P12-8156 INDUCTION AIR FILTERS, THIS COMPLIES WITH AD84-26-02 DUE EVER HOURS,
FUNCTIONALL Y GHECKED ELT J/A/W FAR91.207, COMPLIED WITH AD2004-25-16 BY INSPECTION OF FUEL VALVE,
ADZ010-11.04 DNA AFFECTED LIFTERS NOT INSTALLED, COMPLIED WITH AD82-26-05 BY INSPECTION OF SAPH x
BALANCE WEIGHT RIB, PUE BEVERY 100 HOURS. AD2000-01-16 COMPLIED WITH AS FOLLOWS: PARAGD VISU(AL
VISUALLY INSPECTED EXHAUST SYSTEM/EVERY 50 HOURS, PARAGRAPH (€) TAILPIPE REMOVALRﬁ b visuaL
INSPECTION, PARAGRAPH (D) VISUAL INSPECTION OF ENGINE BEAMS AND BULKHEADS, PATED APH (E)
- PRESSURE TEST AND VISUAL INSPECTION. [ CERTIFY THAT THIS AIRCRAFT HAS BEEN INSPEC
ANNUAL INSPECTION AD WAS DETERMINED TO BE IN AIRWORTHY CONDITION.

SioNE - ] 191860 A&P TA
SIGNED: _ CERT# 3191860




TOTAL TACH OR ’
TIME REGORDING
N SINGE METER DESCRIFTION OF WORK PERFORMED—
SERVIGE | OVERHAUL TIME

SIGNATURE & CERTIFICATE NO, OF PEASON PERFORMING WORK

TOTALS brought forward from previous page
I

Southern Avionics & Communications, Inc.

~ GRS HWAR427M. |
*Mobile Downtown Airport. ]
0495-A& Michigan Avenue / Mobile, AL 36615
i 242KA WO# 92790 Date 11/8/2011 C
Main software version 3.30 has been installed in the following unit(s) in
accordance with Garmin Software Service Bu

letin 0918, Rev A, dated August 4"
2009. ,

Make: Garmin Model: GNS-430W p/n 0
Make: Garmin Model: GNS-530W p/n 0

11-01060-00 s/n 23406242 —
11-01064-00 s/n 23803384

/7. L2

Tnepector / HW4ARA427M

Southern Avionics. & Communications, Inc.
CRS.HWA4R42/M.

Mabile Downtown Alrport.

5 2495-A Michigan Avenue / Mobile, AL 36615

[

= WOl 92783 Date 11-9-201%
O .

N ved defective directional gyro King KG-102A P/N 060-0015-00 S/N 47946.
o] ed serviceable exchange directional gyro King KG-102A p/N 060-0015-00
B b 5853, Ramp checked and verified proper operation. No change to weight and
> = Alrcraft returned to service.

I =
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TOTAL TOTAL TACH OR -
TIME ;lr:vs& RE&(E_FFS;NG DESCRIPTION OF WORK PERFORMED—

SEF"';J“CE GVERDAUL TME SIGNATURE & CERTIFIGATE NOC. OF PERSON PERFORMING WORK
TOTALS brought forward from previous page
Southern‘Avionics & Communications, Inc.
CRS HW4R427M
Mobile Bowntown Airpont Sy
2495.A Michigan Avenue [ Mobite, AL 38615
N#  242KA WOH# 02782 Date 11-9-2011
RT-161A P/N 4001 018-6106 S/N 6908, Ramp.

Repaired radar R/T unit Bendix A

checked and verified proper operation. Aircraft returned to service.

Jeff Haddan
Technician / HWA4AR427M

AR o1.411 '
PMENT AND STATIC ,/
ALTIMETERS,ALT!TUDE REPORTING EQUI AL
'SYSTEM HAVE BEEN CHECKED AND ME
PRESSUECI CATIONS OF PPENDIX E OF PART 43 /
ALTIMETER //

RIG

FAR G147 c
G EQUIPMENT AND STATH
UDE REPOR‘;IN P NEET ALL
OF PART 43

ALTlMETERS,ALT!T
PRESSURE SYSTEM HAVE B
PECIFICATIO PPEN

P S 1%
LTIME

i to next page

AVIONICS GROUP
CAROLINA AVIONICS B0 N # QGCR-389K
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Date:flS-ZOll Tach:n/a Hobbs:3056.0 Model:340A Serial #:340A1802

{ TTAF:3056.0 TTEL:1531.8 TSMOHL:277.6 TTPL:1533
j TSMOHR:288.9_TTPR:1533.D TSPOHR:n/a

nspection. Drained oil i

C/W annual i
d. installed 11 gtsinl and R engine an

no metal foun
Compressions Le

0 TSPOHL:n/a TTER:4251.2

i left and right engines and removed filters and inspected,

d gty 1 each CH48108 filters.

ft #1.68/80 #3.62/80 #3.62/80 #4.64/80 #5.64/80 #6.66/80. Right #1.62/80 #

#4.62/80 #5.52/80 #6 .66/80. Ground ran ops an

d leak check normal.

2.62/80 #3.70/80
Replaced crank seal o
Saftey wired Left over

n left engine, p# 641250. Repai
boost manifold. Applied anti ¢

red left engine pressure

hose for mags.

haff to wire bundle at tach gen. Replaced

valve L/H, 2-0385613-60. Replaced nose W

heel bearings and races, p#s

oring in pressure dump
LM29170 gty 2 and LM29749
and lower rotating beacons p

b o« B

gty
# GE1939X gty 2. Replaced

2. Replaced placard on cabin table. Replaced bulb in upper

nose gear system fork p# 50452112
d flushed system, ops

normal. Installed new a
gty 1. C/W 91

and rigged nose gear per 340A

207(d) an

MM. Cleaned windshield deice ports an
ft door cable and ends, p#s 50-00 aty 1 and RE3
d replaced battery p# BS2173, next due 12-201

F4 gty 1 and A665-34R
3. C/WAD 2000-01-16

section b,c,e.b

due in 50.00 hrs or 30 days.cand e

due at 3156.0 or annual. (/WAD 2004-

216R1 by inspection, next due @ 3156.0 or annual. C/W

next due 413.3 heater

hobbs or 12-2013. Re-secured L an

AD2004-21-05 pressure decay test,
d R prop heat leads. Replaced left

hes p#RAB40189 qty 2.R

e-set left and rig

ht engine mag to engine

engine prop heat brus
timing. Replaced right engine

- | certify that this AIRFRAME/ENGINE/PROPELLER has been inspected IAW an annual/100hr

# 2 and 3 inlet gaskets P# SSR536413 qty 2.

. : inspection per CFR43 appe D and was foyftd in an alrwortiy condrion.
| A&P32934001A @OA% % 3

- P i L arinil it S T

N#:242KA Airframe

Date:1-11-2012 Tach:n/a Hobbs:3074.0 Model:340A.

Replaced r/h strobe flashtube p#55-0221-1, ops check normai.

f
-

N#:242KA Airframe

Date:2-3-2012 Tach:n/a Hobbs:3091.7 Model:340A Serial: 1802

Replaced #2 attitude gyro with ovh unit p# 23-501-019, serial # T32180J. Ground ran ops
normal, : -'

A&P3293400

SUB-TOTALS this page

TOTALS—Carry forward to next page




N#:242KA Airframe

'

Date:3-5-2012 Tach:n/a Hobbs:3113.2 Model:340A. ;e! No.

Serviced R/H strut with N2. Re-installed R/H engine vacuum pump cooling duct. -

u T P B R T S RO _ Tt o - T
S

N#:242KA Airframe

Date:4-10-2012 Hobbs:3145.9 Model:340A Serial:340A1802

built unit p# 910-00001-001 serial # 120281. Powered up

Removed EDF1000 and installed re |
ryey o e alt |'_-w—m—— |

e O | N 1 i . ~

N#:242KA Airframe

Date:4-18-2012 Hobbs:3151.3 Model:340A. _ ‘

Cleaned contact on L/H wing nav light, ops check normal. Repaired crack in r/h cowl @ oil door

N#:242KA Airframe

Date:5-11-2012 Tach:n/a Hobbs:3175.3 Model:340A.

| T o ———m e -
Charlotte-Monroe Air Center
1650 Aviation Drive
Monroe, N C 28110
704-283-0000

e N#:242K A Date:9-28-2012 Tach:n/a Hobbs:3264.8 Model:340A.
Repaired crack in upper 1/h cowl @ vent. Bled L/H brake, ops normgl. Retorqued aux tank cover

¢l on L/H upper wing. M
| A&P3293400_\A

I I T
Charlotte-Monroe Air Center

1630 Aviation Drive
Moarae, N C 28110
704-283-0000

. N#:242K A Date: 10-31-2012 Tach:n/a Hobbs:3290.4 Model:340A
iced L and R prop heat brushes P# RAB40189 qty 4. Replaced L/H brush block assembly
0179 qty1. Repaired t/h prop heat lead. Repaired r/h engine thrust defector heat Jead.
.and replaced prop heat timer with repaired unit pHP072575-01 s/n 98/10/2918, ops
rmal. Replaced L/H aux tank inspection panel gasket p# 5026014-1 qiy 1.

A&P3293400 . R —— g




o NE WORK PERFORMED—

~rERFORMING WORK

Omwo::m >So:_.nm

Croup,

Remove 4 k p/N 011 00986 00 s/ 4770788
WIth ga- ed 2011 / STC STC mbcpmmmmm and Aspep
EFD1000 2 with EBRS8 Remote cmﬂﬁmww P/N Aww:oooomioou S/N 1299 Per grc
SA10827 See Faq Form 33> dated om\mm\NOHm for detaiyg.

Removey Gyro Horizon P/N Homuooaanm S/N 9342397 and %:mqugma P/N mooow:wm S/N T6781 7y Ops
test good.
Remove S~Tec Remove remote ma:::n¢mﬁow P/N oHHmmumwx‘ S/N oHHmm;omAmuomemmw for wmnxd%mrd ﬁm4~:1m
Hsmﬂmqﬂma Same P/N, S/N repajrag unit, Ops test good,
Replacey qumﬁﬁam Power Wire fgr Immamcu XM daty recejver, H:mﬂmgdma a 1A ¢c/p in qumﬂqau Space gp
the avionicg bus and qmwmﬂma :mmnmcu mmdmrdzx. SYsten OPs test good,
H:Mﬁmggmq 24y Cabin Power Jacks ip Cockpit Pedestyy and cahip lefr Side af¢ of pilor Seat, Power ;¢

SUpplieq from the by & 104 *JMﬁmqgma in an mx%md%:@ Space qgp the Matn hyg and umvmqu

Outlets Weight Change neg Te,

wmaﬁ%nmﬁma and TNstalleq glove

PaneT .

DATE

o — .

. Charlo&e-Monroe Air Center

1650 Aviation Drive

Monroe, N C 28110

340A

704-283-0000

:3204.8 Model
26-2012 N#:242K A Hobbs:320
Date:7-26-

—

F p 1.|

ump p# A1850-B
aux

L

-

i

|
1
1
i
'
]
1

Replaced r/h
A&P3293400



' Charlotte-Monroe Air Center

CTTAF:3313.0 TTEL:1788.8 TSMOHL:534.6 TTPL:1790.0 TSPOHL:mew TTER:4508.2 —

— annual/100hr inspection jlfFR 43 appendj
] A&P32934001A QJ S
A

_J APISA369  Gary Jenkins

| {"Carolina Avionics Group, LLG 3850 Airport Loop Road Salisbury, NG 28147

(e) annual. (g) 5310.0 or 11/2020. C/W Land R engine 500 hr mag inspection, replaced

| points,capacitors,dist blocks, plastic drive gears and mt gaskets in all four mags. Replaced #1 cyl
R/H engine top spark plug p# URHB328S. Repaired misc cam los on I and R cowls. Repaired L

and R nose cowl] mt tabs as required. Replaced misc wite ties on L and R prop heat leads. Lubed
L and R alt air handles and cables. Replaced #6 inlet gasket on L engine, P# 534750. Cleaned L -
and R engine fuel nozzles. Replaced gty 1 prop heat lead on I, engine, p# RA2067-3 ops check *
| pormal. Repacked R/H brake caliper w 28775-222 and -012 orings and bled system. Replaced L
and R brake pads p# 66-33 qty 12 and misc brake pad pins p# RA177-00400 gty 12. Rotated r/h ——

main tire on wheel. Replaced missing vortex generator P# 1480-2,

1 certify that this AIRFRAME/ENGINE/PROPELLER has been inspected IAW an
D and is in an airworthy condition.

TSMOHR:545.9 TTPR: 1790.0 TSPOHR: new. Drained oil and removed L and R filters and
inspected, no metal found. Installed 11 qts W100 Aeroshell and gty 1 AA48108-2 filter in left
and right engine. Compressions Left #1.71/80 #2.62/80 #3.71/80 #4.66/80 #5.72/80 #6.56/80.
Right #1.64/80 #2.65/80 #3.68/80 #4.71/80 #5.58/80 #6.72/80. C/W 91.207(d) battery due 12-
2013. Replaced L/H main tire and tube p# 077-345-0 serial 1245800347 and tube 092-344-0.  — ]
; Replaced combustion blower brushes P#25T64-1-1 gty 2 and p# 14P23-1 in combustion heater,
L ops check normal. €/W AD2004-25-16RT by inspection; next due 3413.0ttaf. €/W AD2000-01-
16 by disassembly and inspection, next due (b) @3363.0. (c) 3413.0ttaf/annual. (d} 3813.0ttaf. ——F

1650 Aviation Drive
Monroe, N C 28110
[ . ‘ 7043830000
C N#:242K A Date:12-21-2012 Tach:n/a Hobbs:3313.0 Model:340A Serial #1802

Carolina Avionics Group, LLC 3650 Airport Loop Road Salisbury, NC 28147
LOG ID# 358 23-March-2012 HOBBS 3130.3

= N242KA  S/N 340A1802 CESSNA  340A | Pg 1

i

adjusted Attitude rRef Symbol on EFDIO00 PFD and €DF100Q to -5.0 MFD to coppensate for correct ievel
flight indication, Repaired wxX-500 synchro heading fault by routing new wire from 26vaC inverter to
King KI-525A Compass system Heading bootstrap.

Troubleshot Avidyne EX500 heading invalid message, Eo'und Heading reference wiring inserted into
wrong pins at the EX-500 plug 2. Moved existing wiring to correct pins (26vVAC High pin P2-74 and Lo

H in pin P2-17). After inserting EX-500 in rack it was noted that the wx-500 Heading invalid message

would apﬁear_and £x-500 would display 'HDG INVALID". Removing EX-500 cleared the Wx-500 HDG fault.
Troubleshaoting revealed an_internal short in the EX500 unit =1 nking the 26VAC to zero volts.

H Removed pin PZ-74 (26vAC Hi) cap, label and stowed in packshell. configured EX-500 software heading

input from Synchro to FMS/GPS and EX-500 correctly displays HDG with GPS valid. wx-500 synchro
Head? ng sygten Ops tast good.

vy, dig/é 3/9-

¥ pate

-~

LOG ID# 386 13-October-2012 HOBBS 3271.8 /1
N242KA SN 340A1802  CESSNA  340A Pg

h remove ASPEN Avionics EFD-10DDMFD RSM p/N 910-00003-003 S/N 1139 and replaced with RSM P/N

910-00003-003 5/N 1196. calibrated Reading system per EFD100/500 sw v2.0 install manual rev. AJd
i 0.5. System ops test good. .




Leading Edge Aviation, Inc.
Registration § A/ 24 2 gA pate O/ 2 Q"‘@ 'Z_ DESCRIPTION OF WORK PERFORMED— ,
‘URE & CERTIFIGATE NO. OF PERSON PERFORMING WORK

€

Manufocture Cﬂwﬂ&, . " Model 3% A—

Serial Number

@. 8@& Work OrderNumberMZA { forward from previous page

A %M oft Wing Outbourd F J

LRl eft Horizontal 2 v W
Right Horizontal
=7

De-leer Boot(s) Repaired Tn Accordance With FAA Process Specification LEAAL

Right Wing Outboard

2 Left Wing Inhoard — 7 o
' Right Wing Inboard ? ; .

" Verticul Stabﬂxzer

N—Tepair Station LTBRGZEFI

Replaced r/h

normal. Re-secured crankcase vent line @ t "11 g plugy’

|
Charfotie-Monroe Air Center

1650 Aviation Drive ’
Monroe, N C 28110 4

704-283-0000
N#242K A Date:1-18-2013 Tach:n/a Hobbs:3350.1 Model:340A

engine vacuum pump with ovh unit p# AA442CW, serial # OlQFOQ ops check

A&P3203400 \LAK A ,  «
£
%f‘f {7003
o Thstelled Rosen (15025 ST SASTETPM

i) Rogra np€allabu usleatious 237

Pibed Wi cpote /},j L é&

2 \ o’
AdDB2 3@@

Charlotte-Monroe Air Center

1650 Aviation Drive

Monroe, N C 28110

704-283-0000

N#: 242K A Date:3-1-2013 Tach:3383.7 Hobbs:3383.7 Model:340A

Replaced r/h landing light bulb p#4553, aps check 1101ma1

A&P3293400 (O i, - A

SUB-TOTALS this page

TOTALS-—Carry forward to next page
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AIRCRAFT

AIRFRAME
MAINTENANCE RECORDS

Log No. ¥

Aircraft Registration No, W g qZ{Q Q

Model 3. 40 [
Seria! No. ( ?70 Z»

Waco Regional Airport s P.O. Box 5219 « Waco, Texas 76708
254/752-8381 FAX 254-752-3307 1-800-445-9713

LOGBOOK FORMAT REPRINTED WITH THE PERMISSION OF AEROTECH PUBLICATIONS, INC.
THE ADLOG {TM) SYSTEM, COPYRIGHT 1979."




] Charlotte-Monroe Air Center
1650 Avigtion Drive
Monroe, NC 28110
704-283-4600.
Date:4-1-2013 N#:242KA Tach:n/a Hobbs:3404.9 Model:340A Serial#:1802.
_é Replaced L and R engine area pneumatic system hoses and fireshield . Replaced r/h pneumatic system  ~————
I pressure check valve p#1H37-4. Replaced r/h engine vac pump with p# RAP442CW,serial # D6521. Re- |
| secured glareshield and glove box. Repaired r/h aft facing seat seat back latch. Resecured all headphone i
— jacks. Re-sealed L/H upper aux tank access panel. Adjusted Land R voltage regulators to 28.5 volts each

_under 15 amp load per Cessna 340A mm.

JO—1

A7P3293400 ”é;' g

o

1650 Aviation Drive
L. Motroe, N C 28110
704-283-0000

. N#:242K A Date:6-4-2013 Tach:n/a Flobbs:3462.6 Model:340
Removed main battery and serviced, charged, bench check normal. Re-installed
battery,ground ran, ops check normal. . P

l T o C-I-larl{)tte—MonroeAjr-Center

A&P32934008/ L el

1 1 - [ . . i
i

R

DATE: 05/27/2013 MODEL: Cessna 340 S/N:; 48093 HM: 3455.5 N# 24ZKA
Performed interface of heading Syncro from Ki-525a (KCS55A) campass hootstrap to Avidyne EX500 as listed in 600-60175-
000 FlightMax EX500 Installation Manual. Operationally tested EX500 system with no defects noted at this time, EX500 PN:
500-00007-004 SN: 201 88336.---Performed interface of XM R5232 chan 1 recelve only data to Aspen EFD from Heads up
techinology XM receiver per 900-00003-001 AN EFD1k-5¢ Install manual. No defects noted.—-Performed Aspen REV mode
allgnment of AHRS information an EFD per 900-00003-001 AN EFD1k-5¢ Install manual. Operationally tested EFD system no
defects noted.—-Removed defective ART161a PN: 4001018 SN: 6906. Placarded panel “ Radar INOP* . Pulled and secured
radar circuit breaker for flight. Welght and balance has been updated and placed in aircraft records.

Verified configuration and software at 6.20 on GTX-330 Transponder PN: 011-00455-00 SN: 84100506 in accordance with
Garmin SW SB 1153 Rev. A and Garmin GTX330 installation Manual PN: 190-00207-02 No defects noted. Unit shows SW

HEE

S R R

—

6.20. This aircraft has been returned fo service with ect to the work performed above. <END> |-*-
APPROVED iy ~" A3GTTELR \_‘
v AL
—
I —

sSUB-TOTALS this page

TOTALS—Carry forward to next page




S & S AVIATION CO MODEL:  CESSNA 340A DATE: 08-19-2013

CHEROKEE COUNTY AIRPORT A/CREG: N242KA TACH: 3525.4

1800 AIRPORT DRIVE AIC SN 340A-1802 TOTAL:
BALL GROUND, GA. : HEATER HOBBS:

SERVICED BRAKES, TIRES, AND HYDRA'JLICRESERVCIR, LUBRICATED EXHAUST SLIP JOINTS AND WASTEGATE
WITH MOUSE MILK. REPLACED RIGHT MAIN TIRE Wi 'H NEW 6.50X08-PLY MICHELIN AIR. REPLACED LEFT M
TURBO CONTROLLER WITH OVERHAU! ED UNITP/N 470836-18RAM S/N BB010140. REPLACED LEFT WASTEGATE :
WiITH OVERHAULED UNIT B/N 470908-9013-011. COMPLIED WITH AD2000-01-16, PARAGRAPH (B) BY VISUAL

INSPECTION, ?PLERW\S. ARCRAFT RETURNED TO SERVICE. :
SIGNED: et ,Z\,/ CERT#: 3191860 A&P IA 1

S & SAVIATION CO MODEL:  CESSNA 340A DATE: 08272013
CHEROKEE COUNTY AIRPORT A/C REG: N242K A TACH: 35394 |
1800 AIRPORT DRIVE A/C S/N: 340A-1802 TOTAL:
BALL GROUND, GA. HEATER HOBBS:

REPLACED NOSE TIRE WITH NEW 6.00X6-6PLY GOODYEAR FLIGHT SPECIAL. REPLACED LEFT FUEL FLOW -«
TRANSDUCER WITH NEW UNIT P/N 680501 S/N191359. REPLACED HINGE ASSY ON LOWER CABIN DOOR STEP.
CALIBRATED FUEL GAUGES I/A/W CESSNA 340 SERVICE MANUAL, REPAIRED LEFT PROP SYNC WIRING,

REPLACED BI?}IPP WROT}&HNG BEACONS P/N GE1939X. AIRCRAFT RETURNED TO SERVICE. ;
‘ A

SIGNED: oy £, . CERTH: 3191860 A&PIA |
] - - L L r—e e 1

B
A

b

Sarasota Avionics - PGD %
27220 Airport Rd. Bldg. 211 )
Punta Gorda, FL. 33982 | .
(941) 360-6877 Ext, 140 c

Songonte Auivnics

INTERNATIONAL

Date: 9/17/2013; Aircraft N242KA; Type: 3404, S/N: 340A1802
Shop Work Order: 40371 Hobbs! 35426 _ _
Ren?oved the following egquipment to aliow for new installation: DME XPDR Ant. Avidyne Flight Max EX500, ;
PS ENG. PCD 7100-P CD player.

tnstalled Garmin GMX 200 Multi Function Display PN: 010- _
Manual 19C-00807-04 Rev. G, September 2012 per STC SA01692SE. Instalied CI-105 DME Ani. PN |

G105 SN: 5917 1using existing mourting provisions [AW AC 43.13-2B Chapter 3. instatted Garmin GWX70 —
Weather Radar PN: 010-00793-00 SN:1DPO05144 IAW Installation Manual 180-00820-01 Rev. © dated :
. Oclober 2012. Al systems tested fo function norm1ly. New Weight & Balance was ssued. S

00487-01 SN: 17002112 LAWY instailation

SIGNATURE

TECHRMNECGAY . : |
Alreralt idainignances Charles B WhEE|er Downtown Airport ';-*_'—"‘—"_;
: ABAAatio) 701 NW Lou Holland Dr. Kansas City MO 64116 ‘
i AIRCRAFT | S/N 340A1802 W aam—
REG. NO. DATE: HOBBS :

N242KA 9/27 /2013 3558.5 '}

Rermoved failed vacuum pump, PN: AA442CW, SN: N&0270. Blew out lines to clear debris, and
; installed a new vacuum filter, PN: ARB-3-5-1. Installed overhauled pump, PN: AA442CW, SN. !
03GP09. Performed ground run, ops check good. REF: Cessna Service Manual (D930), Section :
: 12.

This article was repaired in accordance with the current regulation of the Federal Aviation Administration. it
was found to be alrworthy with respect the work preformed and is approved for return to service. Pertinent
detalls are on file at this repgir station under work order: MKC-13-007655 )

Inspectors Signature: S g pp ot wlie > SBrted A Jennifer Rogers

L Signature TechnicAir — K orfified repair statién AKGR142C st

g

&




page No.

S & S AVIATION CO. MODEL: CESSNA 340A DATE: 01-03-2014
CHEROKEE COUNTY AIRPORT A/C REG: N242KA TACH:  3613.6
1800 AIRPORT DRIVE A/C S/N:  340A1802 TOTAL: 3613.6
BALL GROUND, GA. 30107 HEATER: 02315

OPENED ALL INSPECTION PANELS. LUBRICATED AIRFRAME COMPONENTS. LUBRICATED ALL FLIGHT CONTROL
HINGES, ROD ENDS, PULLEYS, AND BELLCRANKS. PACKED WHEEL BEARINGS. CHECKED ALL CONTROL TRAVELS
AND CABLE TENSIONS, SERVICED OXYGEN. SERVICED BATTERY, BRAKES, AND TIRES. REPLACED CENTRAL
VACUUM FILTER P/N AM1035351A, REPLACED B3-5-1 VACUUM RELIEF FILTERS, SERVICED AND INSTALLED NEW
G246 BATTERY S/N G02746644. REPLACED BATTERY IN DAVTRON CLOCK WITH NEW 811BATT1. PERFORMED
LANDING GEAR RIGGING PROCEDURE /A/W CESSNA 340 SERVICE MANUAL. OPERATIONALLY CHECKED LANDING
GEAR AND EMERGENCY EXTENSION. REPLACED RIGHT MAIN LANDING GEAR DOWNLOCK BUSHINGS WITHNEW
51004-11B. REPLACED MISSING ROTATING HANDLE COVER ON MANUAL GEAR EXTENSION CRANK ASSEMBLY
WITH SERVICEABLE. SERVICED ALL LANDING GEAR STRUTS WITH NITROGEN AND MIL5606 HYDRAULIC FLUID
AND ADJUSTED STRUTS I/A/W CESSNA 340 SERVICE MANUAL, REPLACED LEFT AND RIGHTNOSE BAGGAGE DOOR
EXTENDERS WITH NEW FENII18, ADIUSTED CABIN HEATER THERMOSTAT AND OPERATIONALLY CHECKED.
REMOVED LEFT LANDING LIGHT ASSEMBLY AND LUBRICATED MOTOR AND TRANSMISSION, REINSTALLED AND
CYCLED. REPLACED BELLY BEACON LAMP WITH NEW GE 1939X. REPLACED CIRCUIT BREAKER PANEL
DAY/NIGHT LIGHT SWITCH WITH NEW S 1697-1. REPLACED CO-PILOTS SEAT PEDESTAL LAMP WITHNEW GE 302,
CLEANED AND LUBRICATED TAIL BEACON MOTOR AND CHECKED FOR CORRECT OPERATION. REPAIRED
INSTRUMENT POST LIGHTS FOR TACHOMETER, LEFT THREE-IN-ONE GAUGE, PILOTS VSI, AND CO-PILOTS
AIRSPEED INDICATOR AND COMPASS LIGHT. REPAIRED RIGHT ENGINE FUEL INJECTOR MANIFOLD BRACKET.
SHIMMED RIGHT AILERON ATTACH ROD. REPLACED O RINGS ON LEFT TiP TANK FUEL QUANTITY AND LOW FUEI.
WARNING BULKHEAD PLUGS WITH NEW MS29513-019 AND MS29513-020. REPLACED LEFT AUXILIARY TANK FUEL
QUANTITY HARNESS WITH OVERHAULED 9910082-19, S/N TAI4825, REMOVED AND REPLACED LEFT WING
INBOARD AND OUTBOARD AUXILIARY FUEL CELLS WITH NEW EAGLE 0823362-3, SN 172 AND 5026102-3, S 176.
[NSTALLED NEW §2485-1 FUEL TANK DRAIN VALVE. SET QUANTITIES VA/W CESSNA 340 SERVICE MANUAL AND
LEAK CHECKED. REPLACED OUTER FUEL CAP O RINGS WITH NEW M529513-338. REPLACED LEFT AND RIGHT TIP
TANK FUEL TRANSFER PUMP GASKETS WITH NEW 751-872. RIGGED AUTOPILOT AILERON CABLES CORRECTLY
AROUND AILERON BELLCRANK AND ADJUSTED TO SPECIFICATIONS. TIGHTENED ALL RIGHT WING QUTBOARD
FLAP BELLCRANK HARDWARE. RIGGED RUDDER AND AILERON TRIM TAB IN ACCORDANCE WITH CESSNA 340A
MATNTENANCE MANUAL SPECIFICATIONS. ADJUSTED ELEVATOR TRAVELS AND AILERON CABLE TENSIONS VA/W
CESSNA 340A MAINTENANCE REPAIRED RROKEN BONDING STRAP AT TOP OF RUDDER WITH NEW CABLE AND
TERMINAL END. SEALED OFF LEADING EDGES OF VOR ANTENNA ON TAIL WITH PRC SEALANT. RIGGED PRESSURE
AIR HEAT CONTROL, REPLACED CLAMP, AND SECURED CABLE HOUSING. REPLACED CO-PILOTS HEAT DUCT
UNDERNEATH FLOORBOARD WITH NEW SCAT 12 DUCT. REMOVED AND TREATED CORROSION INSIDE NOSE BAY
UNDERNEATH RIGHT SIDE OF HEATER, UNDERNEATH PILOT SIDE FLOORBOARD, INSIDE AUXILIARY POWER
RECEPTACLE, BEHIND LEFT AND RIGHT ENGINE CANTED BULKHEADS, AND ON LEFT WING AT FORWARD ATTACH
FITTING WITH CORROSION X, REPLACED LEFT ENGINE STARTER MOTOR WITH OVERHAULED 646275-1R S/N H-
M050527, REPLACED BOTH LEFT AND RIGHT ENGINE OIL TEMPERATURE CANNON PLUGS WITHNEW MS3 106F 1281~
3. REPLACED RIGHT ENGINE FUEL PRESSURE REGULATOR BRACKET WITH NEW 5650012-1, REPLACED TURBO
MOUNT BOLTS ON LEFT AND RIGHT ENGINE WITH NEW, REPAIRED WIRE BUNDLE RETAINER ON RIGHT ENGINE.
REPLACED WRINKLED RIGHT ENGINE RIGHT EXHAUST RISER WITH OVERHAULED 9910295-14, REMOVED AND
REPLACED BROKEN LEFT INBOARD EXHAUST ELBOW SADDLE CLAMP WITH NEW 2266C062-262-M AND SHIMMED.
AD2012-10-13 DNA AFFECTED ADAPTERS NOT INSTALLED, AD2012-03-06C DNA AFFECTED PART NOT INSTALLED,
REPLACED P12-8156 INDUCTION AIR FILTERS, THIS COMPLIES WITH ADS4-26-02 DUE EVERY 500 HOURS.
REPLACED ELT BATTERY P/N BS2173 (EXP. DEC. 2015) AND FUNCTIONALLY CHECKED ELT VA/W FAR91.207.
AD2004-21-05 COMPLIED WITH BY HEATER PRESSURE DECAY AND SWITCH TEST. COMPLIED WITH AD2004-25-16
BY INSPECTION OF FUEL VALVE. AD2000-01-16 COMPLIED WITH AS F OLLOWS: PARAGRAPH (B) VIS UALLY
INSPECTED EXHAUST SYSTEM/EVERY 30 HOURS, PARAGRAPH (C) TAILPIPE REMOVAL AND VISUAL INSPECTION,
PARAGRAPH (D) VISUAL INSPECTION OF ENGINE BEAMS AND BULKHEADS, PARAGRAPH (E) PRESSURE TEST AND
VISUAL INSPECTION. [ CERTIFY THAT THIS AIRCRAET HAS BEEN INSPECTED IVA/W AN ANNUAL INSPECTION AND
WAS DETERMINED TO BE IN AIRWORTHY CONDITION,

SIGNED: . CERT# 3191860 A&P 1A

SUB-TOTALS this page
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page No, —
TOTAL TOTAL TACH OR
TmE ;wé RE'%%FF!E;NG DESCRIPTION OF WORK PERFORMED—
SERVICE OVERHAUL TIVE SIGNATURE & CERTIFICATE NO. OF PERSON PERFORMING WORK
TOTALS brought forward from previcus page

A & S AVIATION CO MODEL: CESSNA 340A DATE: 02-26-2014 '
CHEROKEE COUNTY AIRPORT A/C REG: N242KA TACH: 3640.1 )
1800 AIRPORT DRIVE AJC S/N: 340A-1802 TOTAL: :
BALL GROUND, GA, HEATER HOBBS: _—k

WITH MOUSE MILK. REPLACED RIGHT [NBOARD BRAKE PADS WITH NEW 066-03300. SERVICED OXYGEN

VISUAL INSPECTION, DUE EVERY 50 HOURS. AIRCRAFT RETURNED TO SERVICE.

N RS S W N g B

SERVICED BRAKES, TIRES, AND HYDRAULIC RESERVOIR, LUBRICATED EXHAUST SLIP JOINTS AND WASTEGATE  —e

SYSTEM. INSTALLED NEW GE 305 TAIL NAV LIGHT BULB. COMPLIED WITH AD2000-01-16, PARAGRAPH (B) BY |

SIGNED: CERT#: 3479116 A&P 1A
I A=A s —
S & S AVIATION CO. MODEL: CESSNA 340A DATE: 08-08-2014
CHEROKEE COUNTY AIRPORT A/CREG: N242KA TACH:  3763.5
1800 AIRPORT DRIVE A/CS/N: 340A1802 TOTAL: 3763.5
BALL GROUND, GA. 30107 HEATER:

TROUBLESHOT LEFT PITOT SYSTEM. REMOVED AND REINSTALLED LEFT PITOT TUBE AFTER CHECKING FOR
[SEBRIS. REINSTALLED AND SECURED PITOT LINE BETWEEN ASPEN AND AIRSPEED INDICATOR. CHECKED
EXTERIOR LIGHTS. SERVICED OXYGEN BOTTLE UP TO 1825 PSi, REMOVED PASSENGER SEAT NUMBER SIX.
REMOVED UPHOLSTERY SEAT BACK TO ACCESS INTERNALLY WORKINGS FOR ARM REST, TIGHTENED
HARDWARE FOR ARM REST AND REINSTALLED UPHOLSTERY SEAT BACK. REINSTALLED PASSENGER SEAT #6.
OPS CHECKED GOOD. REMOVED AND REPLACED AIR CONDITIONER SWITCHES ON RIGHT SIDE PANEL WITH NEW
0840-4103 AND 0840-4104. INSPECTED EXHAUST SYSTEM LA/W AB 2000-01-16, PARAGRAPH (B), DUE EVERY 50
HOURS. LUBRICATED EXHAUST SL INTS AND WASTEGATES WITH MOUSE MILK. RETURNED TO SERVICE.

LY

SIGNED: o CERT# 3191860 A&P IA
. e 7
N )
S &S AVIATION CO MODEL: CESSNA 340 : ~-17-
CHEROKEE COUNTY AIRPORT A/C REG: N242KA g ?AAgII-EI . 1;8212#1?
1800 AIRPORT DRIVE A/C S/N: 340A-1802 TOTAL' ‘
BALL GROUND, GA. HEATER I{OBBé'

_ E%%E%il?rE%Rg\;{(gib ;¥{§J§fPAJND HYDRAULIC RESERVOIR, SERVICED OXYGEN BOTTLE UP TO 1850 P31
ERUSHES P/ RABAOI89 REPLA(():IE]:\I]:")I‘S AND WASTEGATE WITH MOUSE MILK. REPLACED RIGHT PROP DE-ICE
WITHINEW GE 1930% RE,PLACED TAJDE‘.—ICE TIMER WITH SERVICEABLE UNIT. REPLACED BELLY BEACONBULB
GEARS FOR BE . LNAYIGATION LAMP WITH NEW GE 305. REMOVED LENS AND LUBRICATED

EACON ON VERTICAL STABILIZER. OPS CHECKED GOOD., COMPLIED WITH AD2000-01-16,

' PARAGRAPH (B) BY VISUAL INSPECTION, DUE EVERY 50 HOURS. AIRCRAFT RETURNED TO SERVICE.
“SIGNED: :

CERT#: 3191860 A&P IA

SUB-TOTALS this page

TOTALS—Carry forward to next page
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TOTAL TOTAL TACH OR
DATE TiE TME | RECORDING DESCRIPTION OF WORK PERFORMED—
SERVICE OVERHAUL TIME SIGNATURE & CERTIFICATE NO, OF PERSON PERFORMING WORK
S & S AVIATION co. MODEL: CESSNA 340A DATE: 01-24-2015
- CHEROKEE COUNTY AIRPORT A/CREG: N242KA TACH: 3828.8
1800 AIRPORT DRIVE AJCS/N:  340A1802 TOTAL: 38288
BALL GROUND, GA. 30107 HEATER: 0245.7

0 VO S [ R S P!

J

OPENED ALL [NSPECTION PANELS, LUBRICATED AIRFRAME COMPONENTS. LUBRICATED ALL FLIGHT CONTROL
HINGES, ROD ENDS, PULLEYS, AND BELLCRANKS, PACKED WHEEL BEARINGS. CHECKED ALL CONTROL TRAVELS
AND CABLE TENSIONS, SERVICED OXYGEN, SERVICED BATTERY, BRAKES, AND TIRES., REPLACED CENTRAL
YACUUM FILTER P/N AM1035351A. REPLACED B3-5-1 VACUUM RELIEF FILTERS. REPLACED OUTER O RINGS ON
MAIN FUEL TANK CAPS WITH NEW MS29513-338. PERFORMED LANDING GEAR RIGGING PROCEDURE VA/W CESSNA
140 SERVICE MANUAL. TIGHTENED LOOSE LANDING GEARBOX BOLTS. TIGHTENED LEFT AND RIGHT MAIN
LANDING GEAR DOOR MECHANISM BOLTS, ADJUSTED LEFT MAIN LANDING GEAR DROP OFF, HEIGHT-IN-WHEEL
WELL, AND TENSIONS. OPERATIONALLY CHECKED LANDING GEAR AND EMERGENCY EXTENSION. REPLACED
LEFT AND RIGHT BRAKE DISCS WITH NEW RAPCO RA164-00806, REMOVED SHIMMY DAMPER, DISASSEMBLED,
AND CLEANED. REPLACED O RINGS IN SHIMMY WITHNEW MS28775-112,-213,-215 AND MS28778-5. REASSEMBLED,
SERVICED WITH MIL3606 HYDRAULIC FLUID AND RETNSTALLED DAMPER. REPLACED RIGHT ENGINE FUEL
PRESSURE REGULATOR BRACKET WITH NEW 2242-1. ADJUSTED HARD FUEL LINES TO RELIEVE STRESS ON
BRACKET. REPLACED MISSING INSULATOR ON LEFT MAGNETO P-LEAD ONRIGHT ENGINE WITHNEW, TIGHTENED,
LOOSE PLUG ON TO? OF RIGHT ENGINE PROPELLER GOVERNOR. REPLACED TWO MISSING SCREWS ON RIGHT
ALTERNATE AIR BOX. REPLACED RIGHT ENGINE DRIVEN FUEL PUMP WITH OVERMAULED TELEDYNE:
CONTINENTAL 646210-11, S/N K278405RB, PUMP WAS OVERHAULED BY D & G SUPPLY, FAA CRS # NI 2RO34L
UNDER WORK ORDERNU MBER 29646. REPLACED LOWER CABIN DOOR SNUBBER WITH NEW C2000-1. REPLACED
CRACKED LEFT PROPELLER SPINNER DOME ASSEMBLY WITH NEW C-4563-P. REMOVED AND REPLACED LEET
ENGINE THREE-IN-ONE GAUGE WITH NEW RAM RCA272-06, S/N §14MO71. REPLACED LEFT ENGINE OIL COOLER
WITH NEW RAM 8000440, S/N 4082914, REPLACED WORN ADEL CLAMP AROUND PARKING BREAK CABLE WITH
NEW MS21919-DG2. TIGHTENED LOOSE SCREWS AROUND LEFT AUXILIARY FUEL FILLER NECK AND CLEANED
FUEL STAINS FROM ARFA. REPLACED RIGHT TIP TANK FUEL FLUSH DRAIN VALVE WITH NEW F75, REPAIRED LEFT
PROPELLER CABLE END WITH 111-6 HOSE AN 3608 CLAMPS. TIGHTENED LEFT OUTBOARD FLAP BELLCRANK
BOLT AND SAFETY WIRED. REMOVED AIRCRAFT BATTERY AND BOX. REMOVED MINOR CORROSION AND
SPRAYED BATTERY BOX WIT HRUBBER UNDERCOATING, REINSTALLED BATTERY AND BOX. REMOVED MINOR
CORROSION FROM LEFT FUEL CROSSFEED FUEL LINE INBOARD OF ENGINE AND TREATED WITH CORROSION X,
REMOVED AND TREATED MINOR CORROSION IN RIGHT FLAP WELL EPOXY PRIMER, AND CORROSION X.
INSTALLED NEW M324665- {31 COTTER PIN TO SECURE THE RIGHT ATLERON BELLCRANK CABLE RETATNING PIN.
TIGHTENED LOOSE SCREWS N ELEVATOR TRiM CONTROL HORN TO SECURE IT. TOUCHED UP DE-ICE BOOT
DRESSING IN SEVERAL PLACES ON WINGS, HORIZONTAL AND VERTICAL STABILIZERS WITH SMR-A-356-B
CONDUCTIVE CEMENT. TIGHTENED LOOSE ARMREST PIVOT BOLT ON #3PASSENGER SEAT AND REPLACED
MISSING NUT ON SEAT BELT BOLT. TIGHTENED ALL PASSENGER. SEAT ROLLER GUIDE BOLTS, REPLACED
BROKEN LEFT AIR/OIL SEPARATOR QUTLET DUCT WITH NEW CM2909-6-090. REPLACED SHEARED RIVETS
SECURING LEFT DE-ICE VALVE BRACKET WITH STRUCTURAL SCREWS AND NUTS, REPLACED BROKEN ANCHOR
NUT ON LEFT ENGINE [NBOARD COWLING WITH NEW MS21071L08. AD2014-03-03 DNA SERIAL NUMBER..
REPLACED P12-8156 INDUCTION AIR FILTERS, THIS COMPLIES WITH AD84-26-02 DUE EVERY 500 HOURS.
FUNCTIONALLY CHECKED ELT /A/W FAR91,207. COMPLIED WITH AD2004-25-16R1 BY [NSPECTION OF HEATER
FUEL SHUTOFF VALVE AND MARKING DATE. NO DISCREPANCIES FOUND. AD2000-01-16 COMPLIED WITH AS
FOLLOWS: PARAGRAPH (B) VISUALLY INSPECTED EXHAUST SYSTENM/EVERY 30 HOURS, PARAGRAPH (C) TAILPIPE
REMOVAL AND VISUAL [NSPECTION, PARAGRAPH (D) VI SUAL INSPECTION OF ENGINE BEAMS AND BULKHEADS,
PARAGRAPH (E) PRESSURE TEST AND VISUAL INSPECTION. | CERTIFY THAT THIS AIRCRAFT HAS BEEN
INSPECTED VA/W AN ANNUAL: INSPECTHON ND WAS DETERMINED TO BE IN AIRWORTHY CONDITION.

SIGNED: s . CERTH# 3191860 A&P 1A

SUB-TOTALS this page
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TOTAL
TIME
N
SERVICE

TOTAL
TIME.
SINCGE
OVERHAUL

DATE

|

S & S AVIATION CO

|

CHEROKEE COUNTY AIRPORT A/C REG:

1800 AIRPORT DRIVE
BALL GROUND, GA.

TACH OR
RECORDING
METER
TIME

DESCRIPTION OF WORK PERFORMED--
SIGNATURE & CERTIFICATE NO. OF PERSON PERFORMING WORK

\

MODEL: CESSNA 340A DATE: 03-09-2015
N242KA TACH: 3857.1
A/C S/N: 340A-1802 TOTAL:
HEATER HOBBS:

REPLACED LEFT ALTERNATOR WITH NEW HARTZELL ALV-96 10, /N H-0110251, AND REPLACED ALL WIRE END

TERMINALS WITHNEW. REMOVED PILOTS SEAT FOR ACCESS TO VOLTAGE
AND REINSTALLED PILOTS SEAT. LEAK CHECKED AND

AND RIGHT ALTERNATORS

SIGNED:

S & S AVIATION CO

CHEROKEE COUNTY AIRPORT A/C REG:

1800 AIRPORT DRIVE
BALL GROUND, GA.

SERVICED BRAKES, TIRES, AND HYDRAULIC

REGULATORS. PARALLELED LEFT
RETURNED TO SERVICE,

-

CERT#: 3191860 A&P 1A

MODEL: CESSNA 340A DATE:; 05-18-2015
N242KA TACH: 3901.1
A/C SIN; 340A-1802 TOTAL: "
HEATER HOBBS:

RESERVOIR., SERVICED OXYGEN BOTTLE UP TO 1850 PSL

LUBRICATED EXHAUST SLIP JOINTS AND WASTEGATE WITH MOUSE MILK. REPLACED RIGHT MAIN TIRE WITH
NEW MICHELIN 076-345-0, S/N 4078800346, 6.50 X 10, 8 PLY. REPACKED WHEEL BEARINGS. SERVICED AIR

"CONDITIONING SYSTEM WITH TWO

GOOD. COMPLIED WITH AD2000-01-16, PARAGRAPH (B) BY VISUAL

POUNDS OF R12 FREON REFRIGERANT. SYSTEM OPERATIONALLY CHECKED
INSPECTION, DUE EVERY 50 HOURS.

ATRCRAFT RETUWSERVICE.
SIGNED: s %

~
B

CERT#: 3191860 A&P IA

N#:242K A Date:9-24-2015 Hobbs:3748.2 Model:340
from nose gear steering stop and installed new bolt p# AN4H-

safety wired. Inspected nose gear for over Wge none found™ -

Removed broken bolt

A&P3293400

[

Charlotte-Monroe Air Center
1650 Aviation Drive
Monroe NC, 28110

11Aand -

. "

™

{ g
Lo S
A

|

S & S AVIATION CO MODEL: CESSNA 340A DATE: 10-01-2015
CHEROKEE COUNTY AIRPORT A/C REG: N242KA TACH: 3950.5
1860 AIRPORT DRIVE A/C S/N: 340A-1802 TOTAL:
BALL GROUND, GA. HEATER HOBBS:

SERVICED BRAKES, TIRES, AND HYDRAULIC RESERVOIR. LUBRICATED FXHAUST SLIP JOINTS AND WASTEGATE

WITH MOUSE MILK, COMPLIED WITH AD2000-01-16, PARAGRAPH (B) BY VISUAL INSPECTION, DUE EVERY 50
HOURS. AIRCRAFT RETHRNED TO ICE. ‘

r

SIGNED: CERT#: 3191860 A&P JA

7

SUB-TOTALS this page

TOTALS—Carry forward to next pagé
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e T AEBORDING DESCRIPTION OF WORK PERFORMED—
DATE IN SINGE METER SIGNATURE & CERTIFICATE NO. OF PERSON PERFORMING WORK
SERVICE OVERHAUL TIME ;
S&SAVIATION CO, MODEL: CESSNA 340A DATE: 01-15-2016
CHEROKEE COUNTY AIRPORT A/CREG: N242KA. TACH: 3996.6
1800 AIRPORT DRIVE A/C S/N:  340A1802 TOTAL: 3946.6

T@

|

T L] l LL I

BALL GROUND, GA. 30107 HEATER:  0248.0

OPENED ALL [NSPECTION PANELS. LUBRICATED AIRFRAME COMPONENTS, LUBRICATED ALL FLIGHT CONTROL
HINGES, ROD ENDS, PULLEYS, AND BELLCRANKS, PACKED WHEEL BEARINGS, CHECKED ALL CONTROLTRAVELS
AND CABLE TENSIONS. SERVICED OXYGEN. SERVICED BATTERY, BRAKES, AND TIRES. REPLACED CENTRAL
VACUUM FILTER P/N AM1035351A, REPLACED B3-5-1 VACUUM RELIEF FILTERS. REPLACED OUTER O RINGS ON
MAIN FUEL TANK CAPS WITH NEW MS29513-338 PERFORMED LANDING GEAR RIGGING PROCEDURE VA/W CESSNA
340 SERVICE MANUAL. RESEALED LEFT MAIMN LANDING GEAR LOWER STRUT. DISASSEMBLED LOWER STRUT
ASSEMBLY FROM UPPER HOUSING. CLEANED AND INSPECTED. REMOVED AND REPLACED WORN LOWER STRUT
BEARING WITH NEW P/N 08412121, REASSEMBLED STRUT USING NEW MS28775-010, -222, -229 O RINGS FOR
METERING PIN AND A2749 POLYPACK. SERVICED STRUT ASSEMBLY WITH MIL5606 HYDRAULIC FLUID AND
NITROGEN. REPLACED MISSING NOSE LANDING GEAR STEERING STOP BLOCK WITH NEW P/N 5042009-1.
REPLACED BOTH SETS OF NOSE WHEEL BEARINGS AND RACES WITH NEW P/N'S LM29749 AND LM29710. CLEANED
CORROSION FROM WHEEL HALVE ASSEMBLIES AND REPAINTED. REMOVED AND REPLACED LEFT MATN TIRE
WITH NEW CONDOR P/N §73-345-0, 6,50 X 10, 8 PLY. REPACKED WHEEL BEARINGS: REPLACED INBOARD BRAKE
PADS ON LEFT AND RIGHT BRAKES WITH NEW P/N 066-0330¢. REMOVED AND SHIPPED OXYGEN BOTTLE P/N
801365-10, /N 6824X/132 TO AEROSPACE TURBINE ROTABLES, FAA CRS # NV2R045L FOR HYDROSTATIC TEST
UNDER WORK. GRDER NMUMBER. 82281, REINSTALLED BOTTLE AND SERVICED WITH OXYGEN TQ 1850 P.8. L NEXT
HYDROSTATIC TEST DUE JANUARY 2021, REPLACED LEFT ENGINE OIL COOLER WITH NEW RAM P/N 8000440,
S/N 4082974. REPLACED LOOSE RIVETS ON THE AFT SIDE OF THE RIGHT ENGINE NACELLE INTERCOOLER 8COGP
WITH NEW AND CLEANED AREA. TROUBLESHOT BLADE NUMBER TWO DE-ICE BOOT ON LEFT PROPELLER. FOUND
THE DE-ICE BOOT LEAD DEFECTIVE. REMOVED AND REPLACED DE-ICE BOOT LEAD FOR BLADE NUMBER TW(0 ON
LEFT PROPELLER WITHNEW P/N2E1967-3. TROUBLESHOT RIGHT PROPELLER DE-ICE BOOTS. FOUND THE DE-ICE
BRUSH CLUSTER ASSEMBLIES WORN AND ONE DE-ICE BOOT LEAD DEFECTIVE. REMOVED AND REPLACED RIGHT
PROPELLER DE-ICE BRUSH CLUSTER ASSEMBLIES WITH NEW P/N RAB40189 AND INSTALLED ONE NEW DE-ICE
I.EAD P/N 4E1967-3. OPERATIONALLY CHECKED NORMAL, REPLACED SECTION DE-ICE BOOT PRESSURIZATION
LINE IN LEFT STUB WING WITH NEW P/N 193-6 HOSE AND SECURED WiTH NEW STAINLESS CLAMPS.
OPERATIONALLY CHECKED DE-ICE BOOTS AFTER REPATR. NO DISCREPANCIES FOUND. REMOVED AND REPLACED
LIGHT SWITCH FOR RIGHT NOSE BAGGAGE DOOR WITH NEW P/M 846K 1. REMOVED AND REPLACED SEVERAL
[VSTRUMENT POST LAMPS AND COMPASS LAMP WITH NEW GE P/N 327, OPS CHECKED GOOD. TIGHTENED ALL
HARDWARE ON CQ-PILOTS SEAT PEDESTAL AS NEEDED. TIGHTENED HORIZONTAL STABLIZER ATTACH BOLTS
AND NUTS TO PROPER TORQUE PER CESSNA 340/A MAINTENANCE MANUAL SPECIFICATIONS, REPLACED RIGHT
VACUUM FUMP WITH OVERHAULED RAPCO P/N 442CW, S/N 164787 UNIT THAT WAS OVERIIAULED BY RAPCO,
INC., FAA CRS # NESRO64N UNDER WORK ORDER NUMBER 164787. COMPLIED WITI AD2004-21-05 BY PRESSURE
DECAY TEST OF CABINHEATER IN ACCORDANCE WITH JANITROL SERVICE MANUAL, NEXT TEST DUE JANUARY
2018-OR 0348.0 HEATER HOBBS TIME, REPLACED CABIN HEATER COMBUSTION AIR PRESSURE SWITCH WITH
NEW P/N 94E42-3, OPERATIONALLY CHECKED NORMAL. COMPLIED WITH AD2004-25-16R1 BY INSPECTION OF

HEATER FUEL SHUTOFF VALVE, NO DISCREPANCIES FOUND. REPLACED P12-8156 INDUCTION AIR FILTERS, THIS
COMPLIES WITH AD84-26-02 DUE EVERY 500 HOURS. REPLACED ELT BATTERY WITH NEW P/N BS2173. BATTERY
EXPIRES MARCH 2018, INSPECTED AND TESTED ELT IN ACCORDANCE WITH FAR 91.207(D).REMOVED AND
REPLACED OUTBOARD EXHAUST RISER ON LEFT ENGINE WITH NEW P/NK9910295-13, $/N.242583, REMOVED AND
REPLACED INBOARD EXHAUST RISER ON RIGHT ENGINE WITH NEW P/N K9910295-13, S/N 242858, AD2000-01-£6
COMPLIED WITH AS FOLLOWS: PARAGRAPH (B) VISUALLY INSPECTED EXHAUST SYSTEM/EVERY 50 HOURS,
PARAGRAPH (C) TAILPIPE REMOVAL AND VISUAL INSPECTION, PARAGRAPH (D) VISUAL INSPECTICN OF ENGINE
BEANS AND BULKHEADS, PARAGRAPH (E) FRESSURE TEST AND VIRUAL INSPECTION. 1 CERTIFY THAT THLS
AIRCRAFT HAS BEEN INSPECTED IA/W, AN ANN INSPECTION AMD WAS DETERMINED TO BE iN AIRWORTHY
CONDITION,

SIGNED: _~ CERT# 3191860 A&P 1A

SUB-TOTALS this page
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