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page No.
[ TOTAL TOTAL TACH OR
DATE Tme ;mi RE&E?E)II:‘NG SIGNATURE)E&SSEF;:ENON OF WORK PERFORMED—
SERVIGE OVERHAUL TIME FICATE NO. CF PERSON PERFORMING WORK

S & S AVIATION CO MODEL: CESSNA 340A DATE: 04-29-2016 ~—
CHEROKEE COUNTY AIRPORT A/C REG: N242KA TACH: 4019.4

— 1800 AIRPORT DRIVE AJCS/N:  340A-1802 TOTAL: ]

- BALL GROUND, GA. HEATER HOBRBS: ]

\

SERVICED BRAKES, TIRES, AND HYDRAULJC RESERVCIR. LUBRICATED EXHAUST SLIP JOINTS AND WASTEGATE
WITH MOUSE MILK, REMOVED AND REPLACED TAIL AND BELLY BEACON WITH NEW WHELEN MODEL NUMBER
9052007, P/N 01-0790520-07 LED RED/WHITE, 28 VOLT STROBE ASSEMBLY. SERVICED A/C SYSTEM WITR 2.5
POUNDS OF RI12 FREON REFRIGERANT. REPLACED LEFT LANDING LAMP WITH NEW GE P/N 4553,
OPERATIONALLY CHECKED NORMAL. COMPLIED WITH AD2000-01-16. PARAGRAPH (B) BY VISUALTNSPECTION,

DUE EVERY 5(WNED TO SERVICE.
SIGNED: - / ‘ SRTH:
= gz /ﬁl—. | CERTH: 3191860 A&P LA

- 7
| ]

I

o

Charlotte-Monroe Air Center
1650 Aviation Drive
Monroe NC, 28110

il

C/W AD2000-01-16 per AD inspection guide figure 1 (B) (C) (B). C/W AD2016-17-08 by
inspection per sec (H) for ferry flight. T have inspected this aircrafl and found it safe for intended

ferry flight. Date Af7[1 42

A&P3293400

N#:242KA Date:2-24-2017 Hobbs:4129.1 Model: 340A }

L_i__i_'_;_ B T I e L e IR — T E -t T "—d'f —— =
Charlotie-Monroe Air Center &
1650 Aviation Drive

‘ Monroe NC, 28110
N#:242KA Date:2-7-2017 Hobbs:4129.1 Model: 340

Bled Left and Right brake systems, ops check; normal.

" A&P3293400%

‘ SUB-TOTALS this page

TOTALS—Carry forward to next page




TACH OR
RECORDING

TOTAL

TIME DESCHRIPTION OF WORK PERFORMED—

DATE .y AJINGE METER SIGNATURE & CERTIFICATE NO, OF PERSON PERFORMING WORK
S & S AVIATION CO. . MODEL: CESSNA 340A DATE: 04-15-2017
CHEROKEE COUNTY AIRPORT A/CREG: N242KA TACH: 41303
1800 AIRPORT DRIVE A/C S/N:  340A1802 "TOTAL: 41303
BALL GROUND, GA. 30107 HEATER: 02490

OPENED ALL INSPECTION PANELS, LUBRICATED AIRFRAME COMPONENTS. LUBRICATED ALL TLIGHT CONTROL
HINGES, ROD ENDS, PULLEYS, AND BELLCRANKS, PACKED WHEEL BEARINGS. CHECKED ALL CONTROL TRAVELS
AND CABLE TENSIONS. SERVICED OXYGEN. SERVICED BATTERY, BRAKES, AND TIRES. REPLACED CENTRAL
VACUUM FILTER P/N AM1035351A. REPLACED B3-5-1 VACUUM RELIEF FILTERS. REPLACED OUTER O RINGS ON
MATN FUEL TANK CAPS WITH NEW MS29513-338. PERFORMED LANDING GEAR RIGGING AND EMERGENCY
EXTENSION PROCEDURE /A/W CESSNA 340 SERVICE MANUAL. RE-SEALED RIGHT BRAKE CALIPER, REMOVED,
DISASSEMBLED, CLEANED, AND INSPECTED. REASSEMBLED USING NEW MS28775-222 O RINGS. REPLACED SIX
WORN BRAKE PADS WITH NEW CLEVELAND P/N 066-03300. REINSTALLED, SERVICED AND BLED BRAKES WITH
MIL5606 HYDRAULIC FLUID AND LEAK CHECKED. REPLACED LOW PRESSURE AIR CONDITIONING TiBE
ASSEMBLY WITH NEW P/N 5100106-274. SERVICED AIR CONDITIONING SYSTEM WITH 3.5 POUNDS OF R{2 FREON
REFRIGERANT. GROUND RAN, OPERATIONALLY AND LEAK CHECKED NORMAL. REPLACED BLOWN LAMP FOR

SURFACE DE-ICE LIGHT WITH NEW GE P/N 1385. OPERATIONALLY CHECKED NORMAL, REPLACED BROKEN *

RIVNUT ON INBOARD SIDE OF RIGHT WINGTIP STINGER WITH NEW LAWSON NUTSERT P/N 94733. FABRICATED
AND INSTALLED NEW BONDING CABLE FOR RUDDER MIDDLE HINGE. REMOVED AND REPLACED FORWARD
CABIN PRESSURE DRAIN SEAL AND RETAINER IN FRONT OF PILOTS SEAT WITHNEW P/N'S CM3575-4 AND 5111339~
1, REPLACED UPPER CABIN DOOR EXTENDER AND RETENTION CLIPS WITH NEW KIT P/N SK421-96C.
OPERATIONALLY CHECKED NORMAL. REMOVED MINOR CORROSION FROM LEFT AND RIGHT REAR CANTED
BULKHEADS WITH 3M BRISTLE DISCS AND WIRE BRUSHES. PAINTED AREAS WITH EPOXY PRIMER. REPLACED
RIGHT NACELLE BAGGAGE DOOR EXTENDER WITH NEW P/N FEN118. REPAIRED SEVERAL SMALL PIN HOLES IN
LEFT AND RIGHT HORIZONTAL STABILIZER DE-ICE BOOTS WITH MR TECHNOLOGIES DE-ICE PIN HOLE REPAIR
KIT P/N 74-451AE. REMOVED AND REPLACED LEFT FUEL TANK SELECTOR VALVE WITH OVERHAULED P/N XV2096,
§/N 929809 UNIT OVERHAULED BY AJRCRAFT ACCESSORIES INTERNATIONAL, LLC., FAA CRS # VIYRG6661. UNDER
WORIK ORDER NUMBER 2678. REFILLED TANKS WITH FUEL. LEAK. AND OPERATIONALLY CHECKED NORMAL.
REMOVED AND REPLACED STANDBY ATTITUDE GYRO WITH OVERHAULED SIGMA TEK, INC., MODEL NUMBER
50008-35, P/N 1U149-001-5, S/N T48896K. UNIT OVERHAULED BY PRECISION ACCESSORIES & INSTRUMENTS, FAA
CRS # ZV4R714M UNDER WORK ORDER NUMBER 036064]. BLED LEFT AND RIGHT ENGINE OIL PRESSURE GAUGE
LINES AS REQUIRED. REPLACED LEAKING LEFT FUEL TANK DRAIN VALVE WITH NEW P/N F75. INSTALLED NEW
HARTZELL P/N ALU-3045BS BRUSH BLOCK ASSEMBLY IN RIGHT ALTERNATOR, INSTALLED NEW LAMAR P/N VR~
286 VOLTAGE REGULATOR, AND PARALLELED LEFT AND RIGHT ALTERNATORS. COMPLIED WITH AD2016-17-08 BY
REPLACEMENT OF THE ELEVATOR TRIM PUSH-PULL ROD ATTACHMENT HARDWARE ON THE ELEVATOR TRIM
ACTUATOR AND THE TRIM TAB ENDS OF THE PUSH-PULLROD IN ACCORDANCE WITH STEPS 2 THROUGI 5 OF THE
ACCOMPLISHMENT INSTRUCTIONS IN TEXTRON AVIATION, INC. (CES SNA) MULTI-ENGINE SERVICE BULLETIN NO.
MRRB-27-02, REVISION ONE, DATED JUNE 15, 2016, NEXT VISUAL INSPECTION DUL MARCH 2018. COMPLIED WITH
AD2004-25-36R1 BY INSPECTION OF HEATER FUEL SHUTOFF VALVE, NO DISCREPANCIES FOUND. COMPLIED WITH
AD82-26-05 BY INSPECTION OF RUDDER BALANCE WEIGHT RIB FOR CRACKS. NO DISCREPANCIES FOUND.
REPLACED P12-8156 INDUCTION AIR FILTERS, THIS COMPLIES WITH AD84-26.02 DUE EVERY 500 HOURS.
INSPECTED AND TESTED ELT IN ACCORDANCE WITH FAR 91.207(D). REPLACED LEFT TAILPIPE WITH
OVERHAULED P/N $910299-1 UNIT OVERHAULED BY PLANEXHAUST CORPORATION, FAA CRS # Q6SR7421 UNDER
WORK ORDER NUMBER 21172, COMPLIED WITH AD2000-01-16 (PAR B) BY VISUAL INSPECTION OF COMPLETE
SYSTEM, (PAR C) BY INSPECTION OF EXHAUST TAILPIPES, (PAR D) BY INSPECTION OF ENGINE BEAMS,
BULKHEADS, AND FIREWALLS, (PAR E) BY PRESSURE TEST OF EXHAUST SYSTEM. I CERTIFY THAT THIS
AIRCRAFT HAS BEEN INSPECTED I/A/W AN ANNUAL INSPECTION AND WAS DETERMINED TO BE IN AIRWORTHY

CONDITION. /
SIGNED: ' CERT# 3191860 A&P IA

= 7

SUB-TOTALS this page

TOTALS—Carry forward to next page
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CHEROKEE COUNTY AIRPORT A/CREG:  W242KA TACH:
1806 AIRPORT DRIVE A/C SN 340A-1802 TOTAL:
BALL GROUND, GA. HEATER HOBBS:

S & SAVIATION CO MODEL: CESSNA 340A , DATE: 07-27-2017

REPAIRED BROKEN WIRE BETWEEN VOLTAGE REGULATOR AND OVER-VOLTAGE REGULATOR, ADIUSTED

REGULATORS. AIRC yy@ SERVICE. :
SIGNED: - ' SRTH: ,
| e s a - CERT#: 3191860 ALP IA

Charfotte-Monroe Air Center
1650 Aviation Drive
Monroe, N C 28110

704-283-0000

N#: 242K A Date:6-29-2018 Hobbs:4167.0 Model:340

and confirmed turbos boosting. Cycled props, ops normal.

Neil Stewart A&P32934001A _

| | I

R EAURE R S SRR S M

Charged battery, serviced nose strut with N2. Ground ran L and R engines to operating temps

| | |

Charlotte-Monroe Air Center
1650 Aviation Drive
Monroe, N C 28110

704-283-0000

L N#:N242KA Date:8-2-2018 Hobbs:4167.0 Model:340A. Serial#:1802

| 2/2018. This aircraft has been inspected and has been found gafe for the intendeq
IAW special flight permit Dated July 26,2018,

_ Neil Stewart A&P3293400_
T 1]

AR Fpr S T NNl S Sy ey
Ah ERERA, e ey ORI Y

Vi

09/19/2018 N#:N242KA MODEL:340A SN:340A1802 TT/HM:4171.0 WO#:A19-18-03472

C/W AD2016-17-08 preflight requirements, no defects, next due next preflight. C/W AD2000-

[ 01-16 visual 30 Day requirements, no defects found, next due 4218.0 Hobbs/ 30Days August
Alight

1. Removed ACU P/N A-05-112-00 S/N 001715 and instatted new ACU) P/N 910-00004-001 S/N 17495. Operational
test of autopilot.system normal on ground. Work performed in accordance with Aspen Avionics EFD1000 installation
manual document # 900-00003-001.

2. Removed EFD 1000 display P/N 910-00001-001 §/N 120281 sud installed new EFD 1000 display P/N 910-00001~
101 8/N $711053, Operationat clieck normal, Warh periprmed i+ accurdance with Aspen Avionies EFD000
astallation manual document # 900-00003-001. :

ot

E

| Signature TechnicAir Winston Salern NC FAA Repair Station PAIRZ0SA.

Tcertify that the aiveraf,sigcmfl engine, propeNer, or appliance identified above wes repaired aid or inspected in accosdance with current FAA

.Tegulations and wis f worthy wifh respedt loghe work gerformed and is appoved for retunm to service. -

APPROVED BY Y. J O J@ . L
o B




S & SAVIATION CO. MODEL: CESSNA 340A DATE: 09-01-2018

CHEROKEE COUNTY AIRPORT A/CREG: N242KA TACH:  4168.1
1800 AIRPORT DRIVE AJC S/N: 340A1802 TOTAL: 41681

BALY. GROUND, GA. 30107 HEATER:  0249.0

OPENED ALL INSPECTION PANELS. LUBRICATED AIRFRAME COMPONENTS. LUBRICATED ALL FLIGHT CONTROL
HINGES, ROD ENDS, PULLEYS, AND BELLCRANKS, PACKED WHEEL BRARINGS, CHECKED ALL CONTROL TRAVELS
AND CABLE TENSIONS. SERVICED OXYGEN, SERVICED BATTERY, BRAKES, AND TIRES. REPLACED CENTRAL
VACUUM FILTER P/N AM1035351IA. REPLACED B3-5-1 VACUUM RELIEF FILTERS. REPLACED LEFT AND RIGHT WING
FUEL TANK CAP OUTER O RINGS WITH NEW P/N MS29513-338. PERFORMED LANDING GEAR RIGGING AND
EMERGENCY EXTENSION PROCEDURE VA/W CESSNA 340 SERVICE MANUAL. REPLACED WIRE BUNDLE SHIELD,ON
RIGHT ENGINE WITH NEW RAM AIRCRAFT, LP,, P/N 2019-1. COMPLIED WITH LUBRICATION OF LEFT AND RIGET
LANDING LIGHT ASSEMBLIES. REPLACED BROKEN WIRE IN LEFT LANDING LIGHT ASSEMBLY WITH
SERVICEABLE. REMOVED AND REPLACED CONTROL ASSEMBLY FRAME ON PIGHT LANDING LIGHT WITH
SERVICEABLE P/N B3880B1-24, SERVICED AIR CONDITIONING SYSTEM HYDRAULIC RESERVOIR TO PROPER LEVEL
WITH MIL-H-5606 3YDRAULIC FLUID. SERVICED WINDSHIELD DE-ICE SYSTEM TANK WITH ISOPROPYL ALCOHOL
AS REQUIRED. REPLACED RIGHT WING PRESSURIZATION DUCT WITH NEW P/N CM3211-10B36.0. TROUBLESHOT
OXYGEN LEAK. FOUND LEAK COMING FROM CAPILLARY LINE O RING, REPLACED CAPILLARY O RING WITH NEW
P/N MS28775-006, REINSTALLED CAPILLARY LINE. LEAK CHECKED MORMAL. SERVICED OXYGEN BOTTLE WITH
AVIATORS BREATHING OXYGEN. REPLACED NOSEBAY PRESSURIZATION DUCTS WITH NEW P/N'S CM3211-12B10.0,
CM3211-12B19.5, AND CM3211-6B6.7. REPLACED DEFECTIVE PROPELLER DE-1CE AMMETER WITH NEW SURPLUS
PAN C662503-0101. REMOVED AND REFLACED SEAL FOR EMERGENCY EXIT WITH NEW £/N R38155%. REPLACED
RIGHT PROPELLER SPINNER DOME ASSEMBLY WITH NEW HARTZELL P/N C-4563-P. REPLACED LEFT ENGINE
INBOARD COWL FLAP PUSH ROD WITH SERVICEABLE P/N 5654012-4, REPATRED BROKEN WIRE ON SWITCH FOR
LEFT MAGNETQ, LEFT ENGINE AS REQUIRED. REMOVED AND REFLACED UPPER DECK PRESSURE LINE ON LEFT
ENGINE WITH NEW STRATO-FLEX P/N 193-8 LOW PRESSURE RUBBER HOSE. COMPLIED WITH AD 2016-17-08 BY
VISUAL INSPECTION OF THE ELEVATOR TRIM PUSH-PULL ROD ATTACHMENT HARDWARE ON THE ELEVATOR
TRIM ACTUATOR AND THE TRIM TAB ENDS OF THE PUSH-PULL ROD [N ACCORDANCE WITH STEPS 2 THROUGH 5
OF THE ACCOMPLISHMENT INSTRUCTIONS IN TEXTRON AVIATION, INC. (CES§NA) MULTI-ENGINE SERVICE
BULLETIN NQ, MEB-27-02, REVISION ONE, DATED JUNE 15, 2016, NEXT VISUAL INSPECTION DUE AUGUST 2019.
COMPLIED WITH AD 2004-21-05 BY PRESSURE DECAY TEST OF CABIN HEATER IN ACCORDANCE WITH JANITROL
SERVICE MANUAL. NEXT TEST DUE AUGUST 202{ OR 0349.0 HEATER HOBBS TIME. COMPLIED WITH AD2004-25-
1601 BY INSPECTION OF HEATER FUEL SHUTOFE VALVE. NO DISCREPANCIES FOUND. COMPLIED WITH AD82-26-05
BY INSIECTION OF RUDDER BALANCE WEIGHT RIB FOR CRACKS. NO DISCREPANCIES FOUND. REPLACED P12-8156
INDUCTION AIR FILTERS, THIS COMPLIES WITH AD84:-26-02 DUE EVERY 500 HOURS. REMOVED AND REPLACED
ELT BATTERY WITH NEW P/N BS2173. BATTERY EXPIRES: OCTOBER 2020, INSPECTED AND TESTED ELT IN
ACCORDANCE WITH FAR 91.207(D}). REMOVED AND REPLACED RIGHT ENGINE TAILPIPE WITH NEW KNISLEY
WELDING INC. P/N K9916299-2, 8/N 262979, REPOSITIONED LEFT AND RIGHT WASTEGATE OVERBOARD ELBOW
PIPES AS REQUIRED. COMPLIED WITH AD2003-01-16 (PAR B) BY VISUAL INSPECTION OF COMPLETE SYSTEM, (PAR
C) BY INSPECTION OF EXHAUST TAJLPIPES, (PAR D) BY INSPECTION OF ENGINE BEAMS, BULKHEADS, AND
FIREWALLS, (PAR E) BY PRESSURE TEST OF EXHAUST SYSTEM, [ CERTIFY THAT THIS AIRCRAFT HAS BEEN
INSPECTED VA/W AN ANNUAL TNSPECTION AND WAS DETERMINED TO BE IN AIRWORTHY CONDITION.

SIGNED: 2 CERT# 3191860 A&P [A

S & SAVIATION CO MODEL:  CESSNA 340A DATE: 10-26-2018
CHEROKEE COUNTY AIRPORT A/C REG: N242KA ‘ TACH: 4172.7
1800 AIRPORT DRIVE A/C S/N: 340A-1802 TOTAL:

BALL GROUND, GA. HEATER HOBBS:

OPENED UP WING ACCESS PANELS, REMOVED ENGINE COWLINGS, AND REMOVED INTERIOR PANELS FOR
ACCESS TO RUN WIRING AND FUEL LINES FOR LOCKER TANKS. INSTALLED FUEL GAUGES ON INSTRUMENT
PANEL AND RAN WIRING ACCORDINGLY. INSTALLED LEFT AND RIGHT WING NACELLE LOCKER FUEL TANKS
AND FUEL TRANSFER SYSTEM PER GRIGGS AIRCRAFT REFINISHING, LLC,, SUPPLEMENTAL TYPE CERTIFICATE

NUMBER: SA2513CE. (S FORM 3_3} ATED THIS DATE)} AIRCRAFT RETURNED TO SERVICE.
SIGNED: % ' CERTH#: 3191860 A&P IA

i




Page No.
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S & S AVIATION CO. MODEL: CESSNA 340A DATE: 410-01-2260113
CHEROKEE COUNTY AIRPORT A/CREG: N242KA TACH.. 4261.2,
1800 AIRPORT DRIVE A/C S/N:  340A1802 Hggggé, o 8.2
BALL GROUND, GA. 30107 : _

‘ 2 3 E COMPONENTS. LUBRICATED ALL FLIGHT
:D ALL INSPECTION PANELS. LUBRICATED AIRFRAM : N 4
ggiNT;OL HINGES, ROD ENDS, PULLEYS, AND BELLCRANKS. P}ﬂxcslglj{% IWHECEI;EBIA @rgr%rli?%slzﬁ I;?,SCI;%% %{IZES
’ ; INSIONS. SERVICED OXYGEN. SE ] : S, .
CONTROL TRAVELS AND CABLE TENSI \TTERY, BRAKES, AND
SILTER P/N AM1035351A. REPLACED B3-5-1 VAC ) ‘
REPLACED CENTRAL VACUUM FILT - : CUUMRELEFFILTERS. =~
; : “UEL TANK CAP OUTER O RINGS WITH NE E
REPLACED LEFT AND RIGHT WING FU 1NEW PN V529513336, REMOVED
WITH NEW CONDOR P/N 0748-345-0, 6.5 X .
AND REPLACED RIGHT MAIN TIRE DO LY. RESEALED LEFT BRA
3 ND INSPECTED. REASSEMBLED USING NE
CALIPER. REMOVED, DISASSEMBLED, CLEANED, A ! o REMOVED AND
3 H MIL3606 HYDRAULIC FLUID AND LEAK CHECKED. L )
REINSTALLED, SERVICED AND BLED BRAKES WIT 1 e EPLACED RIGHT
NS « ER CABIN DOOR HANDLE WITH NEW P/N § . RE
REPLACED BROKEN SPRING FOR UPP ‘ 3 111520-4. REPLACED RIGHT
; D BALL END JOINT WITH NEW P/N SL104-1, ;
ENGINE INBOARD COWL FLAP PUSHRO ND SLIOK-1. TIGHTENED SEVERAL F
3 MINOR FUEL STAINS. PERFORMED LA
LINE FITTINGS IN BOTH WINGS DUE TO ‘ S. PER ‘ ) GEAR RIGGING AND
: CE 5 JA/W CESSNA 340 SERVICE MANUAL, COMPL.
EMERGENCY EXTENSION PROCEDURE H/A/ NUAL. COMPLIED WITH AD 201
; * TE SVATOR TRIM PUSH-PULL ROD ATTACHMENT ) e
BY VISUAL INSPECTION OF THE ELEVA 1 HARDWARE ONTHE s
- TRIM TAB ENDS OF THE PUSH-PULL ROD I B WI
ELEVATOR TRIM ACTUATOR AND THE AB EI ACCORDANCE Wit
‘ * INSTRUCTIONS IN TEXTRON AVIATION, INC. ( ]
2 THROUGH 5 OF THE ACCOMPLISHMENT ‘ ATION, INC, (CBSSNA)MULTL
3B-27-02, REVISION ONE, DATED JUNE 15, 2016, ,
ENGINE SERVICE BULLETIN NO, MEB-27-02, ‘ : 16, NEXT VISUAL INSPECTION
ST : : 04-25-16RJ BY INSPECTION OF HEATER FU 7
DUE AUGUST 2019, COMPLIED WITH AD20 BY INSPECTION OF SR FUEL SHUTOTE VALVE. MO
2 1S R 1D WITH AD82-26-05 BY INSPECTION OF RUDDER B )
DISCREPANCIES FOUND, COMPLIED WITH AD82- ) NCE WEIGH RIB
3 b D TESTED ELT IN ACCORDANCE W ;
CKS. NO DISCREPANCIES FOUND.. INSPECTED AN :
g?)[:/IPLIED WITH AD2000-01-16 (PAR B) BY VISUAL INSPECTION ?ri:(é%m;}ggi I\sdﬁsfsg%r;akgé{t]) CS) %D
: XKHAUST D) BY INSPECTION OF E ) BEAMS, BULKHEADS, A
[NSPECTION OF EXHAUST TAILPIPES, (PAR ! N , DS,AND
: [ CERTIFY THAT THIS AIRC
; S, (PAR E) BY PRESSURE TEST OF EXHAUST SYSTEM. 1CE . E
fri%gg&]ﬁlb I/(AIW TBJANNUAI INSP ‘CTWB’WD STERMINED TO BE IN AIRWORTHY CONDITION.,

ON Adf
D—L/\j_, CERT# 3479116 A&P 1A
g ‘ .

I B .

- SR T
AR G BIH T 1 7 i

AR FLERTE PP en e ey by o
R AR e T TS S T

. 10/05/2018 N#N242KA MOIFEL:340A SN2340A-1802 TT/HM:4171.3 WO#.A19-18-03404

i

r
=

26708, Operational tesi normal. Work perforined in accordance with As
document # S{H-00303-001,

Lcertify that the aircraly, afrecalt engine, propeller, or applianc ident; fizd above wes wepaired and or ing
+ reguiatiprs and vas Ky

1. Removed BFD 1000 PFE #/N 910-00001-001 $/N 9711053 and installed new EFD 1000 P/N 91000001001 S/N
|
||

ignatore TechnisAir Winston Salem MC FAA Wepnir Station PAIR203A

pen Avionics EFD1000 instaliation manual -

y; pected in aceondance with cumrent FAA
irworthy,

espect 1o (e work parformed and iz spprc ved for return to service.

SUB-TOTALS this page

TOTALS—Carry forward to next page




wWhere the user/installer performs worl i -
. in accordance with tk i I LT R ——
the vser/installer e to/her ai : he national regulations i i .
nsures that his/her airworthiness authotity accepts aircrsﬁ cngi;c?sg?:rségﬁ‘;;t(h;?ﬁiﬁ ;;u(th)onty dif &
s)/article(s) from thi™

Staternents in Block 13a and [4a do itute i
: : not constitute installati ificati i
regulations by the user/installer before the aircrafl may be ﬁgﬁwieﬂlﬁcallﬁn. ll cases aitraft maintenance recor”

-—-——-——-—""—"—_'———-‘_—M 1

SEERC T RO OR I ———
e | "R DESGRIPTION OF WORK PERFORMED—
OVERHAUL- TIME SIGNATURE & GERTIFICATE NO. OF PERSON PEREORMING WORK

e (=] VA
TIME

iN
SERVICE

WISCONSIN AVIATION FOUR LAKES, INC,

DESCRIPTION OF WORK DONE: N242KA

Reinstalled repaired GWX 70 radar RT P/N 01 1-01768-00 S/N 1DP005144. See §130-3 from CRS GBXR582Y for
repair details. System was installed and ramp tested with no faults noted at this time i
Removed GA 35 antenna P/N 013-00235-00 S/N 36926 and installed S/N 161698. GPS signal was tested and no |
taults noted at this time. . .
inspected aircrat for loose equipment or items behind panel. No faults noted this time.
Tested in aircraft for antenna integrity, none noted, The unit faulis no satellites in view,
Engineering.. Preformed sysiem refresh, XM still inop. Factory support racommends the customer contacts Sirius XM

for subscription help.
Tested aircraft Autopilot on the ground, A/P operated properly when tested in accordance with ground test

procedures. ‘ ]
Checked Pitch bridle tension and found lower than specified. Tightened bridle cable and cabie clamps per S-tec
Noted OFF-FD-AP/FD switch is not cycling properly. Parts on order. S-tec tech support

i
| tecnnical information.
recommends the heading input be changed from KCSE5A to new Aspen heading input per S-tec service bulletin.

4

This unit is bbsolete per PS ]

' complied with AD: 2018-SW-1C00AD, disabling of ADS-B in settings on Aspen EFD's. System ground iests good, ,

i
|
!

The aircraft component idenlified above was repaired and inspected In accordance with current Federal Aviation Regulations
der the following work numher. ]

and was found airworthy for return to service, Pertinent details are on file al this 2

DATE: January 31, 2019 hobbs: _ WO#: 16346 _SIGNED;

3606 Corben Ct.— Madison, WI 53704 - CRS Nb. DBKR124D
: (608) 268-5038 FAX

(608) 268-5006

MOREY AIRPLANE COMPANY

8300 Airport Rd. —

- Middleton, WI, 53562-0008
(608) 836-1711

AIRFRAME LOGBOOK ENTRY for N242KA s/ 340A1802
Date 02-05-2019 Hobbs Time 4187.7 —_—

% -
i | Installed Tanis engine preheat kits for left and right engines. Kitp/n T SP6CYL-2927-115 s/n 53737 and

53738. Installation in accordance with Tanis document number TNP2927 revision F dated March 26, 2018 [ L EE——
a.md pex _STC SE03_3090H. See FAA form 337 dated 2-5-2019. Revised weight and balance to reflect

installation. Functiona! check ok. Airframe approved for return to service for wmrfmmed. ' ]

| Signed___/@es]
A&PE 39983859 LA | - |

SUB-TOTALS this page

TOTALS—Carry forward to nexi page




Page No. —
TACH OR
TrolLAEL T'ﬁl\T.nﬁéL ARECORDING DESCRIPTICN OF WORK PERFORMED—
DATE IN SINGE METER SIGNATURE & CEATIFICATE NO. OF PERSON PERFORMING WORK
SERVICE OVERHAUL TIME

TOTALS brought forward from previous page

|

i

|
1

Jdate: 2/01/2019; Aircraft: N242KA; Type: CESSNA 340A: S/N: 340A1802: Hobbs: 4191.2

All work performed jj
BryanCartipbell
' AP4011394 "

L Airframest
Sarviced Left brake reservoir. Functicnal check normal.
accordance with approved/current technical data.

£ Wisconsin A

Madison, W| 5370
608-268-5003

viation - Madison
3606 Corben Court

4

Serviced Left strut with nitrogen.

[] Wisconsin Aviation - Watertown
1741 River Drive :
Watertown, WI| 53004
920-261-4567

¥
@3

***Ajrframe Work**

Bleed the brakes.

Wisconsin Avi
; 3606 Carben Court

i Reinstalled left propeller governor, p/n DCFS290D9
| Wo#8363, dated18MAR/2018,
Repacked left hand brake master cylinder with new o-rings p/n 101

ation - Madison

Madison, WI153704
608-268-5003

1. b

Paralleled left and right alternator control units,
Ground run for operational and leak check normal.

All work performed in accordawovedlcurrent technical data.

[ ] Wisconsin Aviation - Watertown

\ /

| Date: 3/20/2019; Aircraft: N242KA: Type: CESSNA 340A; S/N: 340A1802; Hobbs: 4192.7

1741 River Drive

-T3, s/n 850215, after repair by Tiffin Aire, Inc., CRS#DTXR341D,

-80001, p/n 600-0000-10, and p/n MS28775-112.

Watertown, WI 53094

920-261-4567

MPC25 REV A4 115715,

*REPAJR ONLY NOT AN

REPAIRBD GOYERNOR IN ACCORDANCE WITH McCAULEY SERVICE MANUALS 780401 REV.8 12/15/02,SPM100 REV 6 10/19/15,

COMPLIBD WITH SERVICE LETI'ERS:?.OOU—I(}H,2001-117,2(101-29C,2003-S,2005-

OVERHAUL*

1,2007-11,2610-5,2011.3,2013-1,2014-1H.

. 5 ’—TAPFW*'!! Civll Avinifon z. 3. Form Trackieg Nukber;
T Autbprity/Cowntry: #36]
|
¥ FAA/United States AUTHORIZED RELEASE CERTIFICATE
ix FAA Form 8130-3, ATRWORTHINESS APFROVAL TAG
i 4. Organtesfioa Neme axd Addreas; : 5. Work Order/ConirzetTovolce
| Tiffin Aire, o, 1778 West U.S. 224 Tiffin, Oblo 44883 (DTXR341D) Mumber: W.OH8363
: % 6. Item: | 7. Deasription: &, Part Number: 5. Quantlty: 10, Serial Numiber: £l SteinyWorl;
i 1 MoCAULEY GOYERNOR. DCFS290D9-T3 1 950215 REPAIRED
: 12 Remaris:

B
13a ilee the Eema idemiifted above were
1 Approve
O Nowagp datn

[ [n conformity to:

dtatn awd xre in & eonditlon Ror uafe opergtl
pecified in Bloek 12,

reiuin {0 rervice,

Hw. [7] 14 CFR #3.9 Returd (o Servlee

+, Cerifiles that nuleas otherwise apeelfivd Io Binch, 12, (Re work idestifled in BBiek 11
od deacribed fn Block 12 war secomplised In necordante with Title 14, Colt of
[eral Hegnlnta:

{7 Other regulation apecifive |

sk 11

Hﬂ 43 and In respeel to thrat work, dhe Hems are approfied for

13b. Anthorérd mﬂ-%

13, ApprovalAnikorizatlon No.:

L4e, Appraval/Certifiente No.t

DTXR341D

13d, Name or Prinled)y

13, Dule (<

Dennls P. Gase

Wml - %MJ
)

¥h 140, Fame {Typed ar Prh\l:(:_}

1de. Date ([dd/mmuntyyyy)

18/MAR/2019

User/Installer Responsibilities

1t ta bsmportand to wnd

st the exll

of {kia d

Block L, It is exsentint that dhe uner/in
pecified In Block 1.

Where (ba weerfinatnlier performs work In necordacee with the ontional regulations of an airworibiness aathord
faller cuaures (eat his/her Alvraeihtness suthovity nceegts abcerafl ogh

Statemenis bn Bhacks [3a xnd 148 do nof constitnte tueteitatlon coriffientlan, In CRKS,
national regulations by the vaer/instxAer hefore (Be aiveraft wiay be flowe

alone dops nof tomatically cozamtie withorily fo inatedll the alrernit eoginc/prapetter/ariele.

by different than the sirworthines anthorly of Ihe commiry specified In
i) propeler(s)article(s) from ihe tirmorihias anthorlly of (hé country

alvtrsft mafntennsct vetords mast contadn an Installstlon certificntion fssued In mceordanee wiih (ke

FAA Fom 81303 (02— 14)

NEN: 0052-00-042-9005




TOTAL TOTAL TACH OR
ATE TmE TIME RESE?EDI;NG DESGRIPTION OF WORK PERFORMED-—
SINCE
SERVICE OVERHAUL TIME SIGNATURE & CERTIFICATE NO. OF PERSON PERFORMING WORK
l t TOTALS brought forward from previous page

WISCONSIN AVIATION FOUR LAKES, INC.

DESCRIPTION OF WORK DONE: N242KA
1, Removed Faulty RADAR GWX7C RADAR RT Pri# 011-01768-00 Sri# 1DP005144 for Garmin Service. No
Further Actions Taken At This Time.
2. Repaired Broken RS-232 Jumper at WX-500 for proper R$-232 Heading for GNSB30W/GNS430W

Operations, W

X-500 Stormscope Ground Operational Chec

ks Good Al This Time. —]

switch arm had traveled over-center. Re-ri

3. Troubleshoot system and found no power to fuel shut off solenoid, Traced fault to temp control switch. Found
gged control cable. Closed access pane!. Functionally iested normal,

--------------------------------------------- T8 ) 0 TR

“The airgrafl componant identified above was repaired and inspected in acc

ordance with current Fad

and was found zirworthy for return Lo service, Pertinent details are on file at this ageficy under the

DATE: _11/16/2018 HOBBS: 4176.0 WO# AV18-16249 SIGNED:

ral Aviation chulati;% ]
wing worlepumphet.
F &

3606 Corben Ct, — Madison, W1 53704 - CSR No, DBKR124D

I ' (608) 268-5006 (608) 268-5038 TAX

\

. DESCRIPTION OF WORK DONE:

operational {est. Performed vistial inspection behind instrument panel. Secured
and locse wire harmesses. Removed a loose, unused radio rack backstrap from

)

\

j bracket under giove box for ease of maintenance.
J The aircraft componens identified above was repaired and inspected {n aceordance with corrent Federal
5

-l\

WISCONSIN AVIATION FOUR LAKES, INC.

|

|

|

i P‘erformed Autopilot troubleshooting and successful Autopilot operational test. Could not duplicate

;: discrepancy. Performed RADAR troubleshooting, found RADAR sysiem was installed without Gyro or AHRS
reference for Gyro stability. Verified system configurations and software. Performed satisfactory sysiem

encoder dismounted from bracket. During encoder reinstallation the mounting screw broke on bracket.
Removed faulty bracket and replace it with another of the same kind. Relocated and secured Encoder with

--------------------------------------------- N WD——

and was found airworlhy for return to service. Pertinent details are on file a1 this agency under the following work number.

N242KA

abandon oil pressure lines
GMX200 rack. Found altitude .——

Aviation Regulations

=
DATE: 2/19/19 1HOBRS: 4191.2 WO#: AV19-16319 SIGNED: yM_\

1 3606 Corben Ct — Madison, Wi 53704 - CSR No. DBKRI24D
-[ (608) 268-5006 (608) 268-5038 FAX
L R | o

WISCONSIN AVIATION FOUR LAKES, INC.
DESERIPTION OF WORK DONE:

Disconnected Sirius SM output from radio and instailed a music jack that will provide music to Crew and

FPassengers v‘{fhen the appropriate switches are activated. ground checks good.

Tightened loose screws securing cup hoiders on pilot & co-pilof side, and tightened loose screw on vacuum indicator.

Added zip ties to secure connectors by pilots feet.

The aireraft component identified above was repaired and inspected in accordance with current Federal Aviation Reghlations
and was found airworthy for return to service, Perlinent details are on file at this agency under the foliowi

Ve Mamie

N242KA

DATE: March 20.2019 BoOBBS: 41927 WOt AV19-1616404 SIGNED:

ot

7

3606 Corben Ct, — Madison, Wi 53704 - CSR No. DBKR124D
(608) 268-5006 {608) 268-5038 FAX

in; work number.

/7




Page No.

DATE

TOTAL TOTAL TACH OR
TIME TIME RECORDING DESCRIPTION OF WORK PERFORMED—

IN SINCE METER '
SERVICE OVERHAUL TIME SIGNATURE & CERTIFICATE NO, OF PERSON PERFORMING WORK

TOTALS brought forward from previous page

WISCONSIN AVIATION FOUR LAKES, INC.

DESCRIPTION OF WORK DONE: N242KA
Removed GMX200 rack. Performed visual inspection and found MX200 rack was
missing hardware on the back strap mounts. Found part of radio rack bracket on
instrument panel was broken and prone to vibration. Secured GMX200 rack and
removed broken part of radio rack bracket. Reinstalled and secured MX200.
Performed engine power check and successful avionics power on check,

The aircrafl component idenlified above was repaired and inspected in accordance with currenl Federal Aviation Regulations
and was found airworthy for return to service, Pertinent details are on file a this agency under the following work number,

DATE:03/2119_HOBBS: 4193.5 wou: AV9-16423 SIGNED:L:

3606 Corben Ct, — Madison, W1 53704 - CRS No. DBKR124D
(608) 268-5006 (608) 268-5038 FAX

PILOTS
CP’s
TESTED TO

MOREY AIRPLANE CO.
Date 04-25-19 8300 Alrport Rd. CESSNA 3404

Hobbs Time 4208.3 Middleton, WI, 53562-0008 S/N 34041802
(608) 836-1711

AIRCRAFT LOGBOOK ENTRY for N242KA
AD 2000-01-16 Dated 02/05/2000. Turbo Charger and Exhaust System C/W by visual inspection, due again
at 8991.0 Hobbs Time. See engine logs this date for further details, Operatlonal test/;good Aircraft approved

for return to service for maintenance performed. /
‘ . Signed /7244y

AP 55 % m? v

THE FOLLOWING ALTIMETER SYSTEM AND ALTITUDE
REPORTING EQUIPMENT TESTS AND INSPECTIONS AS 1 REPORTING EQUIPMENT TESTS AND INSPECTIONS AS
REQUIRED BY FAR 91.411 iaw FAR 43 APPENDIX “E” REQUIRED BY FAR 91.411 iaw FAR 43 APPENDIX “E”
HAVE BEEN PERFORMED. . HAVE BEEN PERFORMED.
PARA (A) STATIC SYSTEM PARA (A) STATIC SYSTEM
PARA (B) ALTIMETER

%égggg_wj%m_w ilotadd T PILOTS EFD )20 SN 6h0 8
=2 3= L, BN T ! l\o.}&\\[,' CP>s_ EFDJonp SN /()f-?/)é?
2AK FT. ‘ TESTEDTO 346 K FT.

PARA (B) ALTIMETER

THE FOLLOWING ALTIMETER SYSTEM AND ALTITUDE

PARA (C) INTEGRATED SYSTEM TEST PARA (C) INTEGRATED SYSTEM TEST
ATC TRANSPONDER TESTS AND INSPECTIONS AS REQUIRED ATC TRANSPONDER TESTS AND INSPECTIONS AS REQUIRED

SIGNED BY Q qu,f |

BY FAR 91,413 iaw FAR 43 APPENDIX “” BY FAR 91.413 jaw FAR 43 APPENDIX “F”
" HAVE BEEN PERFORMED: _ - HAVE BEEN PERFORMED:
. MODEL - SIN_ &4 }1332)% #1 MODEL /2 SN —
“ODEL LA SIN_ Q/597 - #2 MODEL o S/N e
{

" 20])1iJ1 9 N QALK WOS 4

AVIONICS PLACE FQSR66M ROZKFORD IL

PN
,fm:b




Page No.

T = T | [

AVIONICS PLACE 5257 Falcon Rd. Rogkford, IL 61109-2817 FQ5R866M

N242KA  S/N 340A1802 CESSNA  340A

LOG ID# 3239  14-October-2019 WO¥ 20015
Pg1/1

AND INSTALLED GTX-330E5 S/N 84133215, RETURNED TO SERVICE BY GARMIN

REMOVED STX-330 S/n 84100208 /18. ADDED WIRES FOR ADS-B FUNCTION. REPLACED ANTENNA COAX WITH

8130-3 #106670815, DATED 12/5
RG-400.
COMPONENT IDENTIFIED WAS REPAIRED AND INSPECTED IN ACCORDANCE WLTH CURRENT REGULATIONS

THE ATRCRAFT/
4 INISTRATION AND XS APPROVED FOR RETURN TO SERVICE.
OF THR FEDERAL AVIATION AR AR ON FLyE AT THIS REPALR STATLON UNDER W.0. LISTED ABOVE.

PERTINENT DET, IR AR
A

VED REPA}}'/ STATION FQSRBG6M

1 I j ‘
Date: 6/12/2019; Aircraft: N242KA,; Type: CESSNA 340A; S/N: 3401802

***Ajrframe*™* Hobbs: . _
Cleaned cabin door seal. Appiied sealant to forward comer of upper and lower cabin door seal areas. Lubricaied

cabin door seal area with silicone spray {tw). Removed battery p/n G-246 sin G02746644. Baitery CAF tested and
failed. Serviced new Gill battery p/n 244 s/n G03037201 with acid and charged in accordance with Gill Activation and
Service, instructions. Installed battery in aircraft (MJM). Serviced oxygen system to 1850 psi (JJN). Functional

check normal. )
All work performed in accordance with approved/current technical data.

Whelo

RELEASED BY:
AVIONTES PLACE

[ ] Wisconsin Aviation - Watertown
1741 River Drive
Watertown, WI 53094
920-261-4567

3606 Cotrben Court
Madison, Wl 53704
608-268-5003

! i 1 b

Date: 6/12/2019; Airceaft: N242KA; Type: CESSNA 340A; S/N: 340A1802

***@%21523 iggg;ﬂgi%ﬁ%wtrois. Worked wastegate with Mouse Milk, no defects noted (MP not tested) (iw).

Functional check normal. Joursent technical data.

All work performed in accordance with approved
Timothy Woods Y4

' AP3645554 |A o
[ ] Wisconsin Aviation - Watertown

3606 Cotben Co Watertown, W1 53004

‘ A A .! P
8 Wisodpsin/ on - Madison gv‘?‘ 1741 River Drive
al

VORK

i 04
! gﬂoaéofizsgg-’;ggs%? & 920-261-4567
; d SUB-TOTALS this page
TOTALS—Carry forward to next page




mgli()EELCgZErAa J.A. Air Center DATE: 07 February, 2020
DEL: . . AJC TSN 4277
B SN 340A1 802 Repair Station No, NF2ZR028L HOBBS: 4277

. REG. NO' N242KA 43W730 US RT 30

WORK CRDER: BE40-01-2020 Sugar Grove, |linois 60554
Phone; 630.584.3200

Airframe Entries

2 removed RB main and Nose fanding gear struts, disassembled, cleaned and inspected. installed new seals as per section 4 figure 75 for the main gear and

& inslalled new seals as per seclion 4 figure 81 of the Cessna 340/340A Service Manual for Ihe nose gear.

Removed improper RH brake caliper heat shim and replaced with a new P/N 068-01800 shim and replaced the missing LH brake caliper heat shim P/N

068-01600. Replaced missing nose olec packing retainer shim P/N 0841200-31 in the nose stiut.

Replaced the corroded and wom lower nose gear torque linkftow lug bolt P/N AN176HA4Z.

Servicad the siruts with Mit5608H fuid and nitrogen as per Cessna 340A maintenance manual section 4.

™ 2 Inslalled pressurization cart on the aircraft and pressurized lo check for lower cabln door leaks.

Found tha lower cabln door hinge pin had walked forward aflowing the aft part of the hinge to flex out. Reinstalled the pin to its correct Ipcation and checked

the hinge. Installed lock pins in the ends of ihe hinge to prevent pin from maving, Re-pressurized the aircraft and found leakage and door flexing reduced to .

normal operation. -

: Supplied the customer with other areas of leakage noted on the pressure capsule.

H 3 Installed a new LH vacuum pump P/N AA442CW, SIN 0BSAT0, afler removing failed pump P/IN AA442CW, S/N 03GP09. Evasuated and cleanad the vasuum
i lines prior to installing the new pump. Cleaned sealant from the pump vacuum fittings previcusly installed on the old pump and corrected deformed fittings

nafore installation as per Tempest Iinstailation inslructions using ne sealants. . .

8 Replaced air-conditioning control switch with customer supplied unii P/N 0840-4103, Added aluminum supports tc the back side,of the plastic RH interior side
panel to support the switches and prevent arching to the airframe. Installed aluminum backing to the interior pane! ic allow proper mounting and securily of
{he plastic switch panel to the inlerior side panel. .
© Appiied special swilch heat shrink to both the air-conditioning control and fan speed switches and harness to prevent arching 1o the airframe. Tested for
proper operation and reassembled lhe side panst. )

7 Removed the LH and RH wing aux fue! tank upper access panels affer de-fusling due to finding fuel leaks and retaining screws loose. Installed new gaskels
on the LH tank and lorqued access cover screws te the required 40 inch |bs. Refueled the LH wing and fuel leaks were correctad,
Found the LH aux tank drain valye threads damaged. Chaszed the threads in the tank adapter plate and installed a new 52485-1 drain valve.
Completed the same procedure on the RH aux tank and found the inboard tank access ring had been previously realtached to the bladder. Reassembied with
new gaskets and forqued access pangls to 40 inch los and refueled. Tank continues 1o teak from the inboard cell access panel. Tank manufacture dale is
1982 Tank will need to be replaced. De-fueled the RH aux tank and tnstalled placards at the fuel filler and instrument panel *Do not fuel the RH aux tank”

P

Maintenance Release o )
The aircrafl, engine, appliance or compenent identified was regaired and inspected in accordance with eurrent regulalions of the Federal Aviallon Adminislralion and was found Alrworthy for relurmn
1o service. Pertinenl delails of the repair are on flte 2t this repair slation CRS NF%%:?Q 1455424 ork Qrder No. 8648-01-2020, Dated 07 Fabruary, 2020,

DATE: 07 February, 2020 SIGNED: / ' . Work Order: B648-01-2020

Bruce Rebechini . . X
Gertified Rapair Slation No, NF2R028L Printed by EBis 3 (datcomedia corn)

T 1 1

MOREY AIRPLANE CO.

Date 04-09-2020 8300 Alrport Rd. CESSNA 3404
Hobbs Time 4282.8 Middleton, WI, 53562-0008 5/N 340481802

(608) 836-1711

AIRCRAFT LOGBOOK ENTRY for N242KA

Replace shimmy dampner bracket with serviceable unit P/N 5042004-1. Operational test is good. Aircraft
approved for return to service for maintenance performed.

Signed

A&PH_Ze8750 a7l

Date:; 9/02/2020; Arcait: N242KA: Type: CESSNA 340A; S/N: 340A1802; Hobbs: 4312.1; Total Time: 4312.1
*Airframe™™*

Replaced feft nav light bulb p/n T7512-2, with new (BZ). Cleaned left nav receptacle ground, operational check
! normal (BZ). Replaced tail nav Jlight p/n 305 with new (BTC). Re-secured left prop de-ice wire under spinner (BZ).

|
|
|
|| Ground run for operational check normal,
All work performed in accordange with approved/current technical data.

; Timothy Woods « .
AP364555 vl

Avidtion - Madison [] Wisconsin Aviation - Watertown

Madison, W153704 Watertown, Wi 53094

Wisc A
&3606 Corben Court "‘!‘ "~ 1741 River Drive
{
py |

608-268-5003 920-261-4567 .

SUB-TOTALS this page

TOTALS—Carry forward 1o next page




L

S & S AVIATION CO. MODEL: CESSNA 740A DATE: 12-04-2020

CHEROKEE COUNTY AIRPORT A/CREG:  N242KA TACH:
1351 BISHOP ROAD AJCS/N:  340A1802 TOTAL: 43

BALL GROUND, GA. 30107 HEATER:

OPENED'ALL INSPECTION PANELS. LUBRICATED AIRFRAME COMPONENTS, LUBRICATED ALL FLIGHT CONTROL HINGES, ROD
ENDS, PULLEYS, AND BELLCRANKS. PACKED WHEEL BEARINGS, CHEGKED ALL CONTROL TRAVELS AND CABLE TENSIONS.
ADIUSTED ELEVATOR TRAVEL, ADJUSTED FLAP CABLE TENSION, REPLACED 1612434 PRESSURE DUCT BETWEEN THECABIN ]
HEATER AND NOSE DUMP VALVE. SERVICED OXYGEN. TIGHTENED OXYGEN CAPILLARY LINE AT FORWARD PRESSURE

BULKHEAD FITTING. SERVICED BATTERY, BRAKES, AND TIRES. REPLACED CENTRAL VACUUM FILTER P/N AM
REPLACED 13-5-1 VACUUM RELIEF FILTERS. REPLACED LEFT AND RIGHT WING FUEL TANK CAP OUTER O RINGS WITH

MS29513-338, REMOVED ENGINE EXHAUST SLIP JOINTS AND AFT, CLEANED CORROSION FROM CANTED BULKHEADS AND

ENGINE BEAMS. TREATED WiTH ALODINE. PAINTED WITH EPOXY PRIMER. INSTALLED NEW RAM 1001-3 EXHAUST 811

THE EXIIAUST ELBOWS, WASTEGATE ELBOWS, WASTEGATE TAILPIPES, AND WYE ASSEMBLIES WERE OVERHAULED AT

PLANEXHAUST, FAA CRS # Q6SR742) rOR OYERMAUL UNDER WORK ORDER NUMBERS 38874, 38875, 38876, 38877, 388

REINSTALLED THE EXHAUST SYSTEM WITH 2 NEW 2265C400-88 TAILPIPE SUPPORT CLAMPS. TIIE OVERBOARD TAILPIPES WERE
NOT DUE AT 118 TIME, REPAIRED RIGHT OUTBOARD EXHAUST HEAT SHIELD, INSTALLED CUSTOMER SUPPLIED NEW INBOARD
AND OUTBOARD AUXILIARY FUEL CELLS FOR RIGHT WING, EAGLE FUEL CELLS P/N 0823362-4E, 3/N 278 AND P/N 5026102-4E,8/N
288, FUEL BAYS HAD SURFACE CORROSION PRESENT. REMOVED THE CORROSION, TREATED WITH ALODINE AND PRIMED WITH
EPOXY PRIMER. TIGHTENED RIGHT LOCKER TANK FUEL PUMP FITTINGS. ADIUSTED BAFFLES ON RIGHT ENGINE TO PREVENT ...
CHAFING ON NOSE BOWL, REPLACED SEVERAL RIGHT WING TIP TANK FAIRING NUTSERTS. REMOVED AND REPLACED LEFT

MAIN TIRE WITH NEW CONDOR P/N 0748-345-0, 6.50 X 10, 8 PLY. RESEALED RIGHT BRAKE CALIPER, REMOVED, DISASS

CLEANED, AND INSPECTED. REASSEMBLED USING NEW P/N MS28775-222 O RINGS. REINSTALLED, SERVICED AND BLED BRAKES
WITH MIL3606 11Y DRAULIC FLUID AND LEAK CHECKED. PERFORMED LANDING GEAR RIGGING AND EMERGENCY EXTENSION
PROCEDURE VA/W CESSNA 340 SERVICE MANUAL, COMPLIED WITH AD 2016-17-08 BY VISUAL INSPECTION OF THE ELEVATOR ~ —
RV PUSI I-PULL ROD ATTACHMENT HARDWARE ON THE ELEVATOR TRIM ACTUATOR AND TLE TRIM TAB ENDS OF THE PUSH-
PULL ROD IN ACCORDANCE WITH STEPS 2 THROUGH 5 OF THE ACCOMPLISHMENT INSTRUCTIONS IN TEXTRON AVIATION, INC,
(CESSNA) MULTI-ENGINE SERVICE BULLETIN NO. MEB-27-02, REVISION ONE, DATED JUNE 15, 2016, NEXT VISUAL INSPECTIONDUE |

AUGUST 2019. COMPLIED WITH AD 2004-21-05 BY PRESSURE DECAY TEST OF CABIN HEATER IN ACCORDANCE WITH

SERVICE MANUAL. NEXT TEST PUE DECEMBER 2021 OR 0373.0 HEATER HOBBS TIME, COMPLIED WITH AD2004-25-16R1 BY
INSPECTION OF HEATER FUEL SHUTOFF VALVE. NO DISCREPANCIES FOUND. COMPLIED WITH AD82-26-05 BY INSPECTION OF
RUDDIR BALANCE WEIGHT RIB FOR CRACKS. NO DISCREPANCIES FOUND. REPLACED ELT BATTERY WITII NEW 1382173, DUEL  —]
REPLACEMENT 09/2022, INSPECTED AND TESTED ELT IN ACCORDANCE WITIT FAR 91,207(D). COMPLIED WITH AD2000-01-16 (PAR -
B) BY VISUAL INSPECTION OF COMPLETE SYSTEM, (PAR C)IY INSPECTION OF EXHAUST TAILPIPES, (PAR D) BY INSPECTION OF
ENGINE BEAMS, BULKHEADS, AND FIREWALLS, (PAR E) BY PRESSURE TES1 OF EXHAUST SYSTEM, (PAR G} BY
- OVERHAUL/REPLACEMENT. 1CERTIFY THAT THIS AIRCRAFT HAS BEEN INSPECTED VAW AN ANNUAL INSPECTION AND WAS

DETERMINED TO BE IN AIRWORTHY CONDITION.

4322.0
22.0
0273.0 ™

1035351A,
NEW P/N

PJOINTS., —

78, 38880.

EMBLED,

ANITROL

A&PIA  —

SIGNED: /@%&@k CERTH 3479116
I R |

AVIONICS PLACE 5267 Falcon Rd. Rockford, L 61108-2917 FQ5RE66M

N242KA SN 340A1802 CESSNA  340A

LOG ID# 3663 01-~June-2021 wWo# 21124-0
Pgt/t

REMOVED EFD1000 W/INTERNAL BATTERY P/N 910-00001-001 s/N 26708 AND

EESlEOO w;EiTERNA{ISATTERY p/N 910-00001-002 5/N 10802 FOR EXCHANGE MAX UPGRADES,

INSTALLED TWO (2) EXCHANGE EFD-1000 MAX P/N 810-0000L~021 S/N 8712930 AND S/N 9712937,

REMOVED PMBOJDOSR AUDIO PANEL s/N GO5353 INSTALLED GMA-345 AUDIC PANEL S/N 370011324 .

REMOVED XT-7BA TRANSPONDER 5/N 91597 INSTALLED GTX-345 ADS-B TRANSPONDER 3/M 3EG041004
INSTALLED GSE-15 USB PORT 5/ 63M250024 IN FRONT.

REMOVED INOP 5000B-35 ATTITUDE CYRO S/N T48B96K INSTALLED EXCHANGE 5000B-35 ATTITUDE

GYRO S/N T67304L OVERHAULED AND RELEASED FOR SERVICE BY MID-CONTINENT UNDER 8130-3 # (00410846,

THE ATRCRAFT/COMPONENT IDENTIFIED WAS REPAIRED AND INSPECTED TN ACCORDANCE WITH CURRENT REGULATIONS
OF THE FEDERAL AVIATION ADMINISTRATION AND IS APPROVED FOR RETURN TO SERVICE.
PERTINENT DETAILS OF JHE REPAIRgARE ON FILE AT THIS REPAIR, STATION UNDER W.0. LISTED ABOVE.

+

RELEASED BY!

{ APPROVED REPAIR STATION FO3R8GGM

777777777 MOREY AIRPLANE CO.

HNODDS 111100 "he W e

(608) 836-1711
AIRCRAFT LOGBOOK ENTRY for N242KA

AD 2600-01-16 Dated 02/05/2000. Turbo Charger and Exhaust Systern C/W by visual inspect

for return to service for maintenance performed. ) ) _
. Signed S kg
A&PH Gk 7o

Date 03-25-2021 8300 Alrport Rd. CESSNA 3404
Hobbs Time 4366.8 Middleton, WI, 53562-0008 S/N 340A1802

at 4416.8 Hobbs Time. See engine logs this date for further details, Qperational test is good. Aircraﬁ:aPP_fOY:f?d ;

ion, due again




(e

Page No.

T?i{fl\—:L T'ﬁmzL alﬁg’éﬁﬁe DESCRIPTION OF WORK PERFORMED—
DATE IN SINCE METER SIGNATURE & GERTIFICATE NO. OF PERSON PERFORMING WORK

SERVICE QVERHAUL TIME

TOTALS brought forward from previous page

§& S‘A VIATION CO MODEL: CESSNA 340A DATE: 06-07-2021
CHEROKEE COUNTY AIRPORT A/CREG: N242KA TACH; 4409.2
1351 BISHQP RD. A/C S/N: 340A-1802 TOTAL:
BALL GROUND, GA. \ HTR HOBBS:

SERVICED BRAKES, TIRES, AND OXYGEN SYSTEM. CHECKED EXTERIOR LIGHTS. LUBRICATED EXHAUST SLIP
JOINTS AND WASTEGATE WITH MOUSE MILK. FILLED ALL FUEL TANKS WITH FUEL. ADJUSTED NOSE; LEFT AND
RIGHT MAIN LANDING GEAR STRUTS WITH NITROGEN AS REQUIRED. TROUBLESHOT RIGHT WING LOCKER FUEL
TANK TRANSFER ISSUES AT ALTITUDE. INSPECTED AND FOUND SMALL FUEL LEAK AT FITTING ON PUNMP SIDE
OF FLOW SWITCH, CONFIRMED THAT BOTH RIGHT WING LOCKER TANK VENT AND DRAIN WERE FREE AND
CLEAR OF OBSTRUCTION. REMOVED AND CLEANED RIGHT WING LOCKER TANK FUEL TRANSFER PUMP
SCREEN, NO DEBRIS NOTED. REMOVED AND SWAPPED LEFT AND RIGHT FUEL TRANSFER FLOW SWITCHES FOR
TEST DURING FLIGHT ABOVE 15,000 FEET. OPERATIONALLY AND LEAK CHECKED NORMAL ON GROUND.
TROUBLESHOT CABIN HEATER ISSUES. GAINED ACCESS TO AIRCRAFT CABIN HEATER BENEATH NOSE
BAGGAGE COMPARTMENT AND INSPECTED HEATER COMPONENTS AND ELECTRICAL CONNECTIONS £OR
EVIDENCE OF MALFUNCTION, REMOVED AND REPLACED FUEL PRESSURE REGULATOR P/N CD20803 WITH NEW
HARTZELL ENGINE TECHNOLOGIES, P/N C23D04-1.0, S/N H1120, TROUBLESHOT RIGHT COWL FLAPS STICKING
WHEN ENGINE HOT. INSPECTED AND FOUND INBOARD SIDE COWL DAMAGED AND BINDING INBOARD COWI,
FLAP. SANDED DAMAGED AREA TO REMOVE FAGGED EDGES AND AREAS OF CONTACT, AND ADIUSTED
INBOARD COWL FLAP TO NO LONGER CONTACT INBOARD ENGINE SIDE COWL. OPERATIONALLY CHECKED
NORMAL. REPLACED RIGHT WING LANDING LIGHT ASSEMBLY LAMP WITH NEW GE P/N 4553. TROUBLESHOT
INTERMITTENT WING DE-ICE BOOTS. INSPECTED AND FOUND SURFACE DE-ICE SWITCH ON CIRCUIT BREAKER
PANEL DEFECTIVE; REMOVED AND REPLACED WITH NEW P/N MS35058-27. GPERATIONALLY CHECKED NORMAL.
COMPLIED WITH AD2000-01-16, PARAGRAPH (B) BY VISUAL INSPECTION, DUE EVERY 50 HOURS, AIRCRAFT
RETURNED TO SERVICE,

SIGNED: f/,{? //% CERTH#: 3191860 A&P IA

THE FOLLOWING ALTIMETER SYSTEM AND ALTITUDE

| REPORTING EQUIPMENT TESTS AND INSPECTIONS AS
REQUIRED BY FAR 91.411 iaw FAR 43 APPENDIX “E”

HAVE BEEN PERFORMED.
PARA (A) STATIC SYSTEM

' 4 2 B3 F D
PARA (B} ALTIMETER £FL7{ 9 OT2 S/NG 112 B3 F B
— PILOTSA/g;;;@g%M/ﬁP/S,ﬁb‘gg Vd7iz 550 ED
CP's 5S9P24PAIA 40 SN T°Ge5 7

—  TESTED TO_3(0), 0> FT.
PARA (C) INTEGRATED SYSTEM TEST

—  ATC TRANSPONDER TESTS AND INSPECTIONS AS REQUIRED
BY FAR 91.413 faw FAR 43 APPENDIX “F”

' HAVE BEEN PERFORMED:
#1 MODELG T Y- 345 SIN B E&odl oy

#2MODELGTX-350L9  SNCH[Z3R S
DATE®/26lap2) NZHI KA WO &2\ 2

—  SIGNEDBY

AVIONICS PLACE,

- AVIONICS PLAGE 6257 Falcon Rd. Rockford, IL 61109-2917 FQSR866M
LOG ID# 3685  16-July-2021 WO# 21268-0 -
N242KA  S/N 240A1802 CESSNA  340A Pg 1/

—— SWAPPED GTX-330 AND GTX-345 IN PANEL. MODIFIED GTX-330 BACKPLATE AND ACDED REAR SUPPORT
TO CLEAR CONTROLS. T/S & REPAIRED AUDIO OUTPUT FROM ASPEN. REPLACED RG-58 COAX ON GTX-345 ANTENNA,

THE AIRCRAFT/COMPONENT IDENTIFIED WAS REPAIRED AND INSPECTED IN ACCORDANCE WITH CURRENT REGULATICNS
OF THE FEDERAL AVIATION ADMINISTRATION AND IS APPROVED FOR RETURN TO SERVICE.

PERTTNENT DETA@F/THE REPATR ARE,CH F%HIS REPATR STATION UNDER W.0. iTSTED ABQVE.
RELEASED BY: /. ‘ 7 4(/«\./%/

AVIONICS PLACE  FAA APP?(SVED REPAIR ﬁi‘m*xon FQSREGEM
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TOTAL TACH DR
TIME RECORDING DESCRIPTION OF WORK PERFORMED—
ovaNCE L M SIGNATURE & CERTIFICATE NO. OF PERSON PERFORMING WORK

TOTALS brought forward from previcus page

Loébook

Bighorn Airways Inc.

Aircraft N242KA Date: 8/15/2021
-1 CESSNA 340A SiN: 340A1802 Tach: 4424.4 ACTT: UNK
1) Right engine compartment leaking on oil recovery canister. Sealed oil recovery canister. Leak checks good.

—~ See Bighorn Airways Inc. Work Order 210123 for details of work performed.
The aircraft, engine, propeiler and/or appliance identified above was repaired and/or inspected in accordance with
— current regulations of the FAA and in respect to the work performed is approved for return to service IAWFFAR

43.9 & FAR 43.11, as applicable.

Juétin Ofson Bighorn Airways Inc. CRS BIGR467C n
- '""T&lﬁsmﬂ l l A l Airframe - page 1 0f 2
— prANEGAre
JS— Plane Safe Alrcraft Malnienancs, Inc. - 503 Waest Bluemound Rd - Waukesha, WL 53188 - 262-547-1800
N242KA Cessna, 340A, S/N: 340-1802 September 08, 2021

Hobbs: 4428.7

1. Checked power to aux fuel system inline pump at wire connections to pump. Checked operation
of fuel selector microswitch. found good bus voltage at connections for fuel pump. Showed buss
voltage at wire connections, Placed right aux fuel system inline pump in place of left pump. Again

had power at wire connections but pump was not operational. Placed right pump back into right

wing position and checked operation, and found that again there was power at wire connections but

pump was non operational. Concluded that both fuel pumps have failed. Packaged both pumps
and sent out to be overhauled. Installed overhauled pump P/N: AB150-B, S/N: 114453, in left wing

position. Installed overhauled pump, P/N A8150-B, S/N 11921, in right wing position. Installed new
connectors on pump wiring. Routed and secured wiring as required. Performed operational arid leak
checks. Operational checks were good, no leaks noted.

. Troubleshoot radio light circuit breaker popping. Removed pilot seat and circuit breaker panel to
gain access. Found several issues upon removal of panel. Multiple circuit breakers corroded, prop
sync circuit breaker arcing on comm connector against airframe, several connections loose, found
miscellaneous hardware stuck between circuit breakers. Checked all wiring and connections corre-
sponding to lighting. Metered all wiring and switches on the power side of the system, all power up
to the transistor board checks good. Found fault in power out of the transistor board. Had board
tested by Skycom Avionics. Found bad transistor on board providing incorrect power output. Re-

placed worn transistor with new. Installed transistor board in aircraft and secured all conneclions,
Performed operational check of of lighting circuit, all checks good at this time. Secured several
wires behind circuit breaker panel, and reinstalled all removed components. Performed operational
checks, alt checks are satisfactory.

. Troubleshoot cause for exhaust odor when running pressurized heat. Lubricated alternate air cables
and door slides to ensure proper closure and to prevent engine odors from entering pressurized air

SUB-TOTALS this page

TOTALS—Carry forward to next page




Page No.

TOTAL TOTAL TACH OR
TIME TIME HECORDING DESCRIPTION OF WORK PERFORMED—
IN SINCE METER SIGNATURE & CERTIFICATE NO. OF PERSON PERFORMING WORK
SERVICE OVERHAUL TIME
wo: P§21217 Airframe - page 2 of 2

pranESare

Plane Safe Alrcrafl Malntenange, Ing, - 503 Wesl Bluemaund Red - Waukesha, WE 53188 . 262-547-1800

8,

system. Gained access and inspected combustion heater. Performed pressure decay test, found
comhustion chamber drain line clogged, and severe air feak at b-nut allowing combustion gasses to
enter forward baggage area. Cleared obstruction from drain line, and reinstalled. Performed another
pressure test, verified no leak,

. Adjusted main gear struts extension down per cuslomer request. Both main gear struts are now at

4.5 inches.

Found hydraudic fluid line on right engine chaffing against induction filter housing. Repositioned iine,
and secured to prevent further chaffing. :

. Removed induction tube to facilitate removal and replacement of deterio-rated lower section of hose

on ieft engine air/oil separator. Removed, and replaced with new section of 3/4" hose. Reinstafled
removed components. .

. Gained access, removed and replaced Avionics Master and De-ige light switches due to corrosion.

Removed sevetal circuit breakers to gain access to remove swilches, and replaced the avionics mas-
ter switch with new, P/N: W31-X2M1G-5, and ice light with new, P/N: W31-X2M1G-5. Performed
operational checks, all checks are satisfactory.

Serviced Q2 bottle with aviators breathing O2 from 1600 psi to 1850 pai.,

3

With respect to the work performed, this airframe is approved for return to service. Details of work per-
formed are on file with Plane Safe Aircraft Maintenance, Inc. under work order; P521217.

William Polachek Airframe & Powerplant A&P2848502 a{zﬁw; %/J%

o SUB-TOTALS this page

TOTALS—Carry forward to next page Lo




age No.

TOTAL TOTAL TACH OR
TIME TIME REGORDING DESCRIPTION OF WORK PERFORMED—
DATE N SINCE METER
o SERVICE OVERHAUL FIME . SIGNATURE & CERTIFICATE NO. OF PERSON PERFORMING WORK
wo: P821261 Alfframe . page 1 of 2
&%KS&%@
Alrgaft Maintenanae, Inc
£
) Plana Safe Alrcrait Malntenance, lnc. - 503 West Skiemound Rd - Waukeshz, Wi 53188 . 262-547-1800
N242KA Cessna, 3404, S/N: 340-1802 January 03, 2022

Hobbs: 4438.1

1.
2.

oo

@~

10.
1.

12,

13.

14,
5.

16.

17.

18.
19.

20.
21.

22.

23.

24,

Gomplied with annual inspection |AW FAR 43.13 Appendix D, using the Cessna 340 MM as a guide.

Jacked aircraft and.inspectee‘i landing gear. Cleaned, inspected and lubricated wheels and bearings. Inspected brakes
linings, discs and tires. Lubricated landing gear. Performed landing gear retraction and extension operational checks
in normai and emergency medes. Op checks good. . 5
Removed, inspected, and cleaned left and right side tue! strainers. Relnstalled and performed leak check, no leaks at
this time.

Inspected aircraft battery and battery electrolyte levels, Cleaned and inspected baltery box.

Replaced instrument air fllters with new, P/N: AM1035351A and B3-5-1,

Inspected and performed operational checks on combustion heater. Operational checks good. Heater Hobbs time:
299.6. ‘

Cleaned, inspected and lubricated all flight controls.

inspected and tested ELT 1AW FAR 91.207 part D, ops ck good no defects found. Battery next due: DEC 2022. ‘
During compliance of AD 00-01-16, Para. D, found corrosion on beam of canted bulkhead. Measured material to
determine loss of material per AD00-01-16 Para. D instructions. No measurable material was missing. Cleaned off E
carrosion and treated area as required.

During removal of hydraulic pump from old engine, found the drive seal leaking. Pump sent to Aircraft Accessories for
repair. Received overhauled pump p/n 243431 AD, s/n R920217MS. Installed using supplied gaskets.

Removed oxygen bottle for hydro test. Bottle delivered to testing facllity for Hydrostatic testing. Installed oxygen bottle
and serviced with aviators breathing oxygen from 1850 PS1. Performed leak test, no discrepancies noted. Next hydro
test date NOVEMBER, 2026. Installed P/N HYDRO-2 - Hydro Static Testing , Installed P/N 02-2 - Oxygen Service,
Medium,

Cleaned grease and dirt from side channels for left air scoop. Drilled out broken rivets and installed new rivets, PIN
CR3213-4-2, for left engine air scoop.Drilled out 3 pulled through rivets on lower side of left air scoop, oversized the
holes, and installed new, P/N: NAS1320A06K75 rivauts, and secured with screws. Installed (3) P/N NAS1329A06-75
- Rivnut , Instalted (3) P/N MS24693C29 - Screw.

Cleaned grease and dirt from side channels for right air scoop. Drilled out broken rivets and instalied new rivets, P/N
CR3213-4-2, on top side of right engine air scoop. Drilled out 9 pulled through rivets on lower side of right air scoop,
oversized the holes, and installed new, P/N: NAS1329A06K75 riviuts, and secured with screws. Installed (8) PIN
CR3213-4-2 - Cherry Rivet , Installed (9) P/N NAS1329A06K75 - Rivhut , Installed (9) P/N MS524693C2¢ - Screw.
Drilled out loose rivets on round access panel located on bottom right wing leading edge and installed 2 new rivets.
Repaired broken negative battery cable terminal by removing worh terminal end, stripping back insulation and instalfling
new terminal, Op checks good. . .

Removed battery box from left hand wing and removed corrosion from inside and outside of battery box and prepped
metal for paint. Applied acid proof paint within the inside of battery box to prevent further cotrosion. Applied zinc primer
10 the outside of the battery box to prevent corrosion and applied black paint to outside of battery box. Installed battery
box.

Accessed forward cabin pressure dump valve/ram air duct and removed. Replaced valve seal with new, P/N MS28775-
208, Scraped and cleaned old gasket material from valve flanges. Adhered new gaskets, P/N 5117104-3, to vaive
flanges. Reinstalled valve assembly and rigged controf cable. :

Accessed left cabin pressure dump vaive. Disassembled valve to access seal. Replaced valve seal with new, P/N
MS28775-228. Installed valve assembly with new flange seal, P/N 2-0385613-60. Higged vaive control as required.
Drained fuel, removed nacelle fuel tank to gain access to fuel drain and removed worn fuel drain and installed new
P/N CAV-180. Preformed leak check, no discrepancies noted at this time. Installed nacelle fuel tank and installed new
O-ring on fuel fitting underneath nacelle fuel tank P/N: MS29513-013, Torqued all hardware and fluid line fiitings.
Removed right wing fuel drain vaive and Installed new P/N: 52485-2. Performed leak check, no discrepancies noted at

this time. . . . .
Assessed chaffing on inboard forward lip of right outboard flap. Prepped matetial, and added epoxy to chaffed area

Primed area with zinc chromate. Petformed oparational check, all checks are satisfactory.

Removed worn bearing within left hand outboard flap hinge and replaced with new bearings P/N: S1004-15A. Installed
new spacer with outboard flap hinge P/N: 0862101-24. Installed new bolt for outboard ftap hinge P/N: AN4-41 and
secured with Colter pin P/N: 24665-132,

Removed worn rivets on left hand outboard rlb near the outboard flap and inspected rivef holes. Installed new cherry
max riveis to secure metal fo rib.

Applied chromate primer underneath aircraft floor. Installed P/N 2580CR / 25058 - Chromate Primer.

il

-
Yem® |
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Alrcraft Malntenance,

Plane Sale Aircraft Maintenance, Inc. - 503 West Bluernound Ad - Waukesha, WI 53188 - 262-547-1800

25.
26.

27,
28.

29.
30.

31.

3z2.

33.
34.

35.
36.
37.

38.
39.

40.

41,

42,
43.
44,
45,

Fogged hioth left and right wings with corrosion x to prevent corrosion. tnstalted P/N Corrosion X - Carrosion Inhibitor.
Removed worn screws from both left and right fire wall access panels, removed old firewalt sealant and applied new
C8-1800 firewansc;ealant. Installed new hardware P/N: MS35207-263 and P/N: MS51957-45 onte both left and right

firewall access panels. , , .
Removed worh gaskets for both left and right pressurization venturi tubes. Trimmed gaskets to fit venturi's and instalied

asket P/N: 5155121-4, . K
!%.emoved paint around areas where corrosion was found underneath right hand aft nacelle area and removed corro-

sion with scotch brite pads. Prepped and applied zinc primer to areas where paint was removed to prevent further
corrosion. Applied paint to color match the surrounding areas.

Rerrioved worn rivet from underneath left hand baggage compartment and installed new cherry max rivet to secure
panel to baggage compartment, applied paint over the heads of the rivet.

Removed two worn rivets from underneath right hgnd baggage compartment and installed new cherry max rivets to
secure panel to baggage compartment, applied paint over thg heads of the rivets.

Removed ice light housing cap. fabricated and installed new insutator with new lamp contact. Reconnected with new
connector, P/N 04-02587, Performed operationat check, operatlonal check was _good. Replaced ice fight lamp with
new lamp, P/N GE1385. Operationa check was good. Fabricated new mounting lip for ice light. _
Touched up wheel and brake callpers with paint to prevent corrosion. Cleaned components and ptepped for paint.
Painted components white to matcn. ‘
Repaired falt seal strip on teft main landing gear wheel well by refastening down as required. .
Replaced nose tire with new P/N 606C61-6 S/N 12930038 Flight Special |1 6.00-6 6 PLY and 6.00-6 Tube. Removed
tire from wheel. Inspecied both wheel halves, no defects found. Torqued all hardware |AW Parker Hardware installation
procedures, Setviced tire to 40 PSI 1AW Aircraft POH. No leaks found at this time.

Cleaned, prepped and painted main wheels white to prevent any corrosion,

Cleaned off all excessive dirt and debris from left and right inboard landing gear doors.

Replace worn and loose brake lining rivets on backing plate for right brake with new, P/N RA177-00400. i

Right brake pedal soft during run up. Bled right brake systems with 5606 hydraulic fluid. Serviced brake reservoir as
required, alt checks are good. ‘
C/W SB MEBO1-3 by performing alternator drive gear hub elastomer inspection on left and right alternators due to
removal. No discrepancies found.

G/W AD 00-01-16, para’s. B, C, D, E and F on left and right engines. Para. G completed on both engines 12/04/2020
and is due at next engine overhaut or 12 years. No defects found. Para. B due 4488.1 Hobbs. Para's C & E due
1/2023. Para's D & F due 4938.1 Hobbs. ,
After competing AD research. Determinad AD 82-26-05, rudder balance weight rib inspection, does not apply to this
aircraft by aircraft S/N. .

C/W AD 16-17-08 by inspection of elevator trim pushrod hardware. No defects found, Next due 01/2023.

AD 04-21-05, cabin heater pressure decay test due 12/2022 or 373.0 H.H.

C/W AD 04-25-16R1 by Inspection of heater fuel regulator shutoff valve. No defects found. Next due 172023,

AD's checked through Bi-Weekly 2021-23.

| Certify that this airframe has been inspected 1AW an Annual Inspection, is found to be in an airworthy condition and is
approved for return to service. Details of work performed are on file with Plane Safe Alrcraft Maintenance, inc. undet work

order: PS21261.

Wiliam Polachek Airframe & Powerplant A&P2848502 77 ) 7 L
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Alrcraft Malrtenande,

rm " Alrframe - page § of 1
%3@]&
InC.
o

Plaria Sala Alrcraft Maintenance, Ina. - 503 West Bluemound Rd - Waukesha, W 53188 . 262-547-1800

N242KA Cessna, 3 : 340~
. 3404, S/N: 340-1802 January 18, 2022
1. Troubleshoot left alternator voltage fluctuations. Attempt
ternator was unable to produce g stable voltage. Gaingc(la iég@ggraéitzlaﬁggrzg;oggCftciagnproper |V0|tage outputs, left al
I alternator field fuse. Ran engines and left alternator would squeal while under load th Orll aéernator fermminals, and
tor would not produce noise. Upon further investigation, it was determined the left alte ent oad removed, fhe aterna:
- Checked field resistance on akternator, and determined that It was high which shows cor:tn ' to tr Bﬂd bearing was kilng
failed bearing. Removed and replaced alternator with overhauled alternator, P/N: ALV-961a(;; S?!i‘ iarmature duetotne
B runs for operational and leak checks and had a differential in voltage between left and ri ht altel 211056, Completed
alternators as per the 340 MM, Voltages woulid creep up and turn on the right AIt%TJt l”g t a!éernators, Paralieled th
¢ paralleled alternators, run-up is satisfactory. Upon flight iest, the right alt out light w lda'wp- Swapped regulators and
— would go offline. Troubleshoot system 10 find cause of voltag;e spiking to tri altger to udillurinate and ton b toroutt
breakers and traced wiring. Found a Ioose connaction on right over voi5age relal11 atﬁwrg' troubic;;shoot all system cirout
. fightened all connections as required. Performed run- y under co-pilots seat. Cleaned and
— s as req ed run-up and operationally checked syst h i
e SN ALV-0610 - Alternator 100Amp (OVERHAULED), Instalied P/N QoK systom gl ah onecks satisfactory.
- 2. Removed old engine placards, and instalied new applicable placards as supplied by RAM. .
3. Tightened loose hardware on co-pilot's sun visor.
" 4. Inspected o2 bottle and lines for leaks. No leaks found. Servi i :
_ oxygen. Installed PN 02+ - o vean Service, Smal. . Serviced o2 from 1550 PSI to 1850 PSI with aviators breathing
: 5. Cleaned entire ai i e .
| Cleagfng %”Jggﬁzgcraﬂ and waxed to prepare for potential buyer coming in to see aircraft. Instatied P/N CLEAN-1 -
' N '
| with respect to the worl erformed, this airframe is approved f i : :
1 Plane Safe Aircraft Maintgnance, Inc. untler work ordgf: PSZE(%fmm to service. Detals of work performed are on flle with
—4‘ .
‘ Adam Kaul Airframe & Powerplant 3879286 dé;u)ep—- Y J\
= . v
| -1
B Waukesha County Airport / Crites Field
} 2441 Aviation Drive
| al © Waukesha, Wi 53188
e e ' (800) 443-4490
; FAA# NCSDOG2N
i - AIRCRAFT LOG ENTRY
. DESCRIPTION OF WORK DONE: N# 242K A
» .
' Removed Garmin GWX-70 Radar Sensor (P/N 011-01768-00) SN 1DP00S 144 with 10" Antenna Plate from aircrafi.
—4‘ Removed GWX-70 connector and configuration module. Fabricated wiring harness for configuration module and
' instailed in aircrafl, Transferred existing radar wiring from GWX-70 connector to ART-2000 connector. Modified
ﬁ connector for shield grounds. Ohmed out wiring and assermnbled connector, Installed customer supplied Bendix/King
ART-2000 Radar (P/N 071-01519-0101) SN 4887 with a serviceable used Bendix/King CM-2000 Configuration
© Maodule (P/N 071-00007-0100) S/N 15314 and serviceable used Bendix/King AA-2010V 10" Antenna Plate (PN
™ 051-01549-0100) S/N X179 in aircraft. Installed new pins for RDR-2000 connectoy and terminated in connector.
. Ohmed out wirhlg and reprogrammed Garmin GMX-200 Indicator. Tested system and found okay. All work was
~  done and tested in accordance with applicable parts of AC 43.13 1B/2B and anufaciurer‘s install/service manuals.
. —END-- ‘ /
i * ) —
Date: 01/06/2022  Hlobbs: 44403 wo#512792  signed _LAAL/IHG
b - ; . - — ]
The aircraft and/or component identificd above was repaired and inspected in accordance with current Federal Aviation Regulations
i o service. Pertinent details are on file at this agency under the above werk order number.
- and was found airworthy for return ¢
S —
i Skycom Fonn C (Rev. Q) 2-06
R —
M
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i) ‘ Hangar 23, Tulsa Internaticnal Airport-Tulsa, OK 74%%‘@”
AUT P’LOTS ‘ (918)%36-641'8 :
CENTRAL..

Date: 4/08/2022; Aircraft: N242KA
N24ZKA 340A sin: 1302 Hobbs: 4443.3
MAZ2-06675 Date: 04/05/2022

Discrepancy: 1

Remove both alternators for exchange with RAM Alreraft.

Remeved left and right hand alternators, R/IH ALV-9610 s/in; H-N061128, L/H ALV-8810 s/ A211056. Instalied
alternators

ALVI510 s/m4P00C003 and ALVI510 s/n: 7021002. Installed new alternator Hubs p/n: 646656 jaw maintenance
manual , Paralieled alternators to aircraft. Operational check OK. 5
Discrepancy: 2 ‘
Remove propeller governors and send out for overhaul. Left hand DCF9280D8/T3 s/n: 850222, Right hand
DCF920D/T3 s/n'g50215. Reinstalled governors as per mainienance manual. Greund run Operational check Ok.
Left hand DCF9290D9/T3 s/n: 850222, Right hand DCF9200/T3 s/n:950215. Reinstalled governors as per
maintenance manual, Ground run Operational check Ok,

Sublet Service Completed: 3/16/2022

Description; DCFS28009-T3 S/N 850215

Overhauled 1AW manual 780401 & TBLT 5-7, SB: ASB273A

Performed By: Aircraft Accessories Of Oklahoma, Inc, PO #; PO22-22914

Sublet Service Completed: 3/16/2022

: “escription: DCFS28008-T3 S/N 8560222

5 arhauled 1AW manual 780401 & TBLT 5-7, SB; ASB273A

. med By Aircraft Accessories Of Oklahema, Inc. PO #; PO22-22914Reinstallec governors as per maintenance
' Instafled with new gaskel, Ground run Operational check Ok.

* and/or work hereon described isfare certified
‘ass otherwise specified).

WORK

N\

AUTOP’ALOTS Hangar 23, Tuisa International Airport-Tulsa, OK 741 15

CEN TRALINC (918)836-5415

Date; 4/05{2022; Alrcraft: N242KA
N242KA C-340A s/n: 1302 Hobibs:4443.3
MA22-06671 Date: 04/056/2022

Discrepancy: 1 o ‘ .
Limitations placard is missing and is 2 required placard, _
4 installed required placard on the pilots side wal! below the window,
Discrepancy. 2 ) .
Autoplict Turn coordinator Yaw dampener is not working. .
Removed gyre and sent to Porter Strait for repair. Reinstalled repaired gyro.
Sublet Service Complsted: 3!281’2{}22(}{)1 405 TS5200.26 SIN 4045
iption: G-840A {43080-000) 509-001- - .

\,l?\(eosrinigerformed: Op(ened unit; found retor locked up. Removed retor assembly. Removed bearings and clt_a;a:ned
rotor assembly replaced bearings. Salanced rotor assembly. Reinstalled rotor. Balanced and caibrated tur;)l 031
specifications. Output ok; rate ok; center ok, Repaired and certified reference manual 670-0016-001, Octoher 31,
1897, .
parformed By: Porter-Strait Instrument Go., Inc. PO # P022-22926
Discrepancy: 3 . . . wrature

ight ine gage oil temperature is reading 40 degrees lower than actug emp . )
Efn':oigg gag?egnd sent o Potter Strait insirument shop for test and calibration. Installed repaired gage.

Sublet Service Completed: ﬁi'lesgngZE SIN: G896
iption: 18C452-1 ENG : '

str?ﬂnrgg(r}formed: Tested unit and found CHT 25 degrees low, olf temp 30 degrees fow. Re-calibrated both temps to
specifications. Tested oil press ok. Reference manual 18-100-(), change 2, September 1994,
Performed By: Porter-Strali Instrument Co., Inc. .
Discrepancy: 4

i rization PS| was jow when afc was flown on March 3rd. _ o
ﬁzggtﬁr{zgizect pressurization cart and pressurize cabin, Blew a/c on Marci 16. Had 9.6 psi from the pressurization

_




Hangar 23, Tulsa International Airport-Tulsa, OK 74115
(018)836-6418

<A
5. 4443.3

; ith RAM Aircratt, -
E'l)((fcgig?;r:lR/H ALV-8610 s/n: H-N061129, L/H ALV-9610 s/n: A211058, {nstalied

ALV9510 s/n: 7021002. Installed new alternator Hubs p/n: 646655 iaw maintenance’
ors to aircraft. Operational check OK, g

rs and send eut for overhaul. Left hand DCF9290III>9éT3 s/g: 350(2)33;?%2;%}:1:0;{ o
i verncrs as per maintenance manual, round run ,
SZ?rlpsggggggoR%Et hand BCFQEOD!TS s/n:950215. Reinstalled governors as per
ound run Operational check Ok,

ad; 3/16/2022
JO-T3 S/N 9502156 SB: ASBZTIA
al 780401 & TBLT 5-7, SB:
gccessorfes Of Oklahoma, Ing. PO # PQ22-22914

feted: 3/16/2022
JODS-T3 S/N 950222
5-7, SB: ASB273A .
"nﬂuz’czzggggie&s I)[?l&;(!ahoma, Inc. PO #: PO22-22914Reinstalied governors as per maintenance
'.f'ziath new gasket. Ground run Operational check Ok,

rwork hereon described isfare certified
otherwise spacified).

WORK

Jotygh
s

e ey
o \}:k -
AUT OPILOTS Hangar 23, Tulsa Internationa! Airport-Tulsa, OK 74115

OENTRAL ' {918)836-6418
_ M,

. [ cant to get 2.6 psi in the cabin. Noted the following leaks. Rear cabin drain valve is leakin Belly st i i

;| badly. Copilots defrost duct is leaking. Forwarg duct fro 9. ely s r.obe ’s leaking
H ram dumppvalve housing is loaking, t from the ram dump vaive to the heater is a major leak and the
Made the following repairs. Cleaneg dirt out of the rear cabin drain vaive.
rﬁinstailed hose. Gained access to the beliy strobe ynit and sealed from th
the ram dump valve to the heater. Sealsd bog of the ra i ; :
from the cart 10 get 4.2 psi in the cabiy. i Y '8 dump valve, Blew cabin a second time and had 6,2 psi
proper operation. Had 4.2 psi off both Sources, 3,2 off th
Dlscrepancy: 5

Need to service tire pressures for afc flight,

Serviced tire pressures on March 23rd.

Discrepancy: 8

Alr conditioner system is not cooling,

Gained access to the service ports. Connecied dages and run gir
Found the freon pressures were extremely low. Serviced with 2 b
29 degree drop at the rear cabin outlet, The fony
couling. installed rear ba
Discrepancy: 7
Propelier daice amp gagde does not indicate byt the boots are heating carrectly
Gained access to the propeller defce amp meter, Remow 3

craft to check pressures and cooling temperature,
s R-12 Freon, System is now cooling with a

ard outlet al the Pilots position has g 19 de i
ggage floor boards and right engire nacelle panels. o0 <1op- Thi & norma

ed shunt from back of gage and cleaned contacts. | Ii
the shunt with Incorrect heating indication, Removad gage and sent to p iti acts. Instalied
Reinstalled gage with correct indication. orter Stralt instrument shop for repair,

Discrepancy: 8
Windshield alcoho system is not working. Had yellow orange junk come ou

This was noted on the flight on March 3rd, thight,
Removed the nose baggage aft buikhead and ox
intermittent flow. Kept getling orange sticky ba

t of two spray holes and then plugged up.

M %gin fbtohttle to get accass io the spray bars. Operated systerm with

' i ‘ 1S out of the system, Flushed alcohol tank severai timas with
intermittent operatlonl. Removed STC fue! cell in the righ! baggage locker to remove the aloohol tank. Found tshaen-;an
was severoly contaminated and the pump was fuli of centamination, Aster several times of flushing the tank we

- T




r 23, Tulsa International Airport-Tulsa, OK 74115
B-6418

with RAM Aircraft,
s. R/AH ALV-9610 sin; H-N061129, LiH ALV-9610 s/n: AZ11068. Installed

0 sfn: 7021002, installed new alternator Hubs p/n: 646655 jaw maintenance
scraft, Operational check OK, v

send out for overhaul, Lefl hand DCF9280D9/T3 s/n: 950222, Right hand
Aled governors as per maintenance manual. Ground run Operational check Ok.
50222, Right hand DCF920D/T3 s/n:950215. Reinstalled governors as per
An Operational chack Ok,

1672022
S/N 950215
J401 & TBLT 5-7, SB: ASB3273A
sssories Of Oklahoma, Inc. PO # PO22-22014

n 3/1812022
+~T3 8/N 950222
i 780401 & TBLT 5-7, SB: ASB273A
Acesssories Of Oklahoma, Inc. PO #: PO22-22914Reinstalled governors as per maintenance
new gasketl, Ground run Operational check Ok,

ork hereon described Is/are certified
Getwise spacified).

WORK

e
AUTOPILOTS Hangar 23, Tulsa international Alrport-Tulsa, OK 74115

CENTRALI‘NC (918)836-6418

ordered one serviceable tank and a new pum i i

: P. Installed the serviceable alcohol tanks with
operational check of system. Instafisd STC fuel tank | i
serviced, and installed rear ba e o6 e LA993g8 o
Discrepancy: 9
Forward stop; were missing on the pllot seat,
Found stops in the a/c and Installed with new haits.

new pump. Performed

Lt artment. Installed ox
ggage relainer in the nose baggage compadmeﬁt. vgen botte

The aricles and/or work hereon described is/are cortified
airworthy (unless otherwis ifled).

Autopilots Central, Inc,
FAA CRS CM2ZR747,
Authorlzed Signature

A Sh\ \’l/




" MARC,INC., 4090 AIRPORT ROAD
BOLT
O AUGUST 2022 AIRFRAME CESSNA 340A LTON. M5 39041
N242KA IN: 34041802 HOBBS: 44911 actt: 44 1 {

K

PILOT REPORTED LETWING LOCKER TANK CIRCUIT BREAKER POPPE

D. REMOVED
{ND REPLACED LH WING LOCKER FUEL PUMP WITEI NEW FACET PN: 480654 TAW
oaN é\groA?IFICATIONs INSTRUCTIONS/DRAWINGS. REMOVED AND CORRECTLY
REINSTALLED LH WING LOCKFR TRANSFER BULB. PERFORMED LEAK CHECE
pUMP FUNCTION CHECK. 3 ";Aﬁ . Creaty
D. McLAIN WALKER AP4269034 e e

P ' . . e
| .
. 1

ch "‘LDTS Hangar 23, Tulsa International Airport-Tulsa, OK 74115

| ENTRALIMC (918)836-6418

Date: 2/11/2022, Aircraft; N242KA
N242KA C240A s/n; 340A1302 Hobbs: 4443.3
MA22-06644 Date: 02{11/2022

—

Discrehancy. 1

Need to perform basic engine set up to get fuel flows to match.

4. pPerformed ground yun and and found fuel flow settings were out of fimits on both engines. Adjusted full power fus!
flow pressures and manifold pressures, Adjusted right engine propelier governor for 2700 RPM. Verified alpha angle
seftings on both VAPC's. Adjusted fuel fiows for climb power settings for RAM series VI engines. Adiusted right
engine idle speed and mixture sottings. Flew a/cto 10,000 feet and set EGT sellings per RAM specs.

2. Right engine oil temperature fluctuates in cruise and descent flight, Removed number 2 cylinger induction pipe to
get access o the oil temperature plug and connector piug. Inspected wiring and found no defects. Retentioned pins
in the connector plug and reconnected plug to probe. Indication was normal on ground run up.

Note the following items wete noted when the a/c was flown. 1. Right engine threttle control is very stiff. 2. Turn and
Bank instrument for the yaw damper does not indicate a turn, The flag does pull but the Yaw damper is not working.
3. You do have a Turn Goordinator on the pilots panel and it works OK.

Disorepancy: 2

Need to replace the cabin upper door inside handle tension washer, Part number 511 1520-3 was ordered 1/31. See

IPC figure 23 tem 22E.
Removed top door handle and replaced tension washer 5111520-3. Reinstalled handle and pin assembly, Handle stitl

has excessive play. Handle needs replacement.

The articles andfor work herean described istare cerlified
airworthy (unless otherwise § ecified).
Autopilots Gentral, Inc.

FAA GRS CM2RT747K -
Authorized Signature BSOS R

e ———

I 1 1 t -
. October 7,2022 N242KA Hobbs: 45391
1.C/WAD 7000-01-16 Exhaust inspection dated February 15, 2000 by visual inspeed cepara, (b). This AD is ]
. dueevery 50hrs, TIS. Next due at Hobbs: 4589.1 ‘ <
Legacy Air, Inc ‘
11905 Corporate Way
Broomfield, CO 80021
303-404-0277

Curt Lee Power
A&P 2882132

SUB-TOTALS this page

TOTALS—Carry forward to next page




Page No.. . > P].AWI(INS JET CENTER ")’

JACKSON, MISSISSIPPT

AED—
N2AZKA Aircraft  Date 3-13-2023 Total Timé 46269 Hour iMeter 4626.9 IFORMING WORK

C/W AD2016-17-08 Elevator trim tab hard inspection. /W AD2000-01-16 para b,e & e, CIW AD2004-21-
05 Heater decay test. C/W AD2004-25-16R 1 Fuel regulator shut off valve ingpection. ELT inspected per
FAR 91.207(d). ELT battery replaced. New expiration date (April 2025). Aireraft jacked, Cleaned inspected
and repacked all wheel bearings. Replaced seals in rt brake cylinder. Bleed system, Replaced rl brake

: linings. Greased landing gear. Cycled landing gear. Retract and extension operational check OK. Vacuum
: gauge replaced with servicable unit p/n C668519-0101 model 1G3-9 s/n 6 W, Prop deice amp gauge
replaced with serviceable unul, Operational sheck OK. Replaced three missing vorlex generalors, Replaced
seal in 1t wing fuel selector valve drain valve. Rt wing aft fuel tank drain valve replaced p/n 52485-2,
Replaced vacuum retief filters p/n B3-5-1. HSI and remote gyro removed. Weight and balance updated.
| Adjusted aileron rigging per maintenance manual. Rudder trim indicator adjusted. Reinstalled lLydraulic
pump on it engine after overhaul. Heater combustion air duct replaced. Lt wing locker fuel tank flow sensor
replaced with p/n ON-1 s/n 221114-006. Serviced brake reservoir, Cleaned fuel strainer. Lubricated aircraft
Engine washed and ground ran. Operational checks OK. No leaks noted. '

I certify thall this aircraft has been jnspesled in ac gprdance with an ANNUAL inspecti i
fy that pection and yas determined
to be in airworthy condilion..j/tej‘gc%’ zg‘Vbﬂf‘fﬁ AR SF T 7T 52-_/¢

i 1 |

MARCH 14, 2023 LOG BOOK ENTRY N2423KA HT: 46282 WORK ORDER # 7880

i REMOVED: GARMIN GNS 530W P/N 011-01064-00 S/N 23803384 AND SENT TO GARMIN FOR REPAIR ' -
‘ UNDER RMA# 162536070 REINSTALLED AND TESTED FOR FUNCTIONALITY

WEIGHT AND BALANCE NEGLIGIBLE

| HEATH AVIATION
: FAA CRS# HVDR337X ]
[Madison Air, 7450 Old Canton Rd., Medison, M5 39110 (601) 8530358

Airframe Mainienance Entry N242KA 06/08/23
‘ HOBBS: 4724.0

lnstalléd new Blower switch PAN 0840-4103. Installed new ica light PN GE'.
1385 on LH outboard wing, and naw flash ube PN TR-55-0221-1 on RH sida.

| Ops. Check good.

! '
\  Madison Alr, 7450 Qid Ganton Fd., Madison, MS, 32170 (807) 853-1960

. . [eatihe
i Austin T. Prejean ‘ T o : . ey
| Frejean Alrframe Maintenance Endiy RH Enging MZ428A O7:0523

Uessna 3404 SIM: 340A1 802 Hobbs: 1301.3

| Rf_l)mj‘ue? [NOP LH E\/’iagne’lo P/N {332(_) S/N 21040873 and instalied overhauled Magueto P/AN 6320 3/N L-
%; —;’ L Timed magnetos to 21* before TOC, AW whd Cessna 300 servies AMM and TCM series TS10-5207
i, |

| .

 Stephen-A, Pittiman A¥ pending

Wer/7 &
‘=

|
. i

SUB-TOTALS this page

TOTALS—Carry forward to next page




18 No.

TOTAL

DATE TNE

SERVICE

TOTAL TACH OR

TIME RECOHRDING DESCRIPTION OF WORK PERFORMED—

SINCE METER SIGNATURE & CERTIFICATE NO. OF PERSON PERFORMING WORK
OVERHAUL. TIME .

Madison Air, 7450 Ofd Ganton Rl Madison. MS, 39710 (607) 853-1960

TOTALS brought forward from previous page

emoved LH Magneto P/N 6320 S/N L-05214 and instalied inspected Magnelo P/N 6320 5/N 18031095,

Alrirae Maiienance Baley MM Engine  N242KA eviwEy
Cessna 3404~ S/N: 34041802  Hobbs: 47626

imed Miagnetos 1o 2 1% before THC. TAW with Cessna 300 series AMM and TCM series TS10-520 MM, i

igphen 4, Liliman AP pending — S
W ~ ‘ Airfrarne Waintenance Entry N24z2KA OF/2512023
. R HOBBS: 4771.5

i Madison Air 7450 Ofd Canton Rd., Madison, MS, 39110 (601) 853-9358

Installed new Michelin 6 50-10 tire LH main P/N 078-356-0 S/N 6193800151,
installed new Michelin 6.50-10 tire RH main P/N 078-345-0 S/N 3056 T0050%5, '
Removed AFT cabin A/C blower motor, Replaced with New P/IN JBS275-5 —_—

Cleaned R/L ENG fuel injectors, replaced atomization rail o-rings P/N MS528513-
010

o

| Stephen A, Pittman AP Pending

Jadison Air, 7450 Old Canton Rd., Madison, MS, 39110 (601) 853-9358

v = S

Alrframe Maintenance Eniry NedzWA  O8/6323

emaoved vACHIM pump

ith OVERHAULED vacuum puing SN 204466 P/N RAPA42CW-6 Ground rur

i

epiaced (4} ea LH engine mount isolalor assemblies PN J-9613-58 Torqued

agire rnount boels

tephey A, Pittman AP 4

on

iPerformed Annual Inspection in sccordance with Cessna 340 series service nanuat chapter 2

|1 certify this aircraft has been inspected in accordancs with an ANNUAL INSPECTION an_d_"

Ideterminedyfo be in an ail-wo%nditim).

HOBES: 47805

RH engine S/N: 12AC906 PIN 442 CCW-G. Replaced

Wadison Air, 7450 OId Canton Rd., Madison, MS, 39110 (601) 853-1960

Rirframe WMaimenance Entry  N2426KA  2/26/24
Gessna 340A  S/N: 240A-1802  HOBBS:4855.0 TTAF: 4855.0
HEATER HOBBS: ,

Removed inspected and tested ELT IAW FAR 91.207(d) Battery due date 4/23. Removed inspection -
panels lubricated all control systems. inspecizd controf cables and pulleys. Jacked airera fi remaved wh
and inspected and repacked all wheel bearings. Performed gear swing lest normal and emergency. Cha
battery and imspected elecirical systems. Inspected fuel screens. Inspected vacuum filters, instatled a3
Donaldson cngine air fHiters PN PI2E156. Removed engine driven hydradic pump and replaced
OVERHAULED hydraulic pump P/N 24343LAD S/n 599041 SSM. Remnoved Auto pilot compw
repair see 8130 for this date. Reinstabied auto pilol components after vt pair and verified correct fiu
Fipaing IAW Cessna 240 service manual chupter {-ZInstalied new P/N 0840-4103 A/C blower ;
switch. Serviced hydrantic and brake reservoirs with 5600 fluid. Complied with AD 2600-0 L-16:pe
(c) and (&) paragraph (b) and (f) due 4825.0. Performed pressure decay test of heater Per AD-17-
due 2/26/24 or 4895.0. Compiied with AD 16-17-08 next due 4065,6, Complicd with AD 23-
due 2/26/25. See also ALY iisting this date for [l compliance sheet, '

ground run and operational checks, No defects noted at this time.




Page No.

TOTAL TOTAL TACH OR

TIME TIME RECORDING
N SINCE . METER
SERVICE OVERHAUL TIME

DESCRIPTION OF WORK PERFORMED—
SIGNATURE & CERTIFICATE NO. OF PERSON PERFORMING WORK

J___ 1

L

[

TOTALS brought forward from previous page

ATC Trausponder tests and inspections as required by
FAR 91.413 JA/W FAR 43, Appendix “F”, have been
performed:

‘lransponder #1 Model _ GTX330ES_{S/N _ B4133215

Transponder #2 Model __ GTX345_f | SN _JF 1604

TN
Date _ 02/26/24 __ Signature M%‘i o
Work Order No. _18571_

AURIC AVIONICS & INSTRUMENTS
6109 G. BELLANCA ST. NEW ORLEANS, LA 70126
FAA APPROVED REPAIR STATICN NO; UAWR246L
504-245-0072 PHONE
504-245-2495 FAX

The following altimeter system and aftitude reporting
equipment tests aiid ispections 45 required by FAR
91,411 JA/W FAR 43, Appendix “E" have been performed:
APPENDIX “E”

Para (a) Static System ___02/26/24____ (date)

Para (b) Altitnefer (s)
Pilots PFD__FFD1000_ Pilot's MED __EFD1000__
SAT_9712930_ S/N__9712038_
Siby Alt EAROLA /N 2660
Tested to 35,000 feet’

. ] Date  02/26/24 __

4 m

Para (¢) T}éﬁ@ﬁ% \Test __ 02/26/24___(date) «
Signature |, ; Work Order No. 18971 _
AURIC AVIONICS & INSTRUMENTS
6109 G, BELLANCA ST. NEW ORLEANS, LA 70126

FAA APPROVED REPATR STATION NO: UAWR246L,

Madison Air MX, 7496 Oid Canton Rd., Madison, MS, 39110

Airirarse Maintenance Entry Nzaz2WA 4224
. HOBBS: 4836.3

Removed INOP RH vacuum pump P/IN RAP442CW-6 S/N 204466, installed

Overhguied pump P/N RAP442CW-6 S/N D11117. Ground OPS check Good,

e

Charles R Taylor AP3734998

Madison Air MX, 7496 Oid Canlon Rd., Madison, MS, 39110

Airframe Maintenance Entry N242KA 7118124
HOBBS: 4930.9

Removed INOP RH vacuum pump RAP442CW-6 S/N D11117. Installed

Ovejrha ed pump B/IN RARP442CW-4 S/N 207935, Ground OPS check Good. -

harles R Taylor AP37349%6

Madison Air MX, 7486 Oid Canion Rd., Madison, MS, 39110

Airframe Maintenance Entry N242KA  10/15/2024.
HOBBS: 4968.2

Remaved INOP RH vacuum pump RAP4420W-4 S/N 207935 Inst'alled
Overhauled pump P/N RAP442CW-6 S/N 210560. Instalied New CHT Probe

PIN AA8B1. Ground OPS check Good.

(@1, Prejean A&F 45568186

SUB-TOTALS this page

TOTALS—Carry forward to next page




fage No,

TOTAL TOTAL TACH CR
A .
DATE TmE ;%EE HEM%I:_\E;NG DESCRIPTION OF WORK PERFORMED-—
SERVICE OVERHAUL TIME SIGNATURE & CERTIFICATE NO. OF PEASON PERFORMING WORK

Wadison Air MX, Madison, MS. __ b/H/2S can
Ajrframe Maintenance Entry MN242KA

b

Cossna 340A  SIN: 340A-1802  HOBBS:4975.4 TTAF: 4975.4
, HEATER HOBBS: 302.2

Removed inspected and tested ELT 1AW FAR 91.207(d) Installed new BP-1020 battery pack replacement
due 7/27. Removed inspection panels lubricated all control systems. Inspected control cables and pulleys.
Jacked aircraft removed wheels and inspected and repacked all wheel bearings. Performed gear swing test

normal and emergency. Charged battery and inspected electrical systems. Inspected cleaned and reinstailed
fiuel screens. Inspected vacuum filters. Installed new Donaldson engine air filters P/N P128156 IAW

section 2-47. Serviced hydraulic and brake reservoirs with 5606 fluid, Replaced all fuel cap O-Rings and

lubricated fuel caps. Lubed aircraft 1AW service manual section 2-5 section See AD listing this date for full
compliance sheet.

Performed Annual Inspection in accordance with Cessna 340 series service manual chapter 2A and AC43-

13. Performed ground run and operational checks. No defects noted at this time.

I certify this aircraft has been inspected in accordance with an ANNUAL INSPECTION and was
|determingd to be4n an airworthy condition.

7
fiarles R Taylor A&P 3734996 1A

SUB-TOTALS this page

TOTALS—Carry forward to next page




