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Log No.

Aircraft Registration No. NZ'Z}»Z' Kﬂ

Engine Manufacturer. (:' Oﬂ’\'\ ne,r\m

Model_ 1 SI0-520-N 1B

seriatNo, A 1ARL-12Y |

Date installed on aircraft OB jﬁNUAﬂY Z@ZZ_
Time Between Overhauls (TBO)ML Hours

If used on multi-engine aircraft:

[ Right D left

Waco Regional Airport
7505 Karl May Drive * P.O. Box 5219 = Waco, Texas 76708
Phone: (254} 752-8381 Fax: 254-752-3307
www.ramaircraft.com

"l OGBOOK FORMAT REPRINTED WITH THE PERMISSION OF AEROTECH PUBL[CATIONS, INC., THE ADLOG {™} SYSTEM, COPYRIGHT 1979.”
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TOTALTIME IN TOTAIL"T'ME RE?S:DCI’SG DESCRIPTION OF WORK PERFORMED—
DATE SERVICE SINCE SIGNATURE & CERTIFICATION NO. OF PERSON PERFORMING WORK
OVERHAUL METER TIME
TOTALS brought forward from previous page

Totat Total

Time Tima Recording . Sm i — = —

Date In Since Meter RAM Aircraft, Limited Parinership « Waco Regional Airport

Service Overhaul Time ; —

11/18/2021 6398.4 0.0

CONTINENTAL TSJO-520-NB Series VI Left Engine S/N 217891-73K

Above referenced engine overhauled to new parts limits per FAR 43.2(a)(1)(2) to conform w/CMI SM X-30574 and

CMI M-0 Standard Practice Maintenance Manual. Applicable AD’s and Service Bulletins C/W at this time. All gears
cleaned, polished when required, inspected, magnetic particle inspected, and no cracks found. Finish and dimensional
limits within RAM Gear Inspection Specification No. 1818, Rev. P dated 07/19/2017. Above referenced engine modified
to TSIO-520-NB 335 HP per STC SE4327SW-D Rev4. Installed new RAM camshaft p/n 1058-20, s/n XJ20184 per
STC SE43278W-D. Installed new lifters p/n- SA628488 (int), p/n SAB46277 (exh). AD 10-11-04 n/a to lifter p/n
instailed. AD 87-26-17 c/w per installation of overhauled VAR crankshaft p/n 642396, s/n G025 per TCM CSB96-8.
C/W ultrasonic inspection per MSB96-10B, due at next overhaul or when crankshaft removed. AD 98-19-01 n/a per
crankshaft date of manufacture /AW TCM MSB99-3C. AD 2000-23-21 NJA to crankshaft serial number/date of
manufacture A/W TCM Mandatory Service Bulletin MSB00-5D. Engine assembled with new RAM crankcase p/n
2822-08, s/n 21G0329. Installed new Superior steel cylinders. Installed overhauled oil cooler p/n 2600-1, s/n 31984,
C/W AD 89-24-01 R1 per instailation of starter adapter p/n 642085A4 with current scavenge pump gears, AD 2012-10-
13 and MSB11-4B Starter Adapter inspection. N/A per p/n installed. Installed new RAM/FAA/PMA fuel nozzles p/n
2562-14D. TCM Service Bulletin SB0O6-1A NJA per installation of RAM fuel nozzles. Engine accessories exchanged for
overhauled or new units with exception of prop governor, alternator, vacuum pump, hydraulic pump and tach
generator which were not installed per this work order. New Slick pressurized magnetos p/n 6320 installed per STC
SE468515W-D and pressurized. Slick Service Bulletins SB1-12 (Points assy.), SB1-19 (Impulse coupling stop pins) and
$B2-19 (Impulse coupling rivets) N/A per S/N or the manufacture date. MSB94-8D on magneto timing procedure ciw
per timing to STC degree requirements with TDC locator and protractor with pointer. Engine modified to TSIO-520-NB
per Continental Service Bulletin M-75-6 Rev. 1. P/N 652130 & 652131 rocker arms installed. Installed RAM FAA-PMA
oil cooler baffle p/n 1253-1, rocker arm cover gaskets p/n 1387-1, spring loaded induction clamps p/n 1170-2 and
double clamp p/n 1170-5. Category 1 thru 3 CMI Service Bulletin Compliance Listing in RAM Manual. Engine ground
run on test stand per RAM specifications for 3 hours. Engine run-in with Aeroshell 100 Mineral oil. See RAM
Recommended Oil Grade Maintenance Tip MT-1 for recommended oils. Engine approved for return to service for the
work performed. Engine preserved per Continental M-0, Standard Practice Maintenance Manual temp. storage up o
90 days. Pertinent details on file under Project No. 10052,

C - > e

RAM Aircraft, Limited Partnership, P.O. Box 5219, Waco Texas 76708 CRS VA1R551K

SUB-TOTALS this page

TOTALS—Carry forward to next page
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TOTALTIME TACHCR
DATE TOTALTIME IN SINCE RECORDING DESCRIPTION OF WORK PERFORMED—
SERVICE
OVERHAUL METER TIME SIGNATURE & CERTIFICATION NO. OF PERSON PERFORMING WORK
wo: PS21261 Engine L - page 1 of 1

Alraaft Maintenanoe,

DI ARIE %%

Plane Sale Aircraft Maintenaace, Inc. - 503 Wasl siuemound Rd - Waukesha, Wl 53188 . 262-547-1800

N242KA January 03, 2022
Hobbs: 4438.1: TSOH: 0.0

1. Compiied with annual inspection 1AW FAR 43.13 Appendix D, using the Gessna 340 M/M as a guide.

2. Cleaned, inspected and lubricated all engine controls. .

3. Cleaned left engine bay for inspection and new engine Instaliation. Removed all dirt and debris. Polished entire bay to
remave any light corrosion. Cleaned inside the canted bulkhead. Removed exhaust staining from channels inside the
canted bulkhead and from the firewall. Cleaned area behind the canted bulkhead where the turbo is mounted.

4. Cleaned induction box, alternate air mechanism and induction tbing. Cleaned all controls and supports. Cleaned oll,
dirt and debris from wiring harnesses. Gleaned all Engine pre-heat components and inspected for installation. Cleaned
and inspected all other miscellansous components removed from left engine bay.

5. Removed worn sealant in left hand engine bay and applied new sealant. Installed P/N GS-1900 - Firewall Sealant.

6. Installed OVERHAULED left engine IAW RAM STC SE4327SW-D. Slick Magnetos Installed 1AW RAM STC SE4651 SW-
D. All Components instalied to include O/H turbo and turbo system components. O/H Fuel System components. Al
NEW engine compartment hoses. Installed exhaust and turbo system with new hardware and clamps. Instalied fuel
controt and secured as needed. Mounted engine to airframe and torqued engine mount hardware [AW Cessna 340

F Totque procedures, Secured hardware with new locking tabs. Routed all hoses and wiring free and clear of obstruc-

tions and controls. Operated fuel system for leak check, no leaks noted. Inspected and replace wiring terminals as
nesded, made all connactions to respective components. Installed shrink tubing on terminal ends as needed for anvi-
ronmental protection. Installed spiral wrapping on wiring where needed to prevent chafing. Secured all wiring an hases
as needed to prevent chafing and provide security. Applied RTV to passage holes as needed. Connected all engine
controls, performed rigging checks and secured with cotter pins. Repaired ground terminals on left and right mag-
neto harness, connected P-leads and secured harness as needed. Performed operational check on rnagheto wiring.
Performed pre-oll procedure 1AW TCM TS10-520 Engine Pre-Off Instructions. Performed Initial run-up and initial leak .
checks, all checks are satisfactory. :

7. Completed TCM SID2006-01, Ram fuel system flow/pressure setup. All parameters are achieved as per the SID,

8. Installed serviceable Tanis heater system on left engine. Removed harness and wiring from old engine. Routed
harness on new engine and secured as needed. installed all cylinder probes on cylinders. Installed heater pads on
upper case and oil sump. Secured all connections. Drilied hole for powet light and installed unit. Performed operational
chack, all checks good at this time.

g. C/W AD 00-01-18, para’s. B, C, D, E and F on left engine. Para. G completed on 12/04/2020 and is due at next engine
&vet)rgaul or 12 years, 12/04/2032. Para. B due 4488.1 Hobbs. Para’s C & & due 1/2023. Para's D & F due 4838.1

obbs.

10. AD's checked through Bi-Weekly 2021-23.

| Certify that this engine has been inspected AW an Annual Inspection, is found to be in an alrworthy condition and is
approvgd for returh to service. Details of work performed are on file with Plane Safe Alrcraft Maintenance, Inc. under work
order: PS21261. .

William Polachek Airframe & Powerplant A&P2848502 &MM

[ - | | |
I 1 LI i

wo: PS22004 Engine L. - page 1 ol %

pransSarr

Planie Safe Alreraft Maintenance, Inc. - 503 West Bluemound Rd - Waukesha, WI 53188 « 262-547-1800

N242KA - . January 18, 2022

1. Performed fuel adjustments on left engine 1AW Ram SID2006-01 for STC # SEC43275W Series V!. Made all adjust-
ments needed with Cal-Aero fuel calibration meter/unmetered test box. Several engine runs and adjustments required
-to acquire proper fuel pressures and flow. Performed operational check, all checks satisfactory at this time. After
completion of flight test, fuel adjustments were required, made further adjustments to get proper flows and pressures.
All checks are good and test flight performed satisfactorily.

With respect fo the wogk performed, this engine i is approved for retum to service. Details of work performed are on file with
Plane Safe Aircraft Maintenance, inc. under work order: P§22004.

Adam Kaul Airframe & Powerplant 3879286 ‘Q@ b \é‘ "Q
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[ N .

~AUTOPIL
c

Discrepancy: 1
alternators
ALVEB10 s/in:d

Discrepancy: 2

Sublet Service

Parformed By

Sublat Service

Discrapancy: 1
Discrepancy.
Autopifet Turt

Subiet Service

specifications.
1997.

Removed gagd

Description:

Performed BY
Discrepancy’

Date: 4/05/2022; Apreraft: N24ZKA
N242KA 340A sin: 1302 Hobbs: 4443.3

MA22-08675 Date: 04/05/2022 /

Remove bolh alternators for exchange with RAM Alrcraft.
Removed left and right hand alternators. RIH ALV-8610 sin; H-N081128, L/H ALV-9610 s/n: A211086. Instailed

manual . Paralleled alternators to aircraft, Operational check OK.

Remove propelier governors and send out for overhaut, Left hand NCF928009/T3 sin: 950 i

: ; 222,
DCFa2¢eD/T3 sin:950215. Reinstalled governors as per maintenance marual. Ground run Operiilgg;rsr?d K Ok
Lsft hand DCnggODQITfi sin: 850222, R_wght hand DCF820D/T3 s/n:950215. Reinstalled governors o '
maintenance manual. Ground run Operationai check Ok. o

Description: DCFS29008-T3 SIN 950215
Overhauled 1AW manual 780401 & TBLT 5-7, 8B: ASB273A

Overhauled [AW manual 780401} & TBLT 5*7, SB: ASB273A
Performed By Aircraft Accessories Of Oklzhoma, inc. PO # P0O22-22814Rel i
manual. jnstalled with new gasket. Ground run Operational check Ok, nstalled governors as per mantenance

The articles andfor werk nereon described Isfare certifled
airworthy (unless otherwise specified).

M ! :__! ':' \Y ;e-'-
: . ! R B SR PO

Date: 4/05/2022; Ar
N249KA C-340A 8T
MA22-06671 Date!

Limitations placal
1. \nstalled requ

performed By: PO

i 23 . .
E{liz(?}rteepr?;igi yage oil temperature 13 reading 40 degrees jows? than actuai temperature.

Cabin pressur
Need Lo conné

e

Hangar 23, Tulsa Internati i g
(918)336-6415 ational Airport-Tulsa, OK 74115

TS,
EP?TRALM

po0c003 and ALVO510 sin: 7021002. Installed new atternator Hubs p/n: 646655 jaw maintenance

completed; 3/ 6/2022

Aircraft Accessories Of Okighoma, Inc. PO #: PO22-22914

completed: 311612022

AMING WORK

e

2

AUTORG R

TS Hangar 23, Tulsa \nternationai Airport-Tulsa, OK 74115
: (918)836-6418

raft N242KA
m: 1302 Hobbs:4443.3
04/06/2022

i is missing and is a requirad placaid.
red piacard on the pilots side wall below the window,

coordinator vaw dampener is not working.
and sent 10 Porier Strait for repair. Reinstalied repaired gyro.

{0
Remmoved 9Y70 & @ pleted: 3/2812022

A0A (43080-000) 509-001-809 TS200-2B S/N 4045
=ned unit; found rotor focked up. Removed rotor assembly. Removed bearings and cleaned

performed: O . . k
\rfgto{:? aszeombly f5.p|ac,ed bearingds. Balanced rotor assembly. Reinstalled rotor. Balanced and calibrated unit to
Output ok, rate ok: center ok, Repaired and cedified reference manuat 570-0016-001, Qctober 31,

fer-Straft instrument Ce., Inc. PO #: PO22-22926

& and sent to Porter Strait Instrument shop for test and calibration. Installed repaired gage.

ed: 3/23/2022

ioa Complet .
Sublet Sevice FTENGINE GAGE S/N: 089146

d: Tested unit and found CHT 25 degrees low, oil temp 30 degrees low. Re-calibrated both temps to

me
g‘;ﬁ&igg;& ested ofl press ok, Reference manuai 18-100-(), change 2, September 1994,

. Porter—Stra':t instrument Co., Inc.

zation P! was low when a/c was flown on March 3rd.
o pressurization cart and pressurize cabin. Blow afc on March 16. Had 9.6 psi from the pressurization

e ——




a Interpational Airport-Tulsa, OK 74115

_ Alroraft.
_\-9610 sin: H-

21002, instailed new alternator Hubs p/n: 646655 faw maintenance
serational check OK.

for overhaul. Left hand DCF9290D9/T3 s/n: 950222, Right hand
vernors as per maintenance manual. Ground run Cperational cheek Ok.
Right hand NCF920D/T3 s/n:950215. Reinstalied governors as per
(ational check OK.

NOB1129, LIH ALV-9810 s/n: A211058. Instalied

2

g B: ASB273A
. TBLT 5-7, SB:
e:, Of Oklahoma, Inc. PO #: P022-22014

.B/2022
SIN 95G222

4G1 & TBLT 5-7, SB: ASB273A .
:;so:ies 0Of Okiahoma, inc. PO # P022-22914Reinstalled governors as per maintenance

¢ gasket. Ground run Qperational check OK.

_hereon described isfare certified

wise specified).

AMING WORK:
A —

e

A
. AuToplLOTS
CENTRAL..

cart to get 2.6 psi in the cabin. Noted the foliowing leaks. Rear cabin drain valve is leaking. Beli i i
badly. Copilots defrast duct is leaking. Forward duct from the ram dump valve to the heafger is ayrﬁégg??eggziﬂq%e
ram dump valve housing is leaking.
Made the following repairs. Cleaned dit out of the rear cabin drain valve. Made fiberglass repair to the duct and
reinstalled hose, Gained access to the beliy strobe unit and sealed from the cabin side. Replaced forward duct from
;?:rﬁ? dump valve to the heater. Sealed body of the ram dump valve. Blew cabin a second time and had 8.2 psi
fom t g cart to get 4.2 psi in the cabi. Closed up cabin floor and nose baggage areas. Flew a/c on March 28 with
Disgrepaﬂiﬁfg’”' Had 4.2 psi off both sources, 3.2 off the left engine only and 3.5 off the right source only,

Neeq to selrvice tira pressures for afc flight.

Serviced tire pressures on March 23rd.

Discrepancy: 6

girlconditioner system is not cooling,
ained access to the sepvice porls. Connecled gages and run aircraft to check pressures and cooling temperature.

ggund the freon pressures wers extremely low. Serviced with 2 Ib; R-12 Freon. System Is now cooling with a
degree drop at the rear cabin outlet, The forward outlet at the pilols position has a 10 degree drop. This is normat

C(')O“ng' Installed rear baggage floor boards and right engine nacelle paneis.
1 | Discrepancy: 7

Propeller deice amp gage does not indicale but the boots are heating correctly.
Gained access to the propeller deice amp meter. Removed shunt from back of gage and cleaned contacts. Installed

the shunt with incorrect heating indlcation. Removed gage and sent to Porter Strait instrument shop for repair,

Rginsta%led gage with correct indication.
. | Discrepancy; 8
- | Windshield alcohol system is not working. Had yell Junk

i g. Had yellow orange jurk come out of two spray holes and then plu
;f;l;;vvasdrmted on the flight on March 3rd. fight. ) PussEs

ed the nose baggage aft buikhead and oxygen botlle to gel access to the spray bars. Operated system wi

‘ . . with
intermittent flow. Kept getting orange sticky balls out of the system. Flushed alcohol tank several times zvith same
intermittent operation, Removed STC fuel cell in the right baggage locker to remove the alcohol tank. Found the tank
was severely contaminated and the pump was full of contamination. Aftar several times of fiushing the tank we

Hangar 23, Tulsa Internationa! Airport-Tuisa, OK 74115
(918)836-6418




Page No,
TOTAL TIME TACH OR DESCRIiPTION OF WORK PERFORMED—
DATE TOTALTIMEIN SINCE RECORDING SIGNATURE & CERTIFICATION NO, OF PERSON PERFORMING WORK
SERVICE OVERHAUL | METERTIME
Model ~ 340A Interstate Turbine Management DATE 5/12/22
SN 340A 1802 6070 Perimeter Rd. Hobbs 44675
Reg#  N242KA North Charleston, SC 29406 WO# 28811
Installed overhauled starter on lefengine P/N MHI-4003 S/N 6P002121. Ground check goad. ,
CRS#11BR578Y
7
( D. BOLTON, MS 39041
IS TIOS20MB RO@N- S SOLTIR
1‘ 30 AUGUST 2022 LH ENGINE TS()-“53 0" :
© N242KA HIOBBS: 44911 : 53, |

PERFORMED COMPRESSION TEST AND BORESCOPE JAW WITH CONTINENTAL SB3-
03. 1) 76/80 2) 72/80 3) 68/80 4) 66/80 5) 74/80 6) 68/80 MO: 44

-2. CHECKED FILTER, MINOR
CHANGED OIL AND FILTER WITH NEW P/N AA48108

NON-FERROUS PARTICLES NOTED. SERVICED ENGINE WITH 11 QUARTS PHILLIPS
100AW. WASHED ENGINE AND GROUND RUN. NO LEAKS NOTED.

D. McLAIN WALKER AP4269034 (1_“3fA S$a Fo UG L
R | ' —

i -

| I |
- A

AUTOPﬁ.OTs Hangar 23, Tulsa international Airport-Tulsa, OK 74115

r n (918)836-6418
CENTRAL,

¢

Date: 2/11/2022; Alrcraft; N242KA .
N24ZKA C340A s/n: 340A1302 Hobbs: 4443.3
MA22-06644 Date: 02/11/2022

Discrepancy: 1

Need to perform basic engine set up to get fuel fiows to match,

1. Performed ground run and and found fuel flow settings were out of limits on both engines. Adjusted full power fuel
flow pressures and manifold pressures. AdJusted right engine propalier governor for 2700 RPM. Verified aipha angle
seltings on both VAPC's, Adjusted fuel flows for climb power seftings for RAM series VI engines. Adjusted right
engine idle speed and mixture seltings. Flew a/c to 10,000 feet and set EGT settings per RAM specs.

2. Right engine all temperature fluctuates in cruise and descent flight. Removed number 2 cylinger induction pipe to
get access to the off temperature plug and connecior plug. Inspected wiring and found ne defects. Retentioned pins
In the connector plug and reconnected plug fo probe. Indication was normal on ground rua up.

Note the feliowing items were noted when the afc was flown, 1. Right engine throttle control is very sfiff, 2. Turm and
Bank instrument for the yaw damper does not indicate a turn, The flag does pull but the Yaw damper is not working.
3. You do have a Turn Coordinator on the pilots pane! and it works OK.

Discrepancy: 2

Need to repiace the cabin upper deor inside handle tension washer. Part number 5111520-3 was ordered 1/31, See
IPC figure 23 item 22E.

Removed top door handle and replaced tenslon washer 5111520-3, Reinstalled handle and pin assembly. Handle still
has excessive play. Handle needs repiacement.

The articles and/or work hereon described Is/are certified
alrworthy (unless otherwise £ ied).
Adutopitots Central, Inc
FAA CRS CM2R747K
Authorized Signature

I TT1TIT1]

Ly oo s |
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ToTALTIVEIN | TOTALTIME TACH OR DESCRIPTION OF WORK PERFORMED--

DATE SERVICE SINCE RECORDING | S|GNATURE & CERTIFICATION NO, OF PERSON PERFORMING WORK
OVERHAUL | METERTIME

TOTALS brought forward from previous page

[ T dopesiaszet oorz20z2
JCessna 340 L/H #1
J Balanced propeller using Aces 2020Pro balancer. i

Starting Vibration: 511PS @ 183°

s @ 282° on spinner backplate.

}Weight installed: 31.3 gram
J Ending Vibration: 051PS @ 176°
\ |
|

Eugene J Botts A&P 3034504 y

|-
l.

|

October 7, 2022 NZ42KA Hobbs: 4539.1
L. C/W AD 2000-01-16 Exhaust inspection dated February 15, 2000 by visual inspection per para. (b). This AD is
' due every 50hrs. TIS. Next due at Hobbs: 4589.1.
‘ 2. Changed oil and filter, filter inspection normal, installed new CH48108-1 filter
Aeroshell 100W oil. Run up and leak check normal.
Legacy Air, Ine :
11903 Corporate Way
Broomfield, CO 80021
303-404-0277

| l I |

d sump with 11gts.

Curt Lee Power
A&P 2882132

>  HAWKINS JET CENTER

JACKSON, MISSISSIPPI

NIKA Lt Bugine Date3-13:2023  1T65872 Hm 46269 TS0 188.8

Compressién check (1} 67/80 (2) 72/80 (3) 72/80 (4) 68/80 (3) ?3/.30 (&) 70/80. Clilanged oil and filter,
Inspected ofl filter. Mo metal found. Seryiced engine with 11 ts Phillips 20W50 X/C oil. Cleaned amd

gapped spark plugs, Fuel steainer cleaned. Magieto timing checked. Pressurc tested oxhaust system. Ciw
AD2000-01-16 para (b), (c) & (&) exhausl inspection, Engine washed and ground ran. Operational cheeks

" QK No leaks noted.’

{ estify that this engine has been inspected in accordapoe with an ANNUAL inspection and was determined

to be in airworthy condition. % 4 4)’7\/ & %;W;Z 4}’('/7 215737 A A

SUB-TOTALS this page

ToTALS—Carry forward to next page




page NO.____ .
sl
TOTAL TIME TACH OR ~
DATE TOTALTIME IN SINCE RECORDING DESCRIPTION OF WORK PERFORMED—
SERVICE OVERHAUL METER TIME SIGNATURE & CERTIFICATION NO, OF PERSON PERFORMING WORK
e TOTALS brought forward fron.1 previous page
'Madison Air, 7450 Old Canton Rd., Madison, MS, 39710 (601) 853-9358 O~ 220 e
: Engine Maintenance Enfry N242KA  3/27/23 @ £ é
' HOBBS: 4646.2 gy &28
Intalled 12 new URHB32E spark plugs in LH engine. Adjusted LH magneto on o e
. i * 1 e =N
- LH epgine to 21 GEW gck OK. —_—E 2% g 5
N H H ) g - 0o
_ : EN & &
haries R Taylor AP37349961A S\ & 5%“:0 & 9
e s G W\ ZET 2in
‘Madison Alr, 7450 Old Canton Rd., Madison, MS, 39110 (601) 853-9368 ﬁ g L’i: g i 5
—H Engine Maintenance Entry N242KA 515/23 LEFT £ 'u°3 =
TACH: 4704.6 e R 5
X e 2 =S A
. i g 519
Drained engine oil. Removed oil filter and inspected with no matal i:lpted. S—— S B2
Installed new Tempest AA4108-2 oil filters, Serviced with 11 gts Philips X/C v a2 & 9
20W-60. . 3 F . i .-g.,
=+ T3 ; I ]
- p C e
groundjran with ngjeaks noted. o % e
: =2 b =
; o & 2|0,
fGharles R Taylor AP3734956 — : =8 Gad
: Madfsdn Air, 7450 Old Canton Rd., Madison, MS, 39110 (601) 853-9358 g z g =
[7"LH Engine Maintenance Entry N242IKA B126/23 LEFT o8 =
L "y TACH: 4739.4 A g P
1. g S oo g
Drained engine oit, Remoyed oil filter and inspected with no metal noted. g g % 2
Installed new Tempest AA4108-2 oil filters. Serviced with 11 gts Philips X/C e & e
. 20W-50. . g w 8o
i . . :‘ 2 - \_.p—"-'""'—l
n with ne leaks n (:.;’ g _r% (E
= {
/ 2@ o
a 2
o 5
ot Madison, MS, 387110 (8017) 85_3;93:‘3:? - E—
meg Sty NEAZKA DTI3H2S =
TaCH: 4780.% ‘
"e:g!;ej.s'ﬁngis_ife oit. Removed oil filter and inspected with no metal noted.
i neue Tempest AA4108-2 oil fifters. Serviced with 11 gis Philips X/C
S Madison Alr, 7450 Old Canton Rd., /\,4a_c1'i\<:o;‘z.ﬁwi§5, 39110 (607) 853-9358
L Englne Mainienancs Enird M24RKA 091E0MZ3
TAGH: 48158
5166 ‘
i Drainad engine ofi. Removed it filler and inspected with no mets noted. ;
R

5

g

Instatied new Tempest AAL10&-2 oil iders. Seviged wilh

An.tsiin T, Peifean A& 4558180

9 mts Philipg XiC 20W-
0.

round ran with ne leais hinted,

SUB-TOTALS this page

TOTALS—Carry forward to next page




age No.
TOTAL TIME TACH GR
TOTALY
DATE SERVIIE\:,’EE IN SINCE RECORDING DESCRIPTION OF WORK PERFORMED--
OVERHAUL | METER TIME SIGNATURE & CERTIFICATION NO. OF PERSON PERFORMING WORK

from previous page

1) 353-5350
1,909 0000

Drained engine ol Rernoved i Hiter andd mspectad with na nietal neted,

sstalled new Torapest AAGEIOE-2 il filter. Serviced vith y gte Philips X/C

IO L0 snzine ot @readd van i o jank

b,

ack M. Jones, Powsipiand 46717584

Wadison Air. 7450 Old Canton Rd:, Madison, MS, 39110 (601) 8531960

- Engine Maintanance Entry H242KA . 228724 LEFT
TCM TSIO-520-NB SIN: 217984-73K HOBRES:48545.0 TSO: 416.9

performed engine compression test 1) 70/80 2) 72/80 3) 61/80 4) 64/80 5) 68/80 6) 58/80. MOT) 47180,

Verified magneto timing. Cleaned gapped and inspected spark plugs. Cleaned fuel injectors and instatled
new vapor rail O-Rings P/N MS205 1 3-010. Pertormed induction leak *est. OPS check ali engine controls,

verformed Annual [nspection in accordance with TCM 520 series Service Manual. Performed ground run

and operational checks. No defects noted af this time.

{ certify this Engine has been inspested i accordance with an ANNUAL INSPECTION and was

Jetermis

dm/;'u»yan airwargliy condition,

g

arles R Taylor A&P 3734996 1A ‘ e

dison, MS, 39110 (601) 853-9358

Jadison Air, 7450 Old Canton Rd., Ma
N2 ZWA 324124

RY Engine Maintenanee Entry
- TACH: 4882.4
emoved oil filter and inspected with no metal noted.

arainad engine ofl. R

instalied new Tempest AA48108-2 oil filter. serviced with S gts Philips %/C

eaks noted. Lubed wastegates and slip

20W-50 engine oil ground ran with nol

Tharles R Taylor 3734896, . —— oo oo
e Madison Air Mx, Madison, MS.

LH Engine Maintenance Entry N242KA 5130/24
HOBBS: 4920.3

Drained engine oil. Removed oil filter and inspected with no metal noted.

ed new Tempest AA48108-2 oil filter. Serviced with 9 gts Philips X/C

- instail
noted. Lubed wastegates and slip

20W-50 engine oil ground ran with no leaks

- joints.

- %2
1Cha'ries R Taylor 3734996
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HAWKINS SERVICE CENTER
" JACKSON,MISSISSIPPL :
N242KA Lteng Dale; §-20-2024 Hourmeter: 4953.5

Changed oil and ﬁltér. Cut old fifter open and inspected, No metal found. Serviced engine with 9 gt.

Phillips 20-50XC. Washed and ard. ran jginc. No jeaks noted.
Jolm Snazeile A&P 3841033 ‘a., A

Madison Air MX, Madison, MS.
Engine Maintenance Entry 6/16125 LEFT

TCM TSIO-520-NB  S/N:217981-73K  HOBBS:4975.4 TSO: 537.3

Performed engine compression fest 1) 61/80 2) 58/80 3) 61/80 4) 60/80 5) 70/80 6) 59/80. MOT) 49/80,

| Drained engine oil removed and fuspected old filter no metal noted instatled new Tempest AA48108-2

| filter and serviced with 11gts 20W-50 Philips X/C engine oil, Verified and adjusted magneto timing.
| Cleaned gapped and inspected spark plugs instatled 6 new URHB32E spark plugs. Cleaned fuel injectors

and installed new vapor rajl O-Rings P/N MS29513-010. Performed induction leak test. OPS check all
‘engine controls.

ed Annual Inspection in accordance with TCM Service Manual M-O Section 6-4.4. Performed

d ran and operational checks. No defects noted at this time.
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